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“..
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* * * First Change * * * *
[bookmark: _Toc43208020][bookmark: _Toc89035392][bookmark: _Toc89065190][bookmark: _Toc89180489][bookmark: _Toc97072182][bookmark: _Toc104393100]6.4.3.2.4.3.1	Description
This ueContextId identifies the individual ueContext resource is composed by UE's SUPI or PEI.

* * * Next Change * * * *
[bookmark: _Toc43208023][bookmark: _Toc89035395][bookmark: _Toc89065193][bookmark: _Toc89180492][bookmark: _Toc97072185][bookmark: _Toc104393103]6.4.3.2.4.4.1	Description
This ueContextId identifies the individual ueContext resource and is composed by UE's SUPI or PEI.

* * * Next Change * * * *
[bookmark: _Toc25156618][bookmark: _Toc34124923][bookmark: _Toc43208059][bookmark: _Toc49857526][bookmark: _Toc56677372][bookmark: _Toc56691895][bookmark: _Toc56699159][bookmark: _Toc89035528][bookmark: _Toc89065327][bookmark: _Toc89180628][bookmark: _Toc97072323][bookmark: _Toc104393244][bookmark: _Hlk97070650]A.5	Namf_Location
openapi: 3.0.0

info:
  version: 1.2.0
  title: Namf_Location
  description: |
    AMF Location Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

[…]
  /{ueContextId}/cancel-pos-info:
    post:
      summary: Namf_Location CancelLocation service operation
      tags:
        - Individual UE context (Document)
      operationId: CancelLocation
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15}|nai-.+|gli-.+|gci-.+|imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'

[…]


* * * For Information * * * *
[bookmark: _Toc25156578][bookmark: _Toc34124883][bookmark: _Toc43208012][bookmark: _Toc49857485][bookmark: _Toc56677330][bookmark: _Toc56691853][bookmark: _Toc56699117][bookmark: _Toc89035384][bookmark: _Toc89065182][bookmark: _Toc89180481][bookmark: _Toc97072174][bookmark: _Toc106632810]6.4.3.2.2	Resource Definition
Resource URI:{apiRoot}/namf-loc/<apiVersion>/{ueContextId}
This resource shall support the resource URI variables defined in table 6.4.3.2.2-1.
Table 6.4.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.4.1

	apiVersion
	string
	See clause 6.4.1.

	ueContextId
	string
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: see pattern of type Supi in 3GPP TS 29.571 [6]
Or represents the Permanent Equipment Identifier (see 3GPP TS 23.501 [2] clause 5.9.3)
	pattern: "(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)"



A.5	Namf_Location

[…]

paths:
  /{ueContextId}/provide-pos-info:
    post:
      summary: Namf_Location ProvidePositioningInfo service Operation
      tags:
        - Individual UE context (Document)
      operationId: ProvidePositioningInfo
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15}|nai-.+|gli-.+|gci-.+|imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/RequestPosInfo'
        required: true


[…]

  /{ueContextId}/provide-loc-info:
    post:
      summary: Namf_Location ProvideLocationInfo service Operation
      tags:
        - Individual UE context (Document)
      operationId: ProvideLocationInfo
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15}|nai-.+|gli-.+|gci-.+|imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/RequestLocInfo'
        required: true

[…]


* * * End of Changes * * * *


