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	Reason for change:
	The range of timer T3245 duration in 24.501, 24.301 and 24.008 is between 12h and 24h, while in the section 12.6 of 31.121 the range of timer T3245 duration is between 24h and 48h.

	
	

	Summary of change:
	Modify the range of timer T3245 duration to between 12h and 24h.
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*******
* * * First Change * * * *
[bookmark: _Toc10739196][bookmark: _Toc20397048][bookmark: _Toc29398700][bookmark: _Toc29399822][bookmark: _Toc36649832][bookmark: _Toc36655674][bookmark: _Toc44961977][bookmark: _Toc50983640][bookmark: _Toc50985811][bookmark: _Toc57113041][bookmark: _Toc99615622]12.6.1	Definition and applicability
For an MS that is configured to use timer T3245 (see 3GPP TS 24.368 [36] or 3GPP TS 31.102 [4]) and when the MS adds a PLMN identity to the "forbidden PLMN list" or the "forbidden PLMNs for GPRS service" list or sets the SIM/USIM as invalid for non-GPRS services or GPRS services or both, and timer T3245 is not running, the MS shall start timer T3245 with a random value, uniformly drawn from the range between 1224h and 24 48h.
[bookmark: _Toc10739197][bookmark: _Toc20397049][bookmark: _Toc29398701][bookmark: _Toc29399823][bookmark: _Toc36649833][bookmark: _Toc36655675][bookmark: _Toc44961978][bookmark: _Toc50983641][bookmark: _Toc50985812][bookmark: _Toc57113042]Upon expiry of the timer T3245, the MS shall erase the "forbidden PLMN list" and the "forbidden PLMNs for GPRS service" list and set the SIM/USIM to valid for non-GPRS services and GPRS services.
* * * End of Changes * * * *


