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5.27.4	Notifications
[bookmark: _Toc104479211]5.27.4.1	General
Notifications shall comply to subclause 5.2.5 of 3GPP TS 29.122 [4].
Table 5.27.4.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	MBS User Data Ingest Session Status Notification
	{notifUri}
	POST
	This operation enables the NEF to notify a previously subscribed AF on status changes of an MBS User Data Ingest Session.



[bookmark: _Toc104479212]5.27.4.2	MBS User Data Ingest Session Status Change Notification
[bookmark: _Toc104479213][bookmark: _Hlk71543964]5.27.4.2.1	Description
The MBS user data ingest session status change notification is used by the NEF to report one or several observed MBS user data ingest session status change events to a previously subscribed AF.
[bookmark: _Toc104479214]5.27.4.2.2	Target URI
The Callback URI "{notifUri}" shall be used with the callback URI variables defined in table 5.27.4.2.2-1.
Table 5.27.4.2.2-1: Callback URI variables 
	Name
	Definition

	notifUri
	Callback reference provided by the AF during the creation/update/modification of the corresponding MBS User Data Ingest Session Status Subscription.



[bookmark: _Toc104479215]5.27.4.2.3	Operation Definition
[bookmark: _Toc104479216]5.27.4.2.3.1	Notification via HTTP POST
This method shall support the request data structures specified in table 5.27.4.2.3.1-1 and the response data structures and response codes specified in table 5.27.4.2.3.1-2.
Table 5.27.4.2.3.1-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	MBSUserDataIngStatNotif
	M
	1
	Provides information about the observed MBS user data ingest session status change event notification by the NEF to the AF.



Table 5.27.4.2.3.1-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	The MBS User Data Ingest Session Status Change Notification is successfully received.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative AF where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative AF where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.27.4.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



Table 5.27.4.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



[bookmark: _Toc104479217]5.27.4.2.3.2	Notification via Websocket 
If supported by both AF and NEF and successfully negotiated, the MBS User Data Ingest Session Status Change Notification may alternatively be delivered through the Websocket mechanism as defined in clause 5.2.5.4 of 3GPP TS 29.122 [4].
*** End of Changes ***

