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	Reason for change:
	TS 26.502 table 7.2-1 note describes when the MBS Application Provider (AF/AS) lies outside the trusted DN, these services shall be exposed via the NEF (N33+Nmb5) as Nnef_MBSUserService and Nnef_MBSUserDataIngestSession respectively. And SA4 LS reply in S4-220829 also indicates that the "NEF should expose similar (or even identical) APIs".

Therefore, the Nnef_MBSUserDataIngestSession API needs to be defined in order to expose the corresponding Nmbsf_MBSUserDataIngestSession API in the case of an external untrusted AF, i.e. external untrusted MBS Application Provider.

Upon SA4 LS reply C3-224544 (S4-221119) and the attached TS 26.502 CR 0007r1 (S4-221124) supporting modification to status subscription in Nmbsf_MBSUserDataIngestSession_StatusSubscribeMod operation, hence need to be updated in resource in Nnef_MBSUserDataIngestSession API.

	
	

	Summary of change:
	Define API data model in Nnef_MBSUserDataIngestSession API.

	
	

	Consequences if not approved:
	The NEF is not enhanced to support stage 2 requirements on MBS user data ingest session for the case of external/untrusted AF (i.e. MBS Application Provider).
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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc493845657][bookmark: _Toc494194735][bookmark: _Toc528159044][bookmark: _Toc532198011][bookmark: _Toc34123765][bookmark: _Toc36038509][bookmark: _Toc36038597][bookmark: _Toc36038788][bookmark: _Toc44680728][bookmark: _Toc45133640][bookmark: _Toc45133731][bookmark: _Toc49417429][bookmark: _Toc51762396][bookmark: _Toc58838112][bookmark: _Toc59017125][bookmark: _Toc68168271][bookmark: _Toc104385201][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]*** 1st change ***
5.27.5	Data Model
[bookmark: _Toc81558630][bookmark: _Toc85877106][bookmark: _Toc104479340]5.27.5.1	General
This clause specifies the application data model supported by the MBSUserDataIngestSession API. Table 5.27.5.1-1 specifies the data types defined for the MBSUserDataIngestSession API.
Table 5.27.5.1-1: MBSUserDataIngestSession specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	
	
	
	



Table 5.27.5.1-2 specifies data types re-used by the MBSUserDataIngestSession API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the MBSUserDataIngestSession API.
Table 5.27.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	MBSUserDataIngSession
	3GPP TS 29.580 [61]
	Represents MBS User Data Ingest Session parameters.
	

	MBSUserDataIngSessionPatch
	3GPP TS 29.580 [61]
	Represents the requested modifications to an MBS User Data Ingest Session resource representation.
	

	MBSUserDataIngStatNotif
	3GPP TS 29.580 [61]
	Represents an MBS User Data Ingest Session Status Notification.
	

	MBSUserDataIngStatSubsc
	3GPP TS 29.580 [61]
	Represents an MBS User Data Ingest Session Status Subscription.
	

	MBSUserDataIngStatSubscPatch
	3GPP TS 29.580 [61]
	Represents the requested modifications to an MBS User Data Ingest Session Status Subscription.
	



[bookmark: _Toc81558631][bookmark: _Toc85877107][bookmark: _Toc104479341]5.27.5.2	Structured data types
[bookmark: _Toc81558632][bookmark: _Toc85877108][bookmark: _Toc104479342]5.27.5.2.1	Introduction
This clause defines the structures to be used in resource representations.
There are no structured data types defined for this API in this release of the specification.
[bookmark: _Toc104479347]5.27.5.3	Simple data types and enumerations
[bookmark: _Toc104479348]5.27.5.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc104479349]5.27.5.3.2	Simple data types 
The simple data types defined in table 5.27.5.3.2-1 shall be supported.
Table 5.27.5.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	
	
	
	



*** End of Changes ***

