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Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc493845657][bookmark: _Toc494194735][bookmark: _Toc528159044][bookmark: _Toc532198011][bookmark: _Toc34123765][bookmark: _Toc36038509][bookmark: _Toc36038597][bookmark: _Toc36038788][bookmark: _Toc44680728][bookmark: _Toc45133640][bookmark: _Toc45133731][bookmark: _Toc49417429][bookmark: _Toc51762396][bookmark: _Toc58838112][bookmark: _Toc59017125][bookmark: _Toc68168271][bookmark: _Toc104385201][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]20	Interworking with MBS Application Provider (AFS/ASF)
*** 2nd Change ***
20.1	General
MB-UPF is used for interworking with the MBS Application Provider (AF/AS) in user plane directly with N6mb reference point, or may be optionally interworking with the MBSTF with the Nmb9 reference point and the MBSTF interworking with the MBS AF/AS with the Nmb8 reference point.
*** 3rd Change ***
20.4	User Plane Protocol between MBSTF and AF/AS
The MBS interworking user plane protocol stack used in Nmb8 reference point with TCP/IP for Object Distribution Method is described in Figure 20.4-1, with UDP/IP for Packet Distribution Method with Proxy mode or Forward-only mode is described in Figure 20.4-2, with RTP/UDP/IP for Packet Distribution Method with RTP streaming mode is described in Figure 20.4-3.


Figure 20.4-1: User Plane Protocol Stack for Nmb8 used in Object Distribution Method


Figure 20.4-2: User Plane Protocol Stack for Nmb8 used in Packet Distribution Method with Proxy mode or Forward-only mode


Figure 20.4-3: User Plane Protocol Stack for Nmb8 used in Packet Distribution Method with RTP streaming mode
NOTE:	Detail refer to 3GPP TS 26.502 [61] Annex B.	Comment by MCC: Please check if this is 26.502 or 29.502

*** End of Changes ***
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