

	
3GPP TSG-CT WG3 Meeting #123e	C3-224780
E-Meeting, 18th – 26th August 2022												(Revision of C3-22xxxx)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.522
	CR
	0732
	rev
	-
	Current version:
	17.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Support the anonymous user access

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	CT3

	
	

	Work item code:
	AKMA-CT
	
	Date:
	2022-08-23

	
	
	
	
	

	Category:
	B
	
	Release:
	 Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Upon TS 33.535 clause 7.1.5 is similar as clause 7.1.3, the only difference is No SUPI in response to the anonymous user access, hence prefer NOT to add a new service operation, instead better to update the exisiting Naanf_AKMA_ApplicationKey_Get service operation by adding the optional anonInd with boolean type to indicate anonymous user, and update table description for the AkmaAfKeyData.

	
	

	Summary of change:
	Update AkmaAfKeyRequest data type which is reused in TS 29.535 as above consideration, to fulfill the requirement of Naanf_AKMA_ApplicationKey_AnonUser_Get in clause 7.1.5 of TS 33.535.

	
	

	Consequences if not approved:
	Misalignment with stage 2, cannot support the anonymous user access to the AF based on A-KID.
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	Other comments:
	This CR introduces backward compatible correction into the OpenAPI file applicable to AKMA API.
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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc98182983][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]*** 1st Change ***
[bookmark: _Toc58850458][bookmark: _Toc59018838][bookmark: _Toc68169850][bookmark: _Toc104479086][bookmark: _Toc104479011][bookmark: _Toc104479023]5.14.5.3.2	Type: AkmaAfKeyRequest
Table 5.14.5.3.2-1: Definition of type AkmaAfKeyRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability
(NOTE)

	afId
	AfId
	M
	1
	Identification of AF
	

	aKId
	AKId
	M
	1
	A-KID
	

	anonInd
	boolean
	O
	0..1
	[bookmark: _Hlk112445750]Indicates whether an anonymous user access. Set to "true" if an anonymous user access is requested; otherwise set to "false".
Default value is "false" if omitted.
	

	suppFeat
	SupportedFeatures
	O
	0..1
	Indicates the list of Supported features used as described in clause 5.14.6.
	

	NOTE:	Properties marked with a feature as defined in clause 5.14.6 are applicable as described in clause 5.2.7 of 3GPP TS 29.122 [4]. If no feature is indicated, the related property applies for all the features.



*** 2nd Change ***
[bookmark: _Toc11247941][bookmark: _Toc27045123][bookmark: _Toc36034174][bookmark: _Toc45132322][bookmark: _Toc49776607][bookmark: _Toc51747527][bookmark: _Toc58850480][bookmark: _Toc59018860][bookmark: _Toc68169872][bookmark: _Toc104479524]A.12	AKMA API
openapi: 3.0.0
info:
  title: 3gpp-akma
  version: 1.0.0
  description: |
    API for AKMA.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
externalDocs:
  description: >
    3GPP TS 29.522 V17.6.0; 5G System; Network Exposure Function Northbound APIs.
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.522/'
security:
  - {}
  - oAuth2ClientCredentials: []
servers:
  - url: '{apiRoot}/3gpp-akma/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 5.2.4 of 3GPP TS 29.122.
paths:
  /retrieve:
    post:
      summary: Retrieve AKMA Application Key Information.
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AkmaAfKeyRequest'
      responses:
        '200':
          description: The requested information was returned successfully.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AkmaAfKeyData'
        '204':
          description: No Content.
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29122_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUrl}'
          scopes: {}
  schemas: 
    AkmaAfKeyRequest:
      description: >
        Represents the parameters to request the retrieval of AKMA Application Key information.
      type: object
      properties:
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        afId:
          $ref: '#/components/schemas/AfId'
        aKId:
          $ref: '#/components/schemas/AKId'
        anonInd:
          type: boolean
          description: >
            Indicates whether an anonymous user access. Set to "true" if an anonymous user access is 
            requested; otherwise set to "false". Default value is "false" if omitted.
          default: false
      required:
        - afId
        - aKId
    AkmaAfKeyData:
      description: Represents AKMA Application Key information data.
      type: object
      properties:
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        expiry:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/DateTime'
        kaf:
          type: string
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
      required:
        - kaf
        - expiry
    AfId:
      description: Represents an AF identifier.
      type: string
    AKId:
      description: Represents an AKMA Key Identifier.
      type: string
*** End of Changes ***

