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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28013452][bookmark: _Toc36040208][bookmark: _Toc44692825][bookmark: _Toc45134286][bookmark: _Toc49607350][bookmark: _Toc51763322][bookmark: _Toc58850220][bookmark: _Toc59018600][bookmark: _Toc68169606][bookmark: _Toc104478820][bookmark: _Toc88667624][bookmark: _Toc90655909][bookmark: _Toc94064292][bookmark: _Toc98233677][bookmark: _Toc101244453][bookmark: _Toc104539046]5.6.3.3.4	Type: AnalyticsEventNotif
Table 5.6.3.3.4-1: Definition of type AnalyticsEventNotif
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	analyEvent
	AnalyticsEvent
	M
	1
	Detected analytics event.
	

	expiry
	DateTime
	O
	0..1
	[bookmark: OLE_LINK53]Defines the expiration time after which the analytics information will become invalid.
	

	timeStamp
	DateTime
	M
	1
	Time at which the event is observed.
	

	failNotifyCode
	AnalyticsFailureCode
	C
	0..1
	Identifies the failure reason for the event notification.
It shall only be included if the event notification is failed or the analytics information is not ready. (NOTE 1)
	EneNA

	rvWaitTime
	DurationSec
	O
	0..1
	Indicates a recommended time interval (in seconds) which is used to determine the time when analytics information is needed in similar future event subscriptions. It may only be included if the "failNotifyCode" attribute sets to "UNSATISFIED_REQUESTED_ANALYTICS_TIME".
	EneNA

	ueMobilityInfos
	array(UeMobilityExposure)
	C
	1..N
	Contains the UE mobility information.
Shall be present if the "analyEvent" attribute sets to "UE_MOBILITY"
	Ue_Mobility

	ueCommInfos
	array(UeCommunication)
	C
	1..N
	Contains the application communication information.
Shall be present if the "analyEvent" attribute sets to "UE_COMM"
	Ue_Communication

	abnormalInfos
	array(AbnormalExposure)
	C
	1..N
	Contains the user's abnormal behavior information.
Shall be present if the "analyEvent" attribute sets to "ABNORMAL_BEHAVIOR"
	Abnormal_Behavior

	congestInfos
	array(CongestInfo)
	C
	1..N
	Contains the UE's user data congestion information.
Shall be present if the "analyEvent" attribute sets to "CONGESTION"
	Congestion

	nwPerfInfos
	array(NetworkPerfExposure)
	C
	1..N
	The network performance information.
Shall be present when the requested event is "NETWORK_PERFORMANCE".
	Network_Performance

	qosSustainInfos
	[bookmark: _Hlk32057194]array(QosSustainabilityExposure)
	C
	1..N
	Contains the QoS sustainability information.
Shall be present if the "analyEvent" attribute is set to "QOS_SUSTAINABILITY".
	QoS_Sustainability

	disperInfos
	array(DispersionInfo)
	C
	1..N
	Contains the Dispersion information.
Shall be present if the "analyEvent" attribute is set to "DISPERSION".
	Dispersion

	dnPerfInfos
	array(DnPerfInfo)
	C
	1..N
	Contains the DN performance information.
Shall be present if the "analyEvent" attribute is set to "DN_PERFORMANCE". (NOTE x)
	DnPerformance

	svcExps
	array(ServiceExperienceInfo)
	C
	1..N
	The service experience information.
When subscribed event is "SERVICE_EXPERIENCE", the svcExps shall be included.
	ServiceExperience

	NOTE 1:	The values of "UNAVAILABLE_DATA" and "BOTH_STAT_PRED_NOT_ALLOWED" of the AnalyticsFailureCode data type are not applicable for the "failNotifyCode" attribute.
NOTE x:	The "dnn" and "snssai" attributes contained in DnPerfInfo data structure and "upfInfo" attribute in DnPerf data structure contained in DnPerfInfo data structure shall not be included.



*** Next Change ***
[bookmark: _Toc28013462][bookmark: _Toc36040218][bookmark: _Toc44692835][bookmark: _Toc45134296][bookmark: _Toc49607360][bookmark: _Toc51763332][bookmark: _Toc58850230][bookmark: _Toc59018610][bookmark: _Toc68169616][bookmark: _Toc104478830]5.6.3.3.14	Type AnalyticsData
Table 5.6.3.3.14-1: Definition of type AnalyticsData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	expiry
	DateTime
	O
	0..1
	Defines the expiration time after which the analytics information will become invalid.
	

	ueMobilityInfos
	array(UeMobilityExposure)
	C
	1..N
	Contains the UE mobility information.
Shall be present if the "analyEvent" attribute sets to "UE_MOBILITY"
	Ue_Mobility

	ueCommInfos
	array(UeCommunication)
	C
	1..N
	Contains the application communication information.
Shall be present if the "analyEvent" attribute sets to "UE_COMM"
	Ue_Communication

	nwPerfInfos
	array(NetworkPerfExposure)
	C
	1..N
	The network performance information.
Shall be present when the requested event is "NETWORK_PERFORMANCE".
	Network_Performance

	abnormalInfos
	array(AbnormalExposure)
	C
	1..N
	Contains the user's abnormal behavior information.
Shall be present if the "analyEvent" attribute sets to "ABNORMAL_BEHAVIOR"
	Abnormal_Behavior

	congestInfos
	array(CongestInfo)
	C
	1..N
	Contains the UE's user data congestion information.
Shall be present if the "analyEvent" attribute sets to "CONGESTION"
	Congestion

	qosSustainInfos
	array(QosSustainabilityExposure)
	C
	1..N
	Contains the QoS sustainability information.
Shall be present if the "analyEvent" attribute is set to "QOS_SUSTAINABILITY"
	QoS_Sustainability

	disperInfos
	array(DispersionInfo)
	C
	1..N
	Contains the Dispersion information.
Shall be present if the "analyEvent" attribute is set to "DISPERSION".
	Dispersion

	dnPerfInfos
	array(DnPerfInfo)
	C
	1..N
	Contains the DN performance information.
Shall be present if the "analyEvent" attribute is set to "DN_PERFORMANCE". (NOTE x)
	DnPerformance

	svcExps
	array(ServiceExperienceInfo)
	C
	1..N
	Contains the service experience information.
Shall be present if the "analyEvent" attribute is set to "SERVICE_EXPERIENCE".
	ServiceExperience

	suppFeat
	SupportedFeatures
	M
	1
	Represents the features supported by both the AF and the NEF.
	

	NOTE x:	The "dnn" and "snssai" attributes contained in DnPerfInfo data structure and "upfInfo" attribute in DnPerf data structure contained in DnPerfInfo data structure shall not be included.




*** End of Changes ***
