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* * * * Start of changes * * * *
[bookmark: _Toc85718320][bookmark: _Toc94004582][bookmark: _Toc94004798][bookmark: _Toc104465209][bookmark: _Toc510696626][bookmark: _Toc35971417][bookmark: _Toc67903534][bookmark: _Toc70598457][bookmark: _Toc94004619][bookmark: _Toc94004835][bookmark: _Toc104465246][bookmark: _Toc510696629][bookmark: _Toc35971420][bookmark: _Toc67903537][bookmark: _Toc70598460][bookmark: _Toc94004621][bookmark: _Toc94004837][bookmark: _Toc104465248][bookmark: _Toc28009803][bookmark: _Toc34061922][bookmark: _Toc36036678][bookmark: _Toc43284925][bookmark: _Toc45132704][bookmark: _Toc51193398][bookmark: _Toc51760597][bookmark: _Toc59015047][bookmark: _Toc59015563][bookmark: _Toc68165605][bookmark: _Toc83229701][bookmark: _Toc90648900][bookmark: _Toc105593792]1	Scope
[bookmark: references][bookmark: _Hlk88653352]The present document specifies the stage 3 protocol and data model for the UAS-specific Naf Service Based Interface. It provides stage 3 protocol definitions and message flows, and specifies the API for each service offered by the UAS-specific AF.
The 5G System stage 2 architecture and procedures are specified in TS 23.501 [2], TS 23.502 [3], and TS 23.256 [14].
The Technical Realization of the Service Based Architecture and the Principles and Guidelines for Services Definition are specified in TS 29.500 [4], and TS 29.501 [5] and TS 29.122 [16].
The UAS Service Supplier (USS) provides the UAS-specific AF services to NF service consumers (e.g. NEF (UAS-NF)). The USS is functionality within the AF.
* * * * Next changes * * * *
[bookmark: _Toc94004607][bookmark: _Toc94004823][bookmark: _Toc104465234]5.1.1	Introduction
The Naf_Authentication shall use the Naf_Authentication API.
The API URI of the Naf_Authentication API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 5.2.44.4.1 of TS 29.122501 [165], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificSuffixesapiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in clause 5.2.4 in 3GPP TS 29.122 TS 29.501 [165].
-	The <apiName> shall be "naf-auth".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificSuffixesapiSpecificResourceUriPart> shall be set as described in clause 5.1.3.

* * * * Next changes * * * *
5.1.4.2.2	Operation Definition
This operation shall support the response data structures and response codes specified in tables 5.1.4.2.2-1 and 5.1.4.2.2-2.
Table 5.1.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	UAVAuthInfo
	M
	1
	Represents the data to be used for UAV authentication and authorization



Table 5.1.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UAVAuthResponse
	M
	1
	200 OK
	Successful request of UAV authentication and authorization and subscription to notification of re-authentication and revocation triggered by the USS.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative AF.

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative AF.

	ProblemDetailsAuthenticateAuthorize
	O
	0..1
	403 Forbidden
	(NOTE 2)The "cause" attribute may be used to indicate the following application errors:
- FAILED_AUTH

See table 5.1.7.3-1 for the description of these errors.

	NOTE 1:	The manadatory HTTP error status code for the POST method listed in Table 5.2.6-1 of TS 29.122 [16] also apply.
NOTE 2:	Failure cases are described in clause 5.1.7.3.



Table 5.1.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	String
	M
	1
	An alternative URI representing the end point of an alternative AF.



Table 5.1.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF.



* * * * Next changes * * * *
5.1.5.1	General
This clause specifies the notifications provided by the Naf_Authentication service.
Notifications shall comply to clause 5.2.5 of 3GPP TS 29.122 [16]6.2 of TS 29.500 [4] and clause 4.6.2.3 of TS 29.501 [5].
Table 5.1.5.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description
(service operation)

	UAV Notification

	{notifyUri}
	
notify (POST)
	Reauthentication, Reauthorization or Revocation notification



* * * * Next changes * * * *
[bookmark: _Toc510696633][bookmark: _Toc35971428][bookmark: _Toc67903544][bookmark: _Toc70598467][bookmark: _Toc94004628][bookmark: _Toc94004844][bookmark: _Toc104465255]5.1.6.1	General
This clause specifies the application data model supported by the Naf_Authentication API.
Table 5.1.6.1-1 specifies the data types defined for the Naf_Authentication service based interface protocol.
Table 5.1.6.1-1: Naf_Authentication specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	[bookmark: _Hlk71560146]UAVAuthInfo
	5.1.6.2.2
	Information within Authenticate Request
	

	UAVAuthResponse
	5.1.6.2.4
	Information within Authenticate Response
	

	AuthResult
	5.1.6.3.3
	Enumeration indicating authentication result
	

	ReauthRevokeNotify
	5.1.6.2.3
	Information within notification
	

	NotifyType
	5.1.6.3.4
	Enumeration Notification type
	

	ProblemDetailsAuthenticateAuthorize
	5.1.6.4.1
	Data type that extends ProblemDetails.
	

	AdditionInfoAuthenticateAuthorize
	5.1.6.2.5
	Contains more details (not only the ProblemDetails) in case an UAV authentication request is rejected.
	



Table 5.1.6.1-2 specifies data types re-used by the Naf_Authentication service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Naf_Authentication service based interface.
Table 5.1.6.1-2: Naf_Authentication re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Pei
	TS 29.571 [15]
	Permanent Equipment Identifier
	

	Uri
	TS 29.571 [15]
	Uri
	

	Gpsi
	TS 29.571 [15]
	GPSI
	

	IpAddr
	TS 29.571 [15]
	IPv4 address
	

	LocationArea5G
	TS 29.122 [16]
	User location
	

	ProblemDetails
	TS 29.122 [16]
	Represents additional information and details on an error response.
	

	SupportedFeatures
	TS 29.571 [15]
	Used to negotiate the applicability of the optional features defined in table 5.1.8-1.
	



* * * * Next changes * * * *
[bookmark: _Toc94004642][bookmark: _Toc94004858][bookmark: _Toc104465269][bookmark: _Toc510696644][bookmark: _Toc35971439][bookmark: _Toc67903555][bookmark: _Toc70598478]5.1.6.4.1	Type: ProblemDetailsAuthenticateAuthorize 
Table 5.1.6.4.1-1: Definition of type ProblemDetailsAuthenticateAuthorize as a list of to be combined data types
	Data type
	Cardinality
	Description
	Applicability

	ProblemDetails
	1
	Details of the problem as defined in TS 29.122571 [165].
	

	AdditionInfoAuthenticateAuthorize
	1
	Contains additional information to indicate the handling of the UAS service related network resource, during re-authentication failure.
	



* * * * Next changes * * * *
[bookmark: _Toc85718338][bookmark: _Toc94004651][bookmark: _Toc94004867][bookmark: _Toc104465278][bookmark: _Hlk81080223]A.2	Naf_Authentication API
[bookmark: _Hlk515639407]openapi: 3.0.0
info:
  title: Naf_Authentication
  version: 1.0.0
  description: |
    AF Authentication Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.255 V17.1.0; 5G System;Uncrewed Aerial System Service Supplier (USS) Services; Stage
    3.
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.255/

servers:
  - url: '{apiRoot}/naf-auth/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 5.2.4 of 3GPP TS 29.122

security:
  - {}
  - oAuth2ClientCredentials: []

paths:
  /request-auth:
    post:
      summary: UAV authentication
      tags:
        - UAV authentication
      requestBody:
        description: UAV authentication
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/UAVAuthInfo'
      responses:
        '200':
          description: UAV Auth response or message exchange
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UAVAuthResponse'
        '307':
          $ref: 'TS29122_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29122_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29122_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29122_CommonData.yaml#/components/responses/401'
        '403':
          description: >
            The request is rejected by the USS and more details (not only the ProblemDetails) are
            returned.
          content:
            application/problem+json:
              schema:
                $ref: '#/components/schemas/ProblemDetailsAuthenticateAuthorize'
        '404':
          $ref: 'TS29122_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29122_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29122_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29122_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29122_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29122_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29122_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29122_CommonData.yaml#/components/responses/default'
      callbacks:
        reauthRevokeNotification:
          '{request.body#/notifyUri}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/ReauthRevokeNotify'
              responses:
                '204':
                  description: Successful Notification response
                '307':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29122_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29122_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUrl}'
          scopes: {}





  schemas:
#
# STRUCTURED DATA TYPES
#
    UAVAuthInfo:
      description: UAV auth data
      type: object
      required:
        - gpsi
        - serviceLevelId
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        serviceLevelId:
          type: string
        notifyUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        notifyCorrId:
          type: string
        ipAddr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/IpAddr'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        authMsg:
          type: string
        uavLocInfo:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/LocationArea5G'
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

    UAVAuthResponse:
      description: UAV auth response data
      type: object
      required:
        - gpsi
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        authMsg:
          type: string
        authResult:
          $ref: '#/components/schemas/AuthResult'
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'


    ReauthRevokeNotify:
      description: UAV related notification
      type: object
      required:
        - gpsi
        - serviceLevelId
        - notifyType
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        serviceLevelId:
          type: string
        notifyCorrId:
          type: string
        authMsg:
          type: string
        notifyType:
          $ref: '#/components/schemas/NotifyType'
        ipAddr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/IpAddr'


#
# SIMPLE DATA TYPES
#

#
# ENUMERATIONS
#

    AuthResult:
      anyOf:
        - type: string
          enum:
          - AUTH_SUCCESS
        - type: string
    NotifyType:
      anyOf:
        - type: string
          enum:
          - REAUTHENTICATE
          - REAUTHORIZE
          - REVOKE
[bookmark: _Toc77761041]        - type: string

    ProblemDetailsAuthenticateAuthorize:
      description: Extends ProblemDetails to indicate more details during Authentication failure
      allOf:
        - $ref: 'TS29122571_CommonData.yaml#/components/schemas/ProblemDetails'
        - $ref: '#/components/schemas/AdditionInfoAuthenticateAuthorize'
    AdditionInfoAuthenticateAuthorize:
      description: Indicates additional information during authentication failure
      type: object
      properties:
        uasResRelInd:
          type: boolean
          description: >
            Indicates to release the UAV resources during authentication failure, when set to
            "true". Default is set to "false".

* * * * End of changes * * * *
