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[bookmark: _Toc106796315][bookmark: OLE_LINK65][bookmark: _Toc20233270][bookmark: _Toc27747407][bookmark: _Toc36213598][bookmark: _Toc36657775][bookmark: _Toc45287450][bookmark: _Toc51948725][bookmark: _Toc51949817][bookmark: _Toc91599813]6.3.1A.2	Service-level authentication and authorization procedure initiation
In order to initiate the service-level authentication and authorization procedure, the SMF shall create a SERVICE-LEVEL AUTHENTICATION COMMAND message.
The SMF shall set the PTI IE of the SERVICE-LEVEL AUTHENTICATION COMMAND message to "No procedure transaction identity assigned".
The SMF shall set the service-level-AA payload in the Service-level-AA container IE of the SERVICE-LEVEL AUTHENTICATION COMMAND message to the service-level-AA payload provided by the DN via the NEF.
NOTE :	In case of UUAA, the service-level-AA payload is provided by the DN via the UAS-NF.
The SMF shall send the SERVICE-LEVEL AUTHENTICATION COMMAND message, and the SMF shall start timer T3594xyz (see example in figure 6.3.1A.1-1).
Editor's Note: T3xyz will be further specified.
Upon receipt of a SERVICE-LEVEL AUTHENTICATION COMMAND message and a PDU session ID, using the NAS transport procedure as specified in subclause 5.4.5, the UE passes to the upper layers the service-level-AA payload received in the Service-level-AA container IE of the SERVICE-LEVEL AUTHENTICATION COMMAND message. Apart from this action, the service-level authentication and authorization procedure initiated by the DN is transparent to the 5GSM layer of the UE.
* * * End of Change * * * *

