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	Reason for change:
	In TS 23.304, there is the following requirement on L2 relay selection:
For PLMN selection and relay selection in the 5G ProSe Layer-2 Remote UE:
-	The 5G ProSe Layer-2 Remote UE checks whether the PLMN(s) within the RRC Container (see clause 5.8.3.3) obtained from the 5G ProSe Layer-2 UE-to-Network Relay(s) during 5G ProSe UE-to-Network Relay Discovery in clause 6.3.2.3 are authorized to be connected to via a 5G ProSe Layer-2 UE-to-Network Relay(s), and only the authorized PLMN(s) are then available PLMNs for NAS PLMN selection;
-	The 5G ProSe Layer-2 Remote UE selects the 5G ProSe Layer-2 UE-to-Network Relay considering the selected PLMN by NAS layer.
When L2 remote UE selects the relay UE, it should consider its own selected PLMN so that the PLMN is included in the relay UE’s advised PLMN list (in RRC container) considering RAN sharing.
But this behavior is missing.


	
	

	Summary of change:
	Add L2 relay UE selection considering remote UE selected PLMN.

	
	

	Consequences if not approved:
	Not align with stage 2 requirement.

	
	

	Clauses affected:
	8.2.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc68203056][bookmark: _Toc51949321][bookmark: _Toc51948229][bookmark: _Toc45286960][bookmark: _Toc36657295][bookmark: _Toc36213118][bookmark: _Toc27746934]***** First change *****
[bookmark: _Toc68190853][bookmark: _Toc59198702][bookmark: _Toc525231302][bookmark: _Toc106698368]8.2.2.2	UE-to-network relay selection procedure initiation
The 5G ProSe remote UE shall trigger the UE-to-network relay selection procedure if the following conditions are met:
a)	the UE is authorised to act as a 5G ProSe remote UE towards a 5G ProSe UE-to-network relay UE as specified in clause 5.2.5:
1)	if the 5G ProSe remote UE is expected to use 5G ProSe layer-3 UE-to-network relay, the indication whether the UE is authorized to use a 5G ProSe layer-3 UE-to-network relay UE shall be set; and
[bookmark: OLE_LINK2]2)	if the 5G ProSe remote UE is expected to use 5G ProSe layer-2 UE-to-network relay, the subset of the PLMN(s) provided by that the 5G ProSe layer-2 UE-to-network relay UE is camped on shall be in the list of PLMNs in which the UE is authorized to use a 5G ProSe layer-2 UE-to-network relay UE; and
3)	if the 5G ProSe remote UE is expected to use 5G ProSe layer-2 UE-to-network relay, the 5G ProSe remote UE selected PLMN shall be in the list of PLMNs in which the UE is authorized to use a 5G ProSe layer-2 UE-to-network relay UE and in the subset of the PLMN(s) provided by the 5G ProSe layer-2 UE-to-network relay UE;
b)	the UE has obtained a list of 5G ProSe UE-to-network relay UE candidate(s) fulfilling ProSe layer criteria with the monitoring procedure for UE-to-network relay discovery as specified in clause 8.2.1.2.2 or the discoverer procedure for UE-to-network relay discovery as specified in clause 8.2.1.3.1; and
c)	the UE has obtained a list of 5G ProSe UE-to-network relay UE candidate(s) fulfilling lower layers criteria as specified in 3GPP TS 38.331 [13].
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