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	Reason for change:
	Per current specification in TS 27.007, AT command +CASIMS is marked as “only applicable to UEs in GERAN, UTRAN and E-UTRAN”. This is not correct because in TS 24.229 there is a subclause for availability of SMS over IMS in the 5GS IP-CAN annex:

[bookmark: _Toc106890366]U.3.1.2A	Availability for SMS
The UE determines that the UE is able to use SMS using IMS if the UE:
I)	is capable of using the MIME type "application/vnd.3gpp.sms" (see 3GPP TS 24.341 [8L]), such that the MIME type can also be used when accessing the IM CN subsystem using the current IP-CAN;
II)	supports the role of an SM-over-IP sender (see 3GPP TS 24.341 [8L]);
IIA)	determines the PDU session used for IMS exists;
III)	determines a contact has been bound to a public user identity using the IP-CAN, such that this contact is expected to be used for the delivery of incoming requests in the IM CN subsystem relating to such media; and
IV)	the UE does not determine that SMS over IP is restricted in 3GPP TS 24.341 [8L] subclause 5.2.1.3; and
V)	the 3GPP PS data off status is:
-	"inactive";
-	"active", the UE is in the HPLMN or the EHPLMN, and SMS over IMS is a 3GPP PS data off exempt service; or
-	"active", the UE is in the VPLMN, the UE is configured with an indication that SMS over IMS is a 3GPP PS data off roaming exempt service in a VPLMN, and SMS over IMS is a 3GPP PS data off roaming exempt service.
When above criteria are not met, the UE determines that SMS using IMS is unavailable.
NOTE:	The status that SMS using IMS is unavailable is used for domain selection for UE originating SMS specified in 3GPP TS 23.501 [257] subclause 5.16.3.8.

It is thus proposed to clarify that +CASIMS is also applicable to NG-RAN and that the MT can use the information provided by the command to choose between SMS over IMS and SMS over NAS.

	
	

	Summary of change:
	The text stating that +CASIMS is only applicable to UEs in GERAN, UTRAN and E-UTRAN was removed, and text stating that the MT can use the information provided by the command to choose between SMS over IMS and SMS over NAS was added.

	
	

	Consequences if not approved:
	It will not be possible to use +CASIMS to indicate to the MT whether the UE is currently available for SMS using IMS.
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* * * First Change * * * *
[bookmark: _Toc20207602][bookmark: _Toc27579485][bookmark: _Toc36116065][bookmark: _Toc45214945][bookmark: _Toc51866713][bookmark: _Toc106995423]8.72	Availability for SMS using IMS +CASIMS
Table 8.72-1: +CASIMS parameter command syntax
	Command
	Possible response(s)

	[bookmark: _MCCTEMPBM_CRPT80111477___7]+CASIMS=[<state>]
	

	[bookmark: _MCCTEMPBM_CRPT80111478___7]+CASIMS?
	+CASIMS: <state>

	[bookmark: _MCCTEMPBM_CRPT80111479___7]+CASIMS=?
	[bookmark: _MCCTEMPBM_CRPT80111480___7]+CASIMS: (list of supported <state>s)



Description
Set command informs the MT whether the UE is currently available for SMS using IMS (see 3GPP TS 24.229 [89]). In EPS, Tthe information can be used by the MT to determine the need to remain attached for non-EPS services, as defined in 3GPP TS 24.301 [83]. In 5GS, the information can be used by the MT to determine whether to use SMS over IMS or SMS over NAS.
Read command returns the UE's SMS using IMS availability status, as stored in the MT.
Test command returns supported values as a compound value.
Defined values
[bookmark: _MCCTEMPBM_CRPT80111481___7]<state>: integer type. The UE's SMS using IMS availability status.
0	SMS using IMS is not available
1	SMS using IMS is available
Implementation
Optional.
This command is only applicable to UEs in GERAN, UTRAN and E-UTRAN.
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