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* * * First Change * * * *

[bookmark: _Toc45273876][bookmark: _Toc51937605][bookmark: _Toc51938799][bookmark: _Toc106440342]10.2.16L	/<x>/<x>/Common/OnetoOne/UserList/<x>/Entry/
IPInformation/<x>/Entry
Table 10.2.16L.1: /<x>/<x>/Common/OnetoOne/UserList/<x>/Entry/IPInformation/<x>/Entry
	<x>/Common/OnetoOne/UserList/<x>/Entry/IPInformation/<x>/Entry

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node is a placeholder for one or more list of IPInformation data that can be used in the setup of an IP Connectivity session for a specific MCData user in a one-to-one communication.



[bookmark: _Toc45273877][bookmark: _Toc51937606][bookmark: _Toc51938800][bookmark: _Toc106440343]10.2.16M	/<x>/<x>/Common/OnetoOne/UserList/<x>/Entry/
IPInformation/<x>/Entry/IPv4Information
Table 10.2.16M.1: /<x>/<x>/Common/OnetoOne/UserList/<x>/Entry/IPInformation/<x>/Entry/
IPv4Information
	<x>/Common/OnetoOne/UserList/<x>/Entry/IPInformation/<x>/Entry/IPv4Information

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates an IPv4 host address or an IPv4 network that can be addressed on an IP Connectivity session in a one-to-one communication for a specific MCData ID.


[bookmark: _Toc45273878][bookmark: _Toc51937607][bookmark: _Toc51938801]
[bookmark: _Toc106440344]10.2.16N	/<x>/<x>/Common/OnetoOne/UserList/<x>/Entry/
IPInformation/<x>/Entry/IPv6Information
Table 10.2.16N.1: /<x>/<x>/Common/OnetoOne/UserList/<x>/Entry/IPInformation/<x>/Entry/
IPv6Information
	<x>/Common/OnetoOne/UserList/<x>/Entry/IPInformation/<x>/Entry/IPv6Information

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates an IPv6 host address or an IPv6 network that can be addressed on an IP Connectivity session in a one-to-one communication for a specific MCData ID.


[bookmark: _Toc45273879][bookmark: _Toc51937608][bookmark: _Toc51938802]
[bookmark: _Toc106440345]10.2.16O	/<x>/<x>/Common/OnetoOne/UserList/<x>/Entry/
IPInformation/<x>/Entry/FQDN
Table 10.2.16O.1: /<x>/<x>/Common/OnetoOne/UserList/<x>/Entry/IPInformation/<x>/Entry/FQDN
	<x>/Common/OnetoOne/UserList/<x>/Entry/IPInformation/<x>/Entry/FQDN

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates a fully qualified domain name for a specific host or domain that can be addressed on an IP Connectivity session in a one-to-one communication for a specific MCData ID.
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