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1.  Introduction
At CT1#134-e (February 2022), there was no consensus on whether to add a CT1 objective on UE pre-configuration for broadcast service in the Rel-17 WID on CT aspects of the architectural enhancements for 5G multicast-broadcast. At CT#95-e (March 2022), as a compromise it was agreed to add the objective, with an associated Editor’s note stating “The parameters for UE pre-configuration are FFS”, and an LS was sent by CT to SA2 in CP-220398 asking SA2 the following questions:

Question 1: Which parameters can be preconfigured in the UE to receive MBS service?

Question 2: How are these parameters used by the UE?

There was no consensus at SA#151-e (May 2022) on which parameters can be preconfigured in the UE to receive MBS service, and again no consensus at SA2#152-e (August 2022). As a result, SA2 sent reply LS S2-2207888 stating the following:

SA2 did not reach consensus to answer the questions from TSG CT and also could not agree CRs on this topic.
The purpose of this document is to propose a way forward on how to handle the Rel-17 WID on CT aspects of the architectural enhancements for 5G multicast-broadcast.
2.  Discussion
Since ROM (Receive-Only Mode) is not supported in 5MBS, the UE needs to have a USIM and be registered with the network to receive MBS service. Therefore, all parameters necessary for MBS reception in 5GS can be sent to the UE by the network. Media session related parameters (e.g. service announcement) can continue to be provided by the means specified in SA4. Consequently, in the lack of further input by SA2 suggesting otherwise, the feature works as currently specified and the involvement of CT1 in UE preconfiguration for MBS reception in 5GS is not needed. 

Additionally, Rel-17 is now frozen, so there is no longer time to discuss non-essential additions and only critical corrections for FASMO should be accepted into Rel-17. UE preconfiguration for 5MBS is not FASMO and thus should no longer be considered in Rel-17.

The other aspects of 5MBS are completed and should not be held “hostage” to UE preconfiguration. It is therefore proposed to update the WID to remove all items related to UE preconfiguration and to set the CT1 completion rate for the WID to 100%.
3.  Proposal
It is proposed to update the WID on CT aspects of the architectural enhancements for 5G multicast-broadcast to remove all items related to UE preconfiguration and to set the CT1 completion rate for the WID to 100%. A corresponding revised WID is provided in CP-222226. 

TS 24.575 (5G System; Multicast/Broadcast UE pre-configuration Management Object) should not be pursued in Rel-17 and should thus be withdrawn by MCC.
