Error! No text of specified style in document.
14
Error! No text of specified style in document.

[bookmark: _Toc106613871][bookmark: _Toc11338744][bookmark: _Toc27585446][bookmark: _Toc36457452][bookmark: _Toc45028367][bookmark: _Toc45029202][bookmark: _Toc67681964]3GPP TSG-CT WG4 Meeting #113	C4-225551
Toulouse, France, 14th – 18th November 2022							revision of C4-225509
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.503
	CR
	0942
	rev
	2
	Current version:
	17.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	ProSe Authentication Vector Cardinality

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	SBIProtoc18
	
	Date:
	2022-11-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	33.503 specifies in clause 7.4.2 that the output of the Nudm_UEAuthentication Service contains a single Authentfication Vector for Prose.

	
	

	Summary of change:
	A table note is added to table 6.3.6.2.19-1 clarifying that a single Authentication Vector should be included.
For backwards compatibility reasons the cardinality of 1..5 is formally kept.

	
	

	Consequences if not approved:
	Misalignment with 33.503.

	
	

	Clauses affected:
	5.4.2.6.2, 6.3.6.2.19

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	No impact to OpenAPI

	
	

	This CR's revision history:
	




Page 1






* * * First Change * * * *
[bookmark: _Toc90561865][bookmark: _Toc106613346]5.4.2.6.2	ProSe Authentication Vector Retrieval
Figure 5.4.2.6.2-1 shows a scenario where the NF service consumer (AUSF) retrieves ProSe authentication vector(s) for the 5G ProSe Remote UE from the UDM (see also 3GPP TS 33.503 [64] clause 7.4). The request contains the UE's identity (supi or suci), Relay Service Code, and may contain resynchronization info.




Figure 5.4.2.6.2-1: NF service consumer requesting authentication vector(s)
1.	The NF service consumer sends a POST request to the UDM.
2a.	The UDM responds with "200 OK" with the message body containing the authentication vector(s). Exactly one ProSeAuthenticationVector should be included within the ProSeAuthenticatonInfoResult.
2b.	If the operation cannot be authorized due to e.g UE does not have required subcription data, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element).
2c.	If the user does not exist, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

* * * Next Change * * * *
6.3.6.2.19	Type: ProSeAuthenticationVectors
Table 6.3.6.2.19-1: Definition of type ProSeAuthenticationVectors as a list of alternatives
	Data type
	Cardinality
	Description

	array(AvEapAkaPrime)
	1..5
	NOTE

	NOTE:	Although a cardinality of 1..5 is specified, the UDM should send exactly one Authentication Vector within the array.



* * * End of Change * * * *
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