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* * * First Change * * * *

6.1.6.2.21	Type: ModificationNotification
Table 6.1.6.2.21-1: Definition of type ModificationNotification
	Attribute name
	Data type
	P
	Cardinality
	Description

	notifyItems
	array(NotifyItem)
	M
	1..N
	

	subscriptionId
	string
	C
	0..1
	A UDM complying with this release of the specification shall include the Subscription ID that was allocated by the UDM when the subscribe request was received. It may be used by the consumer of the UDM to correlate the received notification with the active subscription.



When the NF Service Consumer creates multiple subscriptions, it should use distinct callback URIs for each subscription.
[bookmark: _Toc11338600][bookmark: _Toc27585252][bookmark: _Toc36457218][bookmark: _Toc45028112][bookmark: _Toc45028947][bookmark: _Toc67681706][bookmark: _Toc106613596]* * * Next Change * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc106614165]A.2	Nudm_SDM API
openapi: 3.0.0

*****text not shown for clarity*************

    ModificationNotification:
      type: object
      required:
        - notifyItems
      properties:
        notifyItems:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/NotifyItem'
          minItems: 1
        subscriptionId:
          type: string


*****text not shown for clarity*************

* * * End of Change * * * *
3GPP
