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*** 1st Change ***
[bookmark: _Toc85877015][bookmark: _Toc88681467][bookmark: _Toc89678154][bookmark: _Toc98501246][bookmark: _Toc106634530][bookmark: _Toc112845020]5.3.2.11.1	General
The ContextStatusNotify service operation shall be invoked by the MB-SMF to send a notification about event(s), when events about the multicast MBS session context included in the subscription occur.
NOTE:	For a location dependent MBS service, the ContextStatusNotify service operation is performed per MBS session.
It is used in the following procedures:
-	Multicast session leave requested by the network or MBS session release (see clause 7.2.2.3 of 3GPP TS 23.247 [14]);
-	MBS session activation procedure (see clause 7.2.5.2 of 3GPP TS 23.247 [14]);
-	MBS session deactivation procedure (see clause 7.2.5.3 of 3GPP TS 23.247 [14]); and
-	Multicast session update procedure (see clause 7.2.6 of 3GPP TS 23.247 [14]).
The MB-SMF shall notify event(s) about the multicast MBS session context by using the HTTP POST method targeting the notification URI received in the subscription as shown in Figure 5.3.2.11.1-1.


Figure 5.3.2.11.1-1: Notification of a multicast MBS session context event
1.	The MB-SMF shall send a POST request targeting the notification URI. The notification, i.e. the payload body of the POST request (ContextStatusNotifyReqData structure) shall contain the following information:
-	Notification Correlation ID, if available in the subscription;
-	List of event(s) which occurred;
-	When reporting a MULT_TRANS_ADD_CHANGE event: 
-	new multicast transport address (Low Layer SSM and C-TEID) used over the N19mb reference point; 
-	area session Id of the part of the location dependent MBS session for which the new multicast transport address is provided, for a location dependent MBS session; 
-	When reporting a QOS_INFO event: 
-	list of MBS QoS flows to add, modify and/or release (in the qosFlowsAddModRequestList IE and/or qosFlowsRelRequestList) for the multicast MBS session.
-	    When reporting a SECURITY_INFO event: 
-	    if security protection is applied, the multicast session security context containing MBS Service Key (MSK), MBS Traffic Key (MTK) and the corresponding key IDs.  
2a.	On success, a "204 No Content" response shall be returned.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.5.3.3.1-2 shall be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.5.3.3.1-2.

*** End of Changes ***
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