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* * * First Change * * * *
[bookmark: _Toc19718283][bookmark: _Toc27377358][bookmark: _Toc27379391][bookmark: _Toc36019238][bookmark: _Toc44865196][bookmark: _Toc98147860]8.1.4	Permanent Failures
The Permanent Failure result codes shall use the values from 5001 to 5999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Permanent Failure result codes are presented in the following table.
Table 8.1.4: 3GPP specific Permanent Failure result codes
	Experimental Result Code
	Result text
	Specified in the TS

	…

	5450
	DIAMETER_ERROR_USER_NO_NON_3GPP_SUBSCRIPTION
	29.273 [20]

	5451
	DIAMETER_ERROR_USER_NO_APN_SUBSCRIPTION
	

	5452
	DIAMETER_ERROR_RAT_TYPE_NOT_ALLOWED
	

	5453
	DIAMETER_ERROR_LATE_OVERLAPPING_REQUEST
	

	5454
	DIAMETER_ERROR_TIMED_OUT_REQUEST
	

	5455
	DIAMETER_ERROR_TRUSTED_NON_3GPP_ACCESS_NOT_ALLOWED
	

	5456
	DIAMETER_ERROR_UNTRUSTED_NON_3GPP_ACCESS_NOT_ALLOWED
	

	Note: The Experimental Result Codes from 5455 5457 to 5469 are reserved for the TS 29.273.

	…
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