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	Reason for change:
	As the agrred SA2 CR S2-2209276, The UDM Update Data that the UDM delivers to the UE may contain: indication of AerialUESubscriptionInfo is enabled for the UAV.

It proposes to add the description of the indication of AerialUESubscriptionInfo to align with stage2.

	
	

	Summary of change:
	It proposes to add the description of the indication of AerialUESubscriptionInfo.

	
	

	Consequences if not approved:
	It is not aligned with Stage2.
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	6.1.6.2.33
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Table 6.1.6.2.33-1: Definition of type UpuInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	upuDataList
	array(UpuData)
	C
	1..N
	This information defines the UE Parameters Update (UPU).
A secured packet with the Routing indicator update data is included and/or the Default configured NSSAI update data are included on Nudm.
An unsecured Routing indicator update data or secured packet with the Routing indicator update data, and/or the Default configured NSSAI update data, and/or Disaster Roaming Enabled Indication, and/or the indication of 'applicability of "lists of PLMN(s) to be used in disaster condition" provided by a VPLMN', and/or the indication of AerialUESubscriptionInfo is enabled are included on Nudr.
Shall be absent when the NF Consumer (e.g. AMF) supports receiving UE Parameters Update information encoded as transparent containers, and the upuTransparentContainer attribute is present.
	

	upuRegInd
	UpuRegInd
	C
	0..1
	Contains the indication of whether the re-registration is requested.
Shall be absent when the NF Consumer (e.g. AMF) supports receiving UE Parameters Update information encoded as transparent containers, and the upuTransparentContainer attribute is present.
	

	upuAckInd
	UpuAckInd
	C
	0..1
	Contains the indication of whether the acknowledgement from UE is needed.
Shall be absent when the NF Consumer (e.g. AMF) supports receiving UE Parameters Update information encoded as transparent containers, and the upuTransparentContainer attribute is present.
	

	upuMacIausf
	UpuMac
	C
	0..1
	Contains the UPU-MAC-IAUSF. Shall be present when UpuInfo is sent within AccessAndMobilitySubscriptionData on Nudm, and shall be absent when sent on Nudr.
Shall be absent when the NF Consumer (e.g. AMF) supports receiving UE Parameters Update information encoded as transparent containers, and the upuTransparentContainer attribute is present.
	

	counterUpu
	CounterUpu
	C
	0..1

	Contains the CounterUPU. Shall be present when UpuInfo is sent within AccessAndMobilitySubscriptionData on Nudm, and shall be absent when sent on Nudr.
Shall be absent when the NF Consumer (e.g. AMF) supports receiving UE Parameters Update information encoded as transparent containers, and the upuTransparentContainer attribute is present.
	

	provisioningTime
	DateTime
	M
	1
	Point in time of provisioning of UPU by the UDR.
	

	upuTransparentContainer
	UpuTransparentContainer
	C
	0..1
	This attribute contains protected UE Parameters Update transparent container encoded as defined in clause 6.1.6.3.2 and shall be present when sent on Nudm, if NF Consumer (e.g. AMF) supports receiving UE Parameters Update information encoded as transparent containers. Shall be absent when sent on Nudr or within PpData.
	upuTransparentSupport
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