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	Reason for change:
	In the current 23.273, the UDM is aware of a serving VGMLC address at UE registration on an AMF, then the HGMLC may receive an address of a VGMLC (together with the network address of the current serving AMF) from the UDM. Otherwise, the HGMLC may use the NRF service in the HPLMN to select an available VGMLC in the VPLMN, based on the VPLMN identification contained in the AMF address.

However, the vgmlcAddress is an optional parameter in the Amf3GppAccessRegistration. But conditional parameter in the RegistrationLocationInfo with the NOTE: The two IEs are only be included if the target UE is registered in VPLMN via the serving AMF.

If the UDM doesn’t aware the VGMLC address, then the HGMLC can’t receive the VGMLC address via LocaitionInfo in the roaming case.

It propsoes to update the description of the vgmlcAddress in RegistrationLocationInfo to align with the description as stage2.

	
	

	Summary of change:
	It proposes to update the description of the vgmlcAddress in RegistrationLocationInfo to align with the description as stage2.

	
	

	Consequences if not approved:
	There might be inconsistant for the vgmlcAddress parameter.
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Table 6.2.6.2.16-1: Definition of type RegistrationLocationInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfInstanceId
	NfInstanceId
	M
	1
	The identity the AMF uses to register in the NRF

	plmnId
	PlmnId	
	C
	0..1
	Serving node PLMN identity is included if the target UE is in roaming case for the serving AMF. (NOTE)

	vgmlcAddress
	VgmlcAddress
	C
	0..1
	The address(es) of VGMLC. 
This attribute shall be present if the VGMLC address was registered by the serving AMF.
Otherwise shall be absent.
(NOTE)

	accessTypeList
	array(AccessType)
	M
	1..2
	Access type(s) where the UE is registered

	NOTE:	The two IEs are only be included if the target UE is registered in VPLMN via the serving AMF.
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