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	Reason for change:
	Byte 32 bits1 and 2 name of TERMINAL PROFILE are unapropriate.
Byte 36 bit 4 name of TERMINAL PROFILE is unapropriate.
Byte 39 bits 2 to 8 names of TERMINAL PROFIL are using RFU instead of ‘Reserved for 3GPP (for future usage)’.
The length of the TERMINAL RESPONSE command header is wrong.
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	Clause 5.2 
· Byte 32 bit s1 and 2 : replacement of “PROVIDE LOCATION INFORMATION” by “PROVIDE LOCAL INFORMATION”,
· Byte 36 bit 4: replacement of “PROVIDE LOCATION INFORMATION” by “PROVIDE LOCAL INFORMATION”,
· Byte 39 bits 2 to 8: restore bits that belong to 3GPP for future usage instead of RFU term.
Clause 6.8.0 
TERMINAL REPONSE header length modification to include the forgotten length of the last added data.
Clause 8.145 
Length clarification of the ‘Slice information’ data regarding the number of following Served S-NSSAIs.
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***** Next change *****
[bookmark: _Toc3200690][bookmark: _Toc20392433][bookmark: _Toc27774080][bookmark: _Toc36482540][bookmark: _Toc36484199][bookmark: _Toc44933129][bookmark: _Toc50972082][bookmark: _Toc57104836][bookmark: _Toc114671690]5.2	Structure and coding of TERMINAL PROFILE
Direction: ME to UICC.
The command header is specified in TS 31.101 [13].
Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	lgth



-	Profile:
Contents:
-	The list of USAT facilities that are supported by the ME.
Coding:
-	1 bit is used to code each facility:
-	bit = 1: facility supported by ME.
-	bit = 0: facility not supported by ME.
NOTE:	several bits may need to be set to 1 for the support of the same facility. This is because of backward compatibility with SAT: several options existed in SAT for a given facility, and they are mandatory in USAT when this facility is supported.
First byte (Download):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	SMS-PP data download

	
	
	
	
	
	
	
	
	
	
	Cell Broadcast data download

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if SMS-PP data download is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 



…
Thirty-second byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	IMS support (if class "e" and "t" are supported)

	
	
	
	
	
	
	
	
	
	
	Support of PROVIDE LOCATION LOCAL INFORMATION, H(e)NB IP address (if class "v" is supported)

	
	
	
	
	
	
	
	
	
	
	support of PROVIDE LOCATION LOCAL INFORMATION, H(e)NB surrounding macrocells (if class "w" is supported)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2



…
Thirty sixth byte:
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Data Connection Status Change Event support – PDU Connection

	
	
	
	
	
	
	
	
	
	
	Event: Network Rejection for NG-RAN

	
	
	
	
	
	
	
	
	
	
	Non-IP Data Delivery support (if class "e" and class "ai" are supported)

	
	
	
	
	
	
	
	
	
	
	Support of PROVIDE LOCATION LOCAL INFORMATION, Slice information

	
	
	
	
	
	
	
	
	
	
	REFRESH "Steering of Roaming” SOR-CMCI parameter support

	
	
	
	
	
	
	
	
	
	
	Event: Network Rejection for Satellite NG-RAN

	
	
	
	
	
	
	
	
	
	
	Support of CAG feature (if class "ag" is supported)

	
	
	
	
	
	
	
	
	
	
	Reserved for 3GPP (for future usage)



Thirty seventh byte:
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Reserved for 3GPP (for future usage)



Thirty eighth byte:
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Reserved for 3GPP (for future usage)



Thirty ninth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NG‑RAN/Satellite NG-RAN Timing Advance Information)

	
	
	
	
	
	
	
	
	
	
	Reserved for 3GPP (for future usage)RFU



Subsequent bytes:
-	See ETSI TS 102 223 [32] clause 5.2.
Response parameters/data:
-	None.
***** Next change *****
[bookmark: _Toc3200813][bookmark: _Toc20392556][bookmark: _Toc27774203][bookmark: _Toc36482663][bookmark: _Toc36484322][bookmark: _Toc44933252][bookmark: _Toc50972205][bookmark: _Toc57104959][bookmark: _Toc114671816]6.8.0	Overall structure of TERMINAL RESPONSE
Direction: ME to UICC.
The command header is specified in TS 31.101 [13]. Length (A+B+ … +AEA) is indicated by P3 of the header.
Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	Command details
	8.6
	M
	Y
	A

	Device identities
	8.7
	M
	N
	B

	Result
	8.12
	M
	Y
	C

	Duration (only required in response to a POLL INTERVAL proactive command)
	8.8
	C
	N
	D

	Text string (only required in response to a GET INKEY or GET INPUT or SEND USSD proactive command)
	8.15
	C
	N
	E

	Item identifier (only required in response to SELECT ITEM proactive command)
	8.10
	C
	N
	F

	Local information (only required in response to PROVIDE LOCAL INFORMATION proactive command)
	8.19, 8.20, 8.29, 8.39, 8.45, 8.46, 8.62, 8.83, 8.85, 8.86, 8.87, 8.100, 8.129, 8.130, 8.131, 8.134,
8.140, 8.141, 8.144, 8.147, 8.148, 8.149
	C
	N
	G

	Local information (only required in response to PROVIDE LOCAL INFORMATION (Network Measurement Results) proactive command)
	8.22, 8.119
	C
	N
	AB or
AB0 + … + ABn

	Local information (only required in response to PROVIDE LOCAL INFORMATION (H(e)NB IP address request) proactive command)
	8.58
	C
	N
	AC or
AC0 + … + ACn

	Local information (only required in response to PROVIDE LOCAL INFORMATION (list of surrounding macrocells) proactive command)
	8.19, 8.62
	C
	N
	AD or
AD0 + … + ADn

	Call control requested action (only required if call control by USIM has modified a proactive command SET UP CALL, SEND SS or SEND USSD in another type of request).
	8.30
	C
	N
	H

	Result data object 2 (only required if call control by USIM has modified a proactive command SET UP CALL, SEND SS or SEND USSD in another type of request).
	8.12
	C
	N
	I

	Card reader status (only required in response to GET READER STATUS command). According to the requested information, one Card reader status object for each card interface reported, or one Card reader identifier object is required..
	8.33, 8.57
	C
	N
	J0 + … + Jn
or J

	Card ATR (only required in response to POWER ON CARD).
	8.34
	C
	N
	K

	R-APDU (only required in response to PERFORM CARD APDU).
	8.36
	C
	N
	L

	Timer identifier (only required in response to a TIMER MANAGEMENT proactive command)
	8.37
	C
	N
	M

	Timer value (only required in response to a TIMER MANAGEMENT proactive command)
	8.38
	C
	N
	N

	AT Response (only required in response to RUN AT COMMAND proactive command)
	8.41
	C
	N
	P

	Text string2 (only required if call control by USIM has modified the proactive command SET UP CALL or SEND SS into a USSD request)
	8.15
	C
	N
	Q

	Channel data (only required in response to RECEIVE DATA) 
	8.53
	C
	N
	R

	Channel status (only required in response to GET CHANNEL STATUS or OPEN CHANNEL proactive command)
	8.56
	C
	N
	S0 + … + Sn

	Channel data length (only required in response to RECEIVE DATA or SEND DATA proactive command)
	8.54
	C
	N
	T

	Bearer description (only required in response to OPEN CHANNEL proactive command)
	8.52
	C
	N
	U

	Buffer size (only required in response to OPEN CHANNEL proactive command)
	8.55
	C
	N
	V

	Total display duration (only required in response to a GET INKEY proactive command)
	8.8
	C
	N
	W

	Service availability (only required in response to SERVICE SEARCH proactive command)
	8.68
	C
	N
	X

	Service record (only required in response to GET SERVICE INFORMATION proactive command)
	8.64
	C
	N
	Y

	Other address (local address) (only required in response to OPEN CHANNEL proactive command with dynamic local address request)
	8.58
	C
	N
	Z

	Frames Information (only required in response to SET FRAMES or GET FRAMES STATUS proactive commands)
	8.81
	C
	N
	AA

	Slices Information (only required in response to PROVIDE LOCAL INFORMATION (list of slice(s) information) proactive command)
	8.145
	C
	N
	AE or
AE0 + … + AEn



Specific rules apply for the coding of the TERMINAL RESPONSE, see ETSI TS 102 223 [32] clause 6.8.
Response parameters/data: None.
***** Next change *****
[bookmark: _Toc114672107]8.145	Slices information
This data object contain a list of slice information.
Each slice information element is a S-NSSAI as specified in 3GPP TS 23.003 [30].
	Byte(s)
	Description
	Length
	M/O/C

	1
	Slices information tag
	1
	M

	2
	Length (X = 1 + 4n) of bytes following
	1Y
	M

	3
	Number of Served S-NSSAIs (n)
	1
	M

	4 to 7
	Served S-NSSAI 1 – SST + SD
	 4
	C
(see Note)

	
	…
	…
	C
(see Note)

	(XY - 21) to (XY + 2)
	Served S-NSSAI n - SST + SD
	4
	C
(see Note)

	NOTE : if no Served S-NSSAI is available, this field is not present 



Number of Served S-NSSAIs
-	Contents:
- Value set to 0 if no Served S-NSSAI is available else this is the number of Served S-NSSAI that will be described in the following list.
Served S-NSSAI
-	Coding:
S-NSSAI shall be coded on 32 bits as specified in TS 23.003 [30].
-	As specified in TS 23.003 [30], SD reserved value "no SD value associated with the SST" defined as hexadecimal FFFFFF shall be used to padd value to 32 bits
[bookmark: _GoBack]***** End of change *****

