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[…]
27.22.14.2.4.2	Procedure
[…]
***** editorial change *****
Expected Sequence 2.2
Void.
***** next change *****
[bookmark: MCCQCTEMPBM_00000214]Expected Sequence 2.3: (Steering of Roaming via DL NAS TRANSPORT message with "Acknowledgement requested" and REFRESH command [Steering of Roaming])
	[bookmark: MCCQCTEMPBM_00000277]Step
	Direction
	MESSAGE / Action
	Comments

	1
	NG-SS
	NG-RAN Cell 1 and NG‑RAN Cell 2 transmit BCCH.
	

	2
	USER  ME
	The ME is switched on
	ME will perform Profile Download and USIM initialisation

	3
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 2.3.1
	If programmable non-removable UICC with a Test Applet is used (as defined in clause 27.0), the TERMINAL RESPONSE cannot be verified by the Test Applet and that the LOCATION STATUS Event has been successfully registered in the device after step 5 is implicitly verified at steps 8 and 19.

	4
	ME  UICC
	FETCH
	

	5
	UICC  ME
	PROACTIVE COMMAND; SET UP EVENT LIST 2.3.1
	

	6
	ME  UICC
	TERMINAL RESPONSE; SET UP EVENT LIST 2.3.1
	

	7
	ME  NG-SS
	The ME successfully registers to NG-RAN cell 1
	

	8
	ME UICC
	ENVELOPE: EVENT DOWNLOAD - Location Status 2.3.1
	

	[bookmark: MCCQCTEMPBM_00000344]9
	NG-SS  ME
	DL NAS TRANSPORT message 2.3.1
	SOR header with:
· [bookmark: MCCQCTEMPBM_00000343]ACK set to "acknowledgement requested"
· List Type set to "secured packet"

	10
	ME  UICC
	ENVELOPE: SMS-PP DOWNLOAD 2.3.1
	the ME shall pass the message transparently to the UICC using the ENVELOPE (SMS-PP DOWNLOAD) command as specified in TS 31.111 [15] clause 7.1.1.1a

	11
	UICC  ME
	SW1/SW2 '91 XX'
	

	12
	ME  NG-SS
	ME sends to NG-SS an acknowledgement in the Payload container IE of an UL NAS TRANSPORT message with Payload type IE set to "UE parameters updateSteering of Roaming transparent container".
	Note: this step can be performed in parallel or after step 13.

	13
	ME  UICC
	FETCH
	

	14
	UICC  ME
	PROACTIVE COMMAND: REFRESH 2.3.1 [Steering of Roaming]
	

	15
	ME → UICC
	Update of EFFPLMN
	[Deletion of the entry with PLMN 254/003]

	16
	ME  UICC
	TERMINAL RESPONSE: REFRESH 2.3.1
	

	17
	UICC  ME 
	Proactive UICC session is terminated
	

	18
	ME  NG-SS
	The ME successfully registers to NG-RAN cell 2 within 6 minutes
	[SOR transparent container 2.3.1 with Acknowledgement.]

Note: The ME might have registered to the Cell 2 before this step

	19
	ME → UICC
	ENVELOPE: EVENT DOWNLOAD - Location Status 2.3.2
	PLMN MCC/MNC 254/003, Normal service



***** end of changes *****
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