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	Reason for change:
	During the normative work on eV2XARC-CT in Rel-16, CR 0024 had introduced the configuration parameter for V2X communication over NR-PC5 based on the stage 2 requirement specified in TS 23.285 and TS 23.287.

During Rel-17 work on eV2XARC_Ph2, SA2 approved some updates to both specifications as follow:

TS 23.285, clause 4.4.1.1.2 (Policy/Parameter provisioning):
 4)	Policy/parameters for NR PC5:
-	Same as specified in item 6) in clause 5.1.2.1 of TS 23.287 [30]: "Policy/parameters when NR PC5 is selected", and the policy/parameter for NR Tx Profile selection as specified in item 3) in clause 5.1.2.1 of TS 23.287 [30]: "Policy/parameters for PC5 RAT selection and for PC5 Tx Profile selection".

TS 23.287, clause 5.1.2.1 (Policy/Parameter provisioning)
6)	Policy/parameters when NR PC5 is selected:
(…)
-	For broadcast, groupcast and initial signalling to establish unicast connection, PC5 DRX configurations (see TS 38.331 [15]), e.g. the mapping of PC5 QoS profile(s) to PC5 DRX cycle(s), default PC5 DRX configuration, when the UE is "not served by E-UTRA" and "not served by NR".

Unfortunately CT1 failed to capture these changes for NR PC5 in EPC during R17 normative work. Without these changes, V2X communication over NR-PC5 in EPC will not work properly, so these changes should be taken onboard for R17 specification.

Also, this CR will fix some editorial errors regarding references as reference to TS 24.587 duplicates in clause 2, and referring this TS in clause 1 misses the right number.


Backward Compatibility Analysis
The CR is backward compatible. It doesn’t change any existing parameters or structures, but added some additional parametersbased on the stage-2 requirements.


	
	

	Summary of change:
	The following information is added to the Configuration parameters for V2X communication over PC5:
· PC5 DRX configurations
· policy/parameter for NR Tx Profile selection

Editorial errors in clause 1 and clause regarding reference to TS 24.587 were fixed

	
	

	Consequences if not approved:
	V2X UE in EPC cannot use PC5 DRX, and cannot choose suitable Tx mechanisms.
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[bookmark: _Toc20232700]***** First change *****
[bookmark: _Toc533170234][bookmark: _Toc45198849][bookmark: _Toc51869447][bookmark: _Toc58572475][bookmark: _Toc58572595][bookmark: _Toc58572674][bookmark: _Toc58572753][bookmark: _Toc58572832][bookmark: _Toc58572912][bookmark: _Toc58572991][bookmark: _Toc58573070][bookmark: _Toc58573149][bookmark: _Toc58573228][bookmark: _Toc58573307][bookmark: _Toc58573385]1	Scope
The present document specifies the protocols:
-	for V2X authorization between the UE and the V2X control function (over the V3 interface);
-	for V2X communication among the UEs (over the LTE-PC5 interface, and over the NR-PC5 interface as described in 3GPP TS 24.587 [27XY] and 3GPP TS 38.331 [25]); and
-	for V2X communication between the UE and the V2X application server (over the LTE-Uu interface).
The present document defines the associated procedures for V2X authorization and V2X communication.
The present document also defines the message format, message contents, error handling and system parameters applied by the protocols for V2X.
The present document is applicable to:
-	the UE;
-	the V2X control function; and
-	the V2X application server.

***** Next change *****
[bookmark: _Toc533170235][bookmark: _Toc45198850][bookmark: _Toc51869448][bookmark: _Toc58572476][bookmark: _Toc58572596][bookmark: _Toc58572675][bookmark: _Toc58572754][bookmark: _Toc58572833][bookmark: _Toc58572913][bookmark: _Toc58572992][bookmark: _Toc58573071][bookmark: _Toc58573150][bookmark: _Toc58573229][bookmark: _Toc58573308][bookmark: _Toc58573386][bookmark: _Toc533170247][bookmark: _Toc45198862][bookmark: _Toc51869460][bookmark: _Toc58572488][bookmark: _Toc58572608][bookmark: _Toc58572687][bookmark: _Toc58572766][bookmark: _Toc58572846][bookmark: _Toc58572925][bookmark: _Toc58573005][bookmark: _Toc58573083][bookmark: _Toc58573162][bookmark: _Toc58573241][bookmark: _Toc58573320][bookmark: _Toc58573398]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.285: "Architecture enhancements for V2X services".
[3]	3GPP TS 24.385: "V2X services Management Object (MO)".
[4]	3GPP TS 24.334: "Proximity-services (ProSe) User Equipment (UE) to Proximity-services (ProSe) Function Protocol aspects; Stage 3".
[5]	IEEE 1609.3 2016: "IEEE Standard for Wireless Access in Vehicular Environments (WAVE) -- Networking Services".
[6]	ISO 29281-1 2013: "Intelligent transport systems -- Communication access for land mobiles (CALM) -- Non-IP networking -- Part 1: Fast networking & transport layer protocol (FNTP)".
[7]	Void.
[8]	3GPP TS 36.323: "Packet Data Convergence Protocol (PDCP) specification".
[9]	3GPP TS 23.122: "Non-Access-Stratum (NAS) functions related to Mobile Station (MS) in idle mode".
[10]	3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode".
[11]	3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".
[12]	3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core Network Protocols; Stage 3".
[13]	IETF RFC 1035: "DOMAIN NAMES - IMPLEMENTATION AND SPECIFICATION".
[14]	3GPP TS 23.003: "Numbering, addressing and identification".
[15]	3GPP TS 29.468: "Group Communication System Enablers for LTE (GCSE_LTE); MB2 Reference Point; Stage 3".
[16]	IETF RFC 4566: "SDP: Session Description Protocol".
[17]	IETF RFC 2234: "Augmented BNF for Syntax Specification: ABNF".
[18]	IETF RFC 768: "User Datagram Protocol".
[19]	Void.
[20]	3GPP TS 33.185: "Security aspect for LTE support of V2X services".
[21]	3GPP TS 33.401: "3GPP System Architecture Evolution: Security Architecture".
[22]	3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".
[23]	ETSI EN 302 636-3 v1.2.1: "Intelligent Transport Systems (ITS); Vehicular Communications; GeoNetworking; Part 3: Network Architecture".
[bookmark: OLE_LINK5][bookmark: OLE_LINK6][24]	CCSA YD/T 3707-2020: "Technical requirements of network layer of LTE-based vehicular communication".
[25]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification".
[26]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support; Vehicle-to-Everything (V2X) services".
[27]	3GPP TS 24.587: "Vehicle-to-Everything (V2X) services in 5G System (5GS); Stage 3".
[28]	Void.3GPP TS 24.587: "Vehicle-to-Everything (V2X) services in 5G System (5GS); Protocol aspects; Stage 3".
[29]	IETF RFC 793: "Transmission Control Protocol".

***** Next change *****
5.2.4	Configuration parameters for V2X communication over PC5
The configuration parameters for V2X communication over PC5 consist of:
a)	an expiration time for the validity of the configuration parameters for V2X communication over PC5;
b)	a list of PLMNs in which the UE is authorized to use V2X communication over PC5 when the UE is served by E-UTRAN for V2X communication;
c)	an indication of whether the UE is authorized to use V2X communication over PC5 when the UE is not served by E-UTRAN for V2X communication;
d)	per geographical area:
1)	radio parameters for V2X communication over PC5 applicable when the UE is not served by E-UTRAN for V2X communication and is located in the geographical area, with an indication of whether these radio parameters are "operator managed" or "non-operator managed";
e)	a list of the V2X services authorized for V2X communication over PC5. Each entry of the list contains:
1)	a V2X service identifier; and
2)	a destination Layer-2 ID;
f)	PPPP to PDB mapping rules between the ProSe Per-Packet Priority (PPPP) and the Packet Delay Budget (PDB) for V2X communication over PC5;
g)	optionally, a default destination Layer-2 ID;
h)	optionally, a configuration for the applicability of privacy for V2X communication over PC5, containing:
1)	a T5000 timer indicating how often the UE shall change the source Layer-2 ID and source IP address (for IP data) self-assigned by the UE for V2X communication over PC5; and
2)	a list of the V2X services which require privacy for V2X communication over PC5. Each entry in the list contains:
A)	a V2X service identifier; and
B)	optionally, one or more associated geographical areas;
i)	optionally, V2X service identifier to V2X frequency mapping rules between the V2X service identifiers and the V2X frequencies with associated geographical areas for V2X communication over PC5;
j)	optionally, a list of the V2X services authorized for ProSe Per-Packet Reliability (PPPR). Each entry of the list contains a V2X service identifier and a ProSe Per-Packet Reliability (PPPR) value;
k)	optionally, V2X service identifier to Tx Profile mapping rules between the V2X service identifiers and the Tx Profile for V2X communication over PC5; and
l)	optionally, configuration parameters for V2X communication over NR-PC5, consisting of:
1)	optionally, a list of V2X service identifier to V2X NR frequency mapping rules. Each mapping rule contains one or more V2X service identifiers and the V2X NR frequencies with associated geographical areas;
2)	a list of V2X service identifier to destination layer-2 ID for broadcast mapping rules. Each mapping rule contains one or more V2X service identifiers and the destination layer-2 ID for broadcast;
3)	optionally, a default destination layer-2 ID for broadcast;
4)	a list of V2X service identifier to destination layer-2 ID for groupcast mapping rules. Each mapping rule contains one or more V2X service identifiers and the destination layer-2 ID for groupcast;
5)	a list of V2X service identifier to default destination layer-2 ID for unicast initial signaling mapping rules. Each mapping rule contains one or more V2X service identifiers and the default destination layer-2 ID for initial signalling to establish unicast connection;
6)	a list of V2X service identifier to PC5 QoS parameters mapping rules. The PC5 QoS parameters are specified in clause 5.4.2 of 3GPP TS 23.287 [26];
7)	an AS configuration, including a list of SLRB mapping rules applicable when the UE is not served by E-UTRA and is not served by NR. Each SLRB mapping rule contains a PC5 QoS profile and an SLRB. The PC5 QoS profile contains the following parameters:
i)	the PC5 QoS profile contains a PQI;
ii)	if the PQI of the PC5 QoS profile identifies a GBR QoS, the PC5 QoS profile contains a PC5 flow bit rates consisting of a guaranteed flow bit rate (GFBR) and a maximum flow bit rate (MFBR);
iii)	if the PQI of the PC5 QoS profile identifies a non-GBR QoS, the PC5 QoS profile contains the PC5 link aggregated bit rate consisting of a per link aggregate maximum bit rate (PC5 LINK-AMBR);
NOTE:	PC5 link aggregated bit rate is only used for unicast mode communications over PC5.
iv)	the PC5 QoS profile contains a range, which is only used for groupcast mode communications over PC5; and
v)	the PC5 QoS profile can contain the priority level, the averaging window, and/or the maximum data burst volume. If one or more of the priority level, the averaging window or the maximum data burst volume are not contained in the PC5 QoS profile, their default values apply;
8)	a list of V2X service identifier to default mode of communication mapping rules. Each mapping rule contains one or more V2X service identifiers and the default mode of communication (one of unicast, groupcast or broadcast); and
9)	a list of NR-PC5 unicast security policies. Each entry in the list contains an NR-PC5 unicast security policy composed of:
i)	one or more V2X service identifiers;
ii)	the signalling integrity protection policy for the V2X service identifier(s);
iii)	the signalling ciphering policy for the V2X service identifier(s);
iv)	 the user plane integrity protection policy for the V2X service identifier(s);
v)	the user plane ciphering policy for the V2X service identifier(s); and
vi)	one or more geographical areas where the NR-PC5 unicast security policy applies;.
10)	for broadcast mode, groupcast mode and initial signalling of the PC5 unicast link establishment, PC5 DRX configurations (see 3GPP TS 38.331 [25]), including the mapping of PC5 QoS profile(s) to PC5 DRX cycle(s) and the default PC5 DRX configuration, when the UE is not served by E-UTRA and not served by NR; and
m)	optionally, V2X service identifier to Tx Profile mapping rules between the V2X service identifiers and the Tx Profile for V2X communication over NR-PC5. The Tx Profile can be either:
1)	NR Tx profile corresponding to the NR-PC5 for broadcast mode V2X communication over PC5 and groupcast mode V2X communication over PC5; or
2)	NR Tx profile corresponding to transmitting and receiving initial signalling of the PC5 unicast link establishment.

***** End change *****


