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	Reason for change:
	The general service-level authentication and authorization procedure was defined in TS 24.501 under R17 ID_UAS work but its procedure type is not specified, i.e. it is missing in sub "6.1.2	Types of 5GSM procedures". The procedure type of service-level authentication and authorization procedure should be the same as PDU authentication and authorization procedure, i.e. it is a procedure related to PDU sessions.

This change is FASMO due to without procedure type, the related procedure handling is unclear and may cause the whole feature cannot be implemented well, e.g., it is unclear about the PTI handling for this procedure.


	
	

	Summary of change:
	It proposes to specify the procedure type for the service-level authentication and authorization procedure.
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This CR is backwards compatible due to it only specifies the missing procedure type for the service-level authentication and authorization procedure.
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Three types of 5GSM procedures can be distinguished:
a)	Procedures related to PDU sessions:
	These procedures are initiated by the network and are used for authentication and authorization or manipulation of PDU sessions:
1)	PDU authentication and authorization;
2)	network-requested PDU session modification; and
3)	network-requested PDU session release; and.
4)	service-level authentication and authorization.
	This procedure is initiated by the UE and to request for establishment of PDU sessions or to perform handover of an existing PDU session between 3GPP access and non-3GPP access, or to transfer an existing PDN connection in the EPS to the 5GS:
	UE-requested PDU session establishment.
b)	Transaction related procedures:
	These procedures are initiated by the UE to request for handling of PDU sessions, i.e. to modify a PDU session, or to release a PDU session:
1)	UE-requested PDU session modification; and
2)	UE-requested PDU session release.
	This procedure is initiated by the 5G ProSe UE-to-network relay UE and is used for the manipulation of PDU sessions:
-	remote UE report.
A successful transaction related procedure initiated by the UE triggers the network to execute one of the following procedures related to PDU session; network-requested PDU session modification procedure or network-requested PDU session release procedure. The UE treats the start of the procedure related to the PDU session as completion of the transaction related procedure.
c)	Common procedure:
	The following 5GSM procedure can be related to a PDU session or to a procedure transaction:
	5GSM status procedure.
* * * End of Change * * * *
