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	Reason for change:
	As states in 23.501 clause 5.15.14 that the NSAG feature also applies to SNPN. 
However, in the approved CT1 CR4470(C1-225396), if a NSAG is not associated with a list of TAIs, the NSAG is valid in the PLMN which has sent the NSAG information, the SNPN case is not clarified.
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	Clarify the default valid NSAG area in case of NSAG is not associated with a list of TAIs for SNPN.
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* * * First Change * * * *
[bookmark: _Toc114484434][bookmark: _Toc20232810][bookmark: _Toc27746913][bookmark: _Toc36213097][bookmark: _Toc36657274][bookmark: _Toc45286939][bookmark: _Toc51948208][bookmark: _Toc51949300][bookmark: _Toc106796323][bookmark: _Toc20232861][bookmark: _Toc27746965][bookmark: _Toc36213149][bookmark: _Toc36657326][bookmark: _Toc45286991][bookmark: _Toc51948260][bookmark: _Toc51949352][bookmark: _Toc106796381][bookmark: _Toc98350607][bookmark: _Toc20218092][bookmark: _Toc27743977][bookmark: _Toc35959548][bookmark: _Toc45202981][bookmark: _Toc45700357][bookmark: _Toc51920093][bookmark: _Toc68251153][bookmark: _Toc99061319][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc98754128]4.6.2.6	Provision of NSAG information to lower layers
NSAG information provided by the network and stored in the UE includes a list of NSAGs each of which contains:
a)	an NSAG ID;
b)	a list of S-NSSAI(s), which are associated with the NSAG and shall be part of the configured NSSAI;
c)	optionally a list of TAIs in which the NSAG is valid. If it is not provided by the network, the NSAG is valid in the PLMN or SNPN which has sent the NSAG information; and
d)	a priority value that is associated with the NSAG.
The UE NAS layer shall provide the lower layers with the most recent NSAG information stored in the UE (see subclause 4.6.2.2) to lower layers.
NOTE:	Along with the NSAG information, the UE provides to the lower layers with allowed NSSAI and requested NSSAI for the purpose of NSAG-aware cell reselection.
* * * End of Changes * * * *
