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* * * First Change * * * *
[bookmark: _Toc114476367][bookmark: _Toc59209237][bookmark: _Toc59208966][bookmark: _Toc51951210][bookmark: _Toc45882660][bookmark: _Toc45282274][bookmark: _Toc106698304][bookmark: _Toc70428242][bookmark: _Toc114845056][bookmark: OLE_LINK1]5.5.4.4	UE-initiated authentication and key agreement procedure accepted by the network
Upon receiving the RELAY KEY REQUEST message, the AMF processes the message and interacts with the AUSF of the 5G ProSe remote UE as specified in 3GPP TS 33.503 [56]. If EAP-AKA' authentication for the 5G ProSe remote UE5G ProSe UE-to-network relay is initiated by the network, the AMF shall:
a)	create a RELAY AUTHENTICATION REQUEST message;
b)	set the PRTI IE of the RELAY AUTHENTICATION REQUEST message to the PRTI value of the received RELAY KEY REQUEST message;
c)	set the EAP message IE of the RELAY AUTHENTICATION REQUEST message to EAP request message received from the AUSF; and
d)	send the RELAY AUTHENTICATION REQUEST message to the UE.
Upon receiving the RELAY AUTHENTICATION REQUEST message, the UE stops the timer T3527 and forwards the EAP message to the 5G ProSe remote UE as specified in 3GPP TS 24.554 [19E].
Upon receiving the EAP response message from the 5G ProSe remote UE as specified in 3GPP TS 24.554 [19E], the UE shall:
a)	create a RELAY AUTHENTICATION RESPONSE message;
b)	set the PRTI IE of the RELAY AUTHENTICATION RESPONSE message to the PRTI value of the received RELAY AUTHENTICATION REQUEST message;
c)	set the EAP message IE of the RELAY AUTHENTICATION RESPONSE message to EAP request response message received from the 5G ProSe remote UE; and
d)	start a timer T3527 upon sending the RELAY AUTHENTICATION RESPONSE message to the AMF.
After receiving the RELAY AUTHENTICATION RESPONSE message, the AMF may send a new RELAY AUTHENTICATION REQUEST message carrying EAP request message according to further handling of EAP-AKA' authentication from the AUSF as specified in 3GPP TS 33.503 [56]. The UE repeats the handling of the RELAY AUTHENTICATION REQUEST message as described above.
Upon receiving the message from the AUSF that the authentication is successful, the AMF shall:
a)	create a RELAY KEY ACCEPT message;
b)	set the PRTI IE of the RELAY KEY ACCEPT message to the PRTI value of the RELAY KEY REQUEST message;
c)	include the EAP message IE of the RELAY KEY ACCEPT message set to EAP-success message received from the AUSF, if any;
d)	include the relay key response parameters IE of the RELAY KEY ACCEPT message set to KNR_ProSe and nonce_2 received from AUSF; and
e)	include the 5GPRUK ID, if provided by AUSF, in the relay key response parameters IE of the RELAY KEY ACCEPT message.
Upon receiving the RELAY KEY ACCEPT message, the UE shall forward the EAP-success message, if any, and nonce_2  to the 5G ProSe remote UE as specified in 3GPP TS 24.554 [19E], and considers the authentication is completed successfully.

* * * End of changes * * *
