

	
3GPP TSG-CT WG1 Meeting #139e	C1-226718
E-Meeting, 14th – 18th Nov 22
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	24.554
	CR
	[bookmark: _GoBack]0217
	rev
	-
	Current version:
	17.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction on the name of timer 5160

	
	

	Source to WG:
	CATT

	Source to TSG:
	C1

	
	

	Work item code:
	5G_ProSe
	
	Date:
	2022-11-4

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The purpose of the 5G ProSe additional parameters announcement procedure is for the 5G ProSe layer-3 remote UE to obtain NCGI or TAI of the cell serving the 5G ProSe layer-3 UE-to-network relay UE.
[bookmark: _Toc75283128][bookmark: _Toc59198770][bookmark: _Toc525231370][bookmark: _Toc115079459]In TS  24.554 clause 10.3.25.1	Message definition, the name of the Information Element is Additional parameters announcement request refresh timer T5106.And in clause 11.3.28 the name is NCGI announcement request refresh timer T5106.
“NCGI announcement request refresh timer T5106”  should correct to “Additional parameters announcement request refresh timer T5106”

	
	

	Summary of change:
	Correct the name of timer T5106 from “NCGI announcement request refresh timer T5106” to “Additional parameters announcement request refresh timer T5106”.
Backward compatibility analysis
This CR is backward compatible. Correction on the name of timer 5160.

	
	

	Consequences if not approved:
	The name of timer 5106 is inconsistent .
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* * * First Change * * * *
[bookmark: _Toc75283275][bookmark: _Toc59198917][bookmark: _Toc525231517][bookmark: _Toc115079552][bookmark: _Toc59199079][bookmark: _Toc59198488][bookmark: _Toc525231088][bookmark: _Toc115079051][bookmark: _Toc59209237][bookmark: _Toc59208966][bookmark: _Toc51951210][bookmark: _Toc45882660][bookmark: _Toc45282274][bookmark: _Toc106698304][bookmark: _Toc70428242][bookmark: _Toc114845056]11.3.28	Additional parametersNCGI announcement request refresh timer T5106
This parameter is used to carry the value of Additional parametersNCGI announcement request refresh timer. It is an integer in the 1-1440 range representing the timer value in unit of minutes.
The Additional parametersNCGI announcement request refresh timer T5106 is a type 3 information element with a length of 2 octets.
The Additional parametersNCGI announcement request refresh timer T5106 IE is coded as shown in figure 11.3.28.1 and table 11.3.28.1.
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	Additional parametersNCGI announcement request refresh timer T5106 IEI
	octet 1

	
Additional parametersNCGI announcement request refresh timer T5106 contents
	octet 2
octet 3


Figure 11.3.28.1: Additional parametersNCGI announcement request refresh timer T5106 information element
Table 11.3.28.1: Additional parametersNCGI announcement request refresh timer T5106 information element
	Additional parametersNCGI announcement request refresh timer T5106 (octet 1 to 2)

This field contains the 16-bit Additional parametersNCGI announcement request refresh timer T5106.
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