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* * * First Change * * * *
[bookmark: _Toc104711092][bookmark: _Toc114862941][bookmark: _Toc104711094][bookmark: _Toc114862943]A.2.1.1	for sending a message to MSGin5G Client
For sending a message to MSGin5G Client, the Application Client may use the message content specified in Table A.2.1.1-1.
Message type:	MESSAGE SENDING REQUEST
Significance:	dual
Direction:	the Application Client of the Constrained UE to the MSGin5G Client of the MSGin5G Gateway UE
Table A.2.1.1-1: message content for sending a message to MSGin5G Client
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Message Type
	Message Type
A.2.2.1
	M
	V
	1

	
	Target address
	Target address 
A.2.2.2
	M
	LV
	6-n

	
	Message ID
	Message ID
A.2.2.4
	M
	V
	16

	
	Payload
	Payload
A.2.2.5
	M
	LV-E
	32-x65537

	A
	Application ID
	Application ID
A.2.2.3
	O
	TV
	3

	B
	Delivery status required
	Delivery status required
A.2.2.6
	O
	TV
	1

	D
	Target Type
	Target Type
A.2.2.7
	O
	TV
	1



If using the message content specified in table A.2.1.1-1, the Application Client may generate a message according to 6.4.2.3.1 and send the generated message as a UDP message to the MSGin5G Client.

* * * Next Change * * * *
[bookmark: _Toc104711093][bookmark: _Toc114862942]A.2.1.2	for sending a message delivery report to MSGin5G Client
For sending a message delivery status report to MSGin5G Client, the Application Client may use the message content specified in Table A.2.1.2-1.
Message type:	DELIVERY REPORT SENDING REQUEST
Significance:	dual
Direction:	the Application Client of the Constrained UE to the MSGin5G Client of the MSGin5G Gateway UE
Table A.2.1.2-1: message content for sending a message delivery status report to MSGin5G Client
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Message Type
	Message Type
A.2.2.1
	M
	V
	1

	
	Delivery Status
	Delivery Status
A.2.2.8
	M
	V
	1

	
	Message ID
	Message ID
A.2.2.4
	M
	V
	16

	
	Reply-to Message ID
	Reply-to Message ID
A.2.2.13
	M
	V
	16



If using the message content specified in table A.2.1.2-1, the Application Client may generate a message according to 6.4.2.3.2 and send the generated message as a UDP message to the MSGin5G Client.

* * * Next Change * * * *
A.2.1.3	for sending a message to Application Client
For sending a message to Application Client, the MSGin5G Client may use the message content specified in Table A.2.1.3-1.
Message type:	MESSAGE RECEIVED REQUEST
Significance:	dual
Direction:	the MSGin5G Client of the MSGin5G Gateway UE to the Application Client of the Constrained UE
Table A.2.1.3-1: message content for sending a message to Application Client
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Message Type
	Message Type
A.2.2.1
	M
	V
	1

	
	Message ID
	Message ID
A.2.2.4
	M
	V
	16

	
	Payload
	Payload
A.2.2.5
	M
	LV-E
	32-x65537

	F
	Originator Address
	Originator Address
A.2.2.10
	O
	TLV
	32-257x

	E
	Group ID
	Group ID
A.2.2.11
	O
	TLV
	32-257x

	B
	Delivery status required
	Delivery status required
A.2.2.6
	O
	TV
	1

	C
	Priority
	Priority
A.2.2.9
	O
	TV
	1


If using the message content specified in table A.2.1.3-1, the MSGin5G Client may generate a message according to 6.4.2.2.1 and send the generated message as a UDP message to the Application Client.

* * * Next Change * * * *
[bookmark: _Toc104711095][bookmark: _Toc114862944]A.2.1.4	for sending a message delivery status report to Application Client
For sending a message delivery status report to Application Client, the MSGin5G Client may use the message content specified in Table A.2.1.4-1.
Message type:	DELIVERY REPORT RECEIVED REQUEST
Significance:	dual
Direction:	the MSGin5G Client of the MSGin5G Gateway UE to the Application Client of the Constrained UE
Table A.2.1.4-1: message content for sending a message delivery status report to MSGin5G Client
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Message Type
	Message Type
A.2.2.1
	M
	V
	1

	
	Delivery Status
	Delivery Status
A.2.2.8
	M
	V
	1

	
	Message ID
	Message ID
A.2.2.4
	M
	V
	16

	
	[bookmark: _Hlk100265772]Reply-to Message ID
	Reply-to Message ID
A.2.2.13
	M
	V
	16



If using the message content specified in table A.2.1.4-1, the MSGin5G Client may generate a message according to 6.4.2.2.3 and send the generated message as a UDP message to the Application Client.

* * * Next Change * * * *
[bookmark: _Toc104711096][bookmark: _Toc114862945]A.2.1.5	for sending a message sending response to Application Client
For sending a message sending response to Application Client, the MSGin5G Client may use the message content specified in Table A.2.1.5-1.
Message type:	MESSAGE SENDING RESPONSE
Significance:	dual
Direction:	the MSGin5G Client of the MSGin5G Gateway UE to the Application Client of the Constrained UE
Table A.2.1.5-1: message content for message sending response
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Message Type
	Message Type
A.2.2.1
	M
	V
	1

	
	Result
	Result
A.2.2.11
	M
	V
	1

	X
	Failure Reason 
	MSGin5G cause
A.2.2.17
	O
	TLV
	2



* * * Next Change * * * *
[bookmark: _Toc104711097][bookmark: _Toc114862946]A.2.1.6	for sending a message received response to MSGin5G Client
For sending a message sending response to Application Client, the MSGin5G Client may use the message content specified in Table A.2.1.6-1.
Message type:	MESSAGE RECEIVED RESPONSE
Significance:	dual
Direction:	the MSGin5G Client of the MSGin5G Gateway UE to the Application Client of the Constrained UE
Table A.2.1.6-1: message content for message sending response
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Message Type
	Message Type
A.2.2.1
	M
	V
	1

	
	Result
	Result
A.2.2.11
	M
	V
	1

	X
	Failure Reason 
	MSGin5G cause
A.2.2.17
	O
	TLV
	12



If using the message content specified in table A.2.1.6-1, the Application Client may generate a message according to 6.4.2.3.3 and send the generated message as a UDP message to the MSGin5G Client.

* * * End of Change * * * *

