

	
3GPP TSG-CT WG1 Meeting #138-e	C1-226170
E-Meeting, 10th – 14th October 2022														   was C1-225825
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	24.558
	CR
	0014
	rev
	[bookmark: _GoBack]1
	Current version:
	17.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Update redundant table numbering

	
	

	Source to WG:
	Samsung

	Source to TSG:
	C1

	
	

	Work item code:
	EDGEAPP
	
	Date:
	2022-09-29

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Table numbers defined for types ACProfile, EasDetail and ACServiceKPIs are redundant with EecRegistration type.

	
	

	Summary of change:
	Table numbers defined for types ACProfile, EasDetail and ACServiceKPIs are alligned with their section numbering which is now unique.

Backward compatibility analysis:
No backward compatibility issue. The change is about handling the redundant table numberings, there is no change in any feature or logic.

	
	

	Consequences if not approved:
	Redundant table numbers can lead to ambiguity, when a referene in the document maps to multiple tables. 

	
	

	Clauses affected:
	6.2.5.2.3, 6.2.5.2.4 and 6.2.5.2.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


* * * First Change * * * *

[bookmark: _Toc101529312][bookmark: _Toc104651232]6.2.5.2.3	Type: ACProfile
Table 6.2.5.2.23-1: Definition of type ACProfile
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	acId
	string
	M
	1
	Identity of the AC.
	

	acType
	string
	O
	0..1
	The category or type of AC. 
	

	prefEcsps
	array(string)
	O
	1..N
	Indicates to the ECS which ECSPs are preferred for the AC. The ECS may use this information in the selection of EESs. 
	

	acSchedule
	ScheduledCommunicationTime
	O
	0..1
	Indicates the expected operation schedule of the AC (e.g. time windows)
	

	expAcGeoServArea
	LocationArea5G
	O
	0..1
	Indicates the expected location(s) (e.g. route) of the hosting UE during the AC's operation schedule.
	

	acSvcContSupp
	array(ACRScenario)
	O
	0..1
	Indicates if service continuity support is required or not for the application.
The ACR scenarios supported by the AC for service continuity. If this attribute is not present, then the AC does not support service continuity.
	

	eass
	Array(EasDetail)
	O
	1..N
	Provides the list of EAS that serve the AC along with the service KPIs required by the AC
	



* * * Next Change * * * *
[bookmark: _Toc101529313][bookmark: _Toc104651233]
6.2.5.2.4	Type: EasDetail
Table 6.2.5.2.24-1: Definition of type EasDetail
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easId
	string
	M
	1
	The application identifier of the EAS, e.g. FQDN, URI.
	

	expectedSvcKPIs
	ACServiceKPIs
	O
	0..1
	Describes the KPIs expected in order for ACs to receive currently required services from the EAS
	

	minimumReqSvcKPIs
	ACServiceKPIs
	O
	0..1
	Describes the minimum KPIs required in order for ACs to receive meaningful services from the EAS
	




* * * Next Change * * * *

[bookmark: _Toc101529314][bookmark: _Toc104651234]6.2.5.2.5	Type: ACServiceKPIs
Table 6.2.5.2.25-1: Definition of type ACServiceKPIs
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	connBand
	BitRate
	O
	0..1
	The required connection bandwidth in Kbit/s for the application.
	

	reqRate
	Uinteger
	O
	0..1
	The request rate to be generated by the AC. 
	

	respTime
	DurationSec
	O
	0..1
	Response time required for the server servicing the requests.
	

	avail
	Uinteger
	O
	0..1
	Percentage of time the server is required to be available for the AC's use.
	

	reqComp
	string
	O
	0..1
	The compute resources required by the AC.
	

	reqGrapComp
	string
	O
	0..1
	The graphical compute resources required by the AC.
	

	reqMem
	string
	O
	0..1
	The memory resources required by the AC.
	

	reqStrg
	string
	O
	0..1
	The storage resources required by the AC.
	




* * * End of Changes * * * *


