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	Reason for change:
	The data type used to convey MBS QoS information is called MbsQoSDec instead of MbsQoSInfo.

	
	

	Summary of change:
	Clause 5.6.1 is updated to correct the name of the data type to MbsQoSDec.
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	Incorrect specification may bring malfunction due to the handling of attributes.
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Table 6.1.6.2.7-1: Definition of type MbsPccRule
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsPccRuleId
	String
	M
	1
	Univocally identifies the MBS PCC rule within the related MBS session.
	

	mbDlIpFlowInfo
	array(FlowDescription)
	C
	1..N
	Contains the MBS downlink IP flow packet filter(s) information.

(NOTE 3)
	

	precedence
	Uinteger
	O
	0..1
	Determines the order in which this MBS PCC rule is applied relative to other MBS PCC rules within the same MBS session. (NOTE 1)
	

	refMbsQosDec
	array(string)
	C
	1..N
	A reference to the MbsQosDecInfo policy decision type. It is the mbsQosId described in clause 6.1.6.2.8.
(NOTE 2, NOTE 3)
	

	NOTE 1:	The "precedence" attribute is used to specify the precedence of the MBS PCC rule among all MBS PCC rules associated with the MBS session. It includes an integer value in the range of 0 to 255 (decimal). The higher the value of the "precedence" attribute, the lower the precedence of the MBS PCC rule to which it applies.
NOTE 2:	Arrays are only introduced for future compatibility. In this release of the specification the maximum number of elements in the array is 1.
NOTE 3:	This attribute shall be present in the response to an MBS Policy Association Creation request and may be present in the response to an MBS Policy Association Update request.
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