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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc85734127][bookmark: _Toc89431426][bookmark: _Toc97042218][bookmark: _Toc97045362][bookmark: _Toc97155107][bookmark: _Toc101521257][bookmark: _Toc112756572][bookmark: _Toc85734293][bookmark: _Toc89431592][bookmark: _Toc97042404][bookmark: _Toc97045548][bookmark: _Toc97155293][bookmark: _Toc101521430][bookmark: _Toc112756752][bookmark: _Toc114212276][bookmark: _Toc88667624][bookmark: _Toc90655909][bookmark: _Toc94064292][bookmark: _Toc98233677][bookmark: _Toc101244453][bookmark: _Toc104539046]5.6.2.5.2	EES notifying QoS of a data session between AC and EAS using Eees_SessionWithQoS_Notify operation
The EES determines to notify the user plane event notification information to the EAS, when the EES receives the notification of the user plane event information from the 3GPP core network.
To notify the user plane event notification information, the EES shall send an HTTP POST message using the Notification Destination URI received during the cCreation or modification of resource request. The body of POST message shall include the event report information (e.g., resource allocation outcome or information that the QoS targets can no longer (or can again) be fulfilled).
Upon receiving the HTTP POST message, the EAS shall process the event report information and return "204 No Content" message to the EES.
On failure, the EAS shall take proper error handling actions, as specified in clause 8.5.6, and respond to the EES with an appropriate error status code.
If the EAS determines that the received HTTP POST message needs to be redirected, the EAS may respond with an HTTP "307 Temporary Redirect" status code or an HTTP "308 Permanent Redirect" status code including an HTTP "Location" header containing an alternative URI representing the end point of an alternative EAS where the notification should be redirected. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [6].

*** Next Change ***
8.2.5.2.2	Type: LocationSubscription
Table 8.2.5.2.2-1: Definition of type LocationSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easId
	string
	M
	1
	The application identifier of the EAS, e.g. URI, FQDN, subscribing for location information report.
	

	ueId
	Gpsi
	O
	0..1
	Identifier of the UE for which the location information reporting is subscribed for. (NOTE)
	

	intGrpId
	GroupId
	O
	0..1
	The internal group identifier, identifying the group of UEs for which the location information reporting is subscribed for. (NOTE)
	

	extGrpId
	ExternalGroupId
	O
	0..1
	The external group identifier, identifying the group of UEs for which the location information reporting is subscribed for. (NOTE)
	

	expTime
	DateTime
	O
	0..1
	Indicates the expiration time of the subscription. If the expiration time is not present, then it indicates that the EAS subscription never expires.
	

	locGran
	Accuracy
	O
	0..1
	Indicates the format of the location information that the EAS supports. EAS wishes to receive the location information report from the EES in the indicated format.
	

	locQos
	LocationQoS
	O
	0..1
	Indicates the location QoS as specified in 3GPP TS 29.572 [11].
	

	eventReq
	ReportingInformation
	O
	0..1
	Represents the reporting requirements of the location information event subscription.
	

	[bookmark: _Hlk119587667]notificationDestination
	Uri
	C
	0..1
	[bookmark: _GoBack]URI where the location information notification should be delivered to. This attribute shall be present in HTTP POST message to EES and shall be present in HTTP PUT request.
	

	revocationNotifUri
	Uri
	C
	0..1
	Contains the URI via which the EAS desires to receive user consent revocation notifications.

If the "UserConsentRevocation" feature is supported by the EAS, this attribute shall be present in an HTTP POST request/response and HTTP PUT/PATCH responses, and may be present in an HTTP PUT request, if the revocation notification needs to be updated.
	UserConsentRevocation

	requestTestNotification
	boolean
	O
	0..1
	Set to true by Subscriber to request the EES to send a test notification as defined in clause 7.6. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in clause 7.6.
	Notification_websocket

	suppFeat
	SupportedFeatures
	C
	0..1
	Used to negotiate the supported optional features of the API as described in clause 7.8.
This attribute shall be provided in the HTTP POST request to create a new subscription resource, if at least one feature is supported, and in the HTTP POST response of successful resource creation, if it was present in the associated HTTP POST request.
	

	NOTE:	Only one of UE Identifier (ueId), Internal group identifier (intGrpId), and External group identifier (extGrpId) shall be included.



NOTE:	To protect the privacy of the user, the MSISDN can be used as GPSI only after obtaining user's consent.

*** Next Change ***
[bookmark: _Toc85734294][bookmark: _Toc89431593][bookmark: _Toc97042405][bookmark: _Toc97045549][bookmark: _Toc97155294][bookmark: _Toc101521431][bookmark: _Toc112756753]8.2.5.2.3	Type: LocationSubscriptionPatch
Table 8.2.5.2.3-1: Definition of type LocationSubscriptionPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eventReq
	ReportingInformation
	O
	0..1
	The reporting requirements of the location information event subscription to be updated.
	

	expTime
	DateTime
	O
	0..1
	Indicates the proposed expiration time of the subscription.
	

	notificationDestination
	Uri
	O
	0..1
	Updated URI where the location information notification should be delivered to.
	

	revocationNotifUri
	Uri
	O
	0..1
	Contains the updated URI via which the EAS desires to receive user consent revocation notifications.

This attribute may be present if the "UserConsentRevocation" feature is supported by the EAS.
	UserConsentRevocation

	locGran
	Accuracy
	O
	0..1
	Updated format of the location information that the EAS supports.
	

	locQos
	LocationQoS
	O
	0..1
	Updated location QoS, as specified in 3GPP TS 29.572 [11].
	



*** Next Change ***
[bookmark: _Toc85734353][bookmark: _Toc89431652][bookmark: _Toc97042464][bookmark: _Toc97045608][bookmark: _Toc97155353][bookmark: _Toc101521490][bookmark: _Toc112756814]8.4.5.2.2	Type: ACInfoSubscription
Table 8.4.5.2.2-1: Definition of type ACInfoSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	easId
	string
	M
	1
	The application identifier of the EAS, e.g. URI, FQDN, subscribing for AC information report.
	

	acFltrs
	array(ACFilters)
	O
	1..N
	Filters to retrieve the information about particular ACs.
	

	expTime
	DateTime
	O
	0..1
	Indicates the expiration time of the subscription. If the expiration time is not present, then it indicates that the EAS subscription never expires.
	

	eventReq
	ReportingInformation
	O
	0..1
	Represents the reporting requirements of the AC information subscription. (NOTE)
	

	notificationDestination
	Uri
	MC
	0..1
	URI where the notification on information about particular ACs should be delivered to. This attribute shall be present in HTTP POST message to EES and maybe present in HTTP PUT request.
	

	requestTestNotification
	boolean
	O
	0..1
	Set to true by Subscriber to request the EES to send a test notification as defined in clause 7.6. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in clause 7.6.
	Notification_websocket

	suppFeat
	SupportedFeatures
	O
	0..1
	Used to negotiate the supported optional features of the API as described in clause 7.8.
This attribute shall be provided in the HTTP POST request and in the response of successful resource creation.
	

	NOTE:	The applicable values of the ReportingInformation data type are, "immRep", "notifMethod", "maxReportNbr", "monDur", "repPeriod".



*** End of Changes ***
