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*** First Change ***
[bookmark: _Toc104539182][bookmark: _Toc112951305][bookmark: _Toc113031845][bookmark: _Toc114133984]5.3.5.1	General
Notifications shall comply with clause 6.2 of 3GPP TS 29.500 [6] and clause 4.6.2.3 of 3GPP TS 29.501 [7].
Table 5.3.5.1-1: Notifications overview
	Notification
	Callback URI
	HTTP method or custom operation
	Description (service operation)

	Event Notification
	{notificURI}
	POST
	Report one or several observed data or analytics.

	[bookmark: _Hlk103348017]Fetch Notification
	{fetchUri}
	POST
	Fetch one or several notified data or analytics.



*** Next Change ***
[bookmark: _Toc104539184][bookmark: _Toc112951307][bookmark: _Toc113031847][bookmark: _Toc114133986]5.3.5.2.1	Description
The Event Notification is used by the NWDAF to report one or several observed data or analytics events to an NF service consumer that has subscribed to such Notifications.
*** Next Change ***
[bookmark: _Toc104539185][bookmark: _Toc112951308][bookmark: _Toc113031848][bookmark: _Toc114133987]5.3.5.2.2	Operation Definition
Callback URI: {notificURI}
The operation shall support the callback URI variables defined in Table 5.3.5.2.2-1, the request data structures specified in table 5.3.5.2.2-2 and the response data structure and response codes specified in Table 5.3.5.2.2-3.
Table 5.3.5.2.2-1: Callback URI variables
	Name
	Data type
	Definition

	notificURI
	Uri
	The Notification Uri is assigned within the Individual NWDAF Data Management Subscription Resource and described within the NnwdafDataManagementSubsc type (see table 5.3.6.2.2-1).



Table 5.3.5.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	NnwdafDataManagementNotif
	M
	1
	Provides Information about observed data or analytics.



Table 5.3.5.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during the event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during the event notification. The response shall include a Location header field containing an alternative URI representing the end point of an alternative NF consumer (service) instance where the notification should be sent.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] also apply.



Table 5.3.5.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected



Table 5.3.5.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative NF consumer (service) instance towards which the notification should be redirected.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the notification request is redirected



*** Next Change ***
[bookmark: _Toc97037348][bookmark: _Toc97193132][bookmark: _Toc104539187][bookmark: _Toc112951310][bookmark: _Toc113031850][bookmark: _Toc114133989]5.3.5.3.1	Description
The Fetch Notification is used by the NF service consumer to retrieve data or analytics from the NWDAF.
*** Next Change ***
[bookmark: _Toc97037349][bookmark: _Toc97193133][bookmark: _Toc104539188][bookmark: _Toc112951311][bookmark: _Toc113031851][bookmark: _Toc114133990]5.3.5.3.2	Target URI
The Callback URI "{fetchUri}" shall be used with the callback URI variables defined in table 5.3.5.3.2-1.
Table 5.3.5.3.2-1: Callback URI variables
	Name
	Data type
	Definition

	fetchUri
	Uri
	Fetch Uri as assigned during the procedure of notification about the subscribed data or analytics within the FetchInstruction data type.



*** Next Change ***
[bookmark: _Toc97037351][bookmark: _Toc97193135][bookmark: _Toc104539190][bookmark: _Toc112951313][bookmark: _Toc113031853][bookmark: _Toc114133992]5.3.5.3.3.1	POST
This method shall support the URI query parameters specified in table 5.3.5.3.3.1-1.
Table 5.3.5.3.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 5.3.5.3.3.1-2 and the response data structures and response codes specified in table 5.3.5.3.3.1-3.
Table 5.3.5.3.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(string)
	M
	1..N
	Indicate the fetch correlation identifier(s).



Table 5.3.5.3.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	NwdafDataManagementNotif
	M
	1
	200 OK
	The stored data or analytics related to the "fetch-corr-ids".

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during subscription retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NWDAF.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during subscription retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NWDAF.

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 5.3.5.3.3.1-4: Headers supported by the by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NWDAF.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



Table 5.3.5.3.3.1-5: Headers supported by the 308 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NWDAF.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected.



*** End of Changes ***

