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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc105594056][bookmark: _Toc114209770][bookmark: _Toc114212276][bookmark: _Toc88667624][bookmark: _Toc90655909][bookmark: _Toc94064292][bookmark: _Toc98233677][bookmark: _Toc101244453][bookmark: _Toc104539046]8.9.2.3.3.3	PATCH
This method shall support the URI query parameters specified in table 8.9.2.3.3.3-1.
Table 8.9.2.3.3.3-1: URI query parameters supported by the PATCH method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 8.9.2.3.3.3-2 and the response data structures and response codes specified in table 8.9.2.3.3.3-3.
Table 8.9.2.3.3.3-2: Data structures supported by the PATCH Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	APIProviderEnrolmentDetails Patch
	M
	1
	Modified details of the API provider domain.



Table 8.9.2.3.3.3-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	APIProviderEnrolmentDetails
	M
	1
	200 OK
	API provider domain's information updated successfully. 

Updated details of the API provider domain is part of the APIProviderEnrolmentDetails, which is provided in the response body. The list of successfully updated individual API provider domain functions, registration update specific failure information of failed API provider domain function registration updates, are included in APIProviderEnrolmentDetails which is provided in the response body.

	n/a
	
	
	204 No Content
	API provider domain's information modified successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during resource modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative CAPIF core function.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [14].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during resource modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative CAPIF core function.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [14].

	NOTE:	The mandatory HTTP error status codes for the HTTP PATCH method listed in table 5.2.6-1 of 3GPP TS 29.122 [14] also apply.



Table 8.9.2.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative CAPIF core function.



Table 8.9.2.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative CAPIF core function.



*** End of Changes ***
