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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc28009807][bookmark: _Toc34061926][bookmark: _Toc36036682][bookmark: _Toc43284929][bookmark: _Toc45132708][bookmark: _Toc51193402][bookmark: _Toc51760601][bookmark: _Toc59015051][bookmark: _Toc59015567][bookmark: _Toc68165609][bookmark: _Toc83229705][bookmark: _Toc90648904][bookmark: _Toc105593796][bookmark: _Toc114209510]8.1.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.1.4.1-1 specifies the data types defined specifically for the CAPIF_Discover_Service_API.
Table 8.1.4.1-1: CAPIF_Discover_Service_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	DiscoveredAPIs
	Clause 8.1.4.2.2
	Represents a list of APIs currently registered in the CAPIF core function
 and satisfying a number of filter criteria provided by the API consumer.Definition of the service API
	



Table 8.1.4.1-2 specifies data types re-used by the CAPIF_Discover_Service_API service.
Table 8.1.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AefLocation
	Clause 8.2.4.2.10
	Used to indicate the AEF location.
	

	CommunicationType
	Clause 8.2.4.3.5
	Used to indicate the Ccommunication type used by the API.
	

	ProblemDetails
	3GPP TS 29.122 [14]
	Used to Rrepresents additional information and details on an error response.
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Contains the supported features.Used to negotiate the applicability of optional features defined in table 8.1.6-1.
	



* * * Next Change * * * *
[bookmark: _Toc28009878][bookmark: _Toc34061998][bookmark: _Toc36036754][bookmark: _Toc43285001][bookmark: _Toc45132780][bookmark: _Toc51193474][bookmark: _Toc51760673][bookmark: _Toc59015123][bookmark: _Toc59015639][bookmark: _Toc68165681][bookmark: _Toc83229777][bookmark: _Toc90648977][bookmark: _Toc105593871][bookmark: _Toc114209585]8.3.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.3.4.1-1 specifies the data types defined specifically for the CAPIF_Events_API service.
Table 8.3.4.1-1: CAPIF_Events_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AccessControlPolicyListExt
	Clause 8.3.4.2.6
	Represents the extension for access control policies.
	

	CAPIFEvent
	Clause 8.3.4.3.2
	Describes the CAPIF event.s
	

	CAPIFEventDetail
	Clause 8.3.4.2.5
	Represents the CAPIF event detail.
	Enhanced_event_report

	CAPIFEventFilter
	Clause 8.3.4.2.4
	Represents the CAPIF event filter.
	Enhanced_event_report

	EventNotification
	Clause 8.3.4.2.3
	Represents an individual CAPIF Event Subscription Notification. 
	

	EventSubscription
	Clause 8.3.4.2.2
	Represents an individual CAPIF Event Subscription resource.
	

	TopologyHiding
	Clause 8.3.4.2.7
	Represents the routing rules information of a service API.
	



Table 8.3.4.1-2 specifies data types re-used by the CAPIF_Events_API service: 
Table 8.3.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ReportingInformation
	3GPP TS 29.523 [26]
	Used to indicate the reporting requirement, only the following information are applicable for CAPIF:
-	immRep
-	notifMethod
-	maxReportNbr
-	monDur
-	repPeriod
	Enhanced_event_report

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.3.6-1.
	




* * * Next Change * * * *
[bookmark: _Toc28009918][bookmark: _Toc34062038][bookmark: _Toc36036794][bookmark: _Toc43285042][bookmark: _Toc45132821][bookmark: _Toc51193515][bookmark: _Toc51760714][bookmark: _Toc59015164][bookmark: _Toc59015680][bookmark: _Toc68165722][bookmark: _Toc83229818][bookmark: _Toc90649018][bookmark: _Toc105593913][bookmark: _Toc114209627]8.4.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.4.4.1-1 specifies the data types defined specifically for the CAPIF_API_Invoker_Management_API service.
Table 8.4.4.1-1: CAPIF_API_Invoker_Management_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	APIInvokerEnrolmentDetails
	Clause 8.4.4.2.2
	Represents information about the API Invoker that requested to onboard.API invoker's enrolment details.
	

	APIInvokerEnrolmentDetailsPatch
	Clause 8.4.4.2.8
	Represents an API Invoker's enrolment details to be updated.
	PatchUpdate

	APIList
	Clause 8.4.4.2.4
	List of APIs.The list of service APIs that the API Invoker is allowed to invoke.
	

	OnboardingInformation
	Clause 8.4.4.2.5
	Represents Oon-boarding information of the API invoker.
	

	OnboardingNotification
	Clause 8.4.4.2.7
	Represents the Nnotification with on-boarding or update result.
	

	APIInvokerEnrolmentDetailsPatch
	Clause 8.4.4.2.8
	API invoker's enrolment parameters list for modification.
	PatchUpdate



Table 8.4.4.1-2 specifies data types re-used by the CAPIF_API_Invoker_Management_API service. 
Table 8.4.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.4.6-1.
	




* * * Next Change * * * *
[bookmark: _Toc28009964][bookmark: _Toc34062084][bookmark: _Toc36036840][bookmark: _Toc43285088][bookmark: _Toc45132867][bookmark: _Toc51193561][bookmark: _Toc51760760][bookmark: _Toc59015210][bookmark: _Toc59015726][bookmark: _Toc68165768][bookmark: _Toc83229864][bookmark: _Toc90649064][bookmark: _Toc105593960][bookmark: _Toc114209674]8.5.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.5.4.1-1 specifies the data types defined specifically for the CAPIF_Security_API service.
Table 8.5.4.1-1: CAPIF_Security_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AccessTokenClaims
	Clause 8.5.4.2.8
	Represents Tthe claims data structure for the access token.
	

	AccessTokenErr
	Clause 8.5.4.2.9
	Represents an error in the access token request.
	

	AccessTokenReq
	Clause 8.5.4.2.6
	Data type for carrying information related to access token request.Represents the access token request information.
	

	AccessTokenRsp
	Clause 8.5.4.2.7
	Data type for carrying information related to access token response.Represents the access token response information.
	

	Cause
	Clause 8.5.4.3.3
	Indicates Tthe cause for revoking the API invoker's authorization to the service API.
	

	SecurityInformation
	Clause 8.5.4.2.3
	Represents the Iinterface details and the security method.
	

	SecurityNotification
	Clause 8.5.4.2.5
	Represents the Rrevoked authorization notification details.
	

	ServiceSecurity
	Clause 8.5.4.2.2
	Represents the Ddetails of the security method for each service API interface. When included by the API invoker, it shall indicate the preferred method of security. When included by the CAPIF core function, it shall indicate the security method to be used for the service API interface.
	



Table 8.5.4.1-2 specifies data types re-used by the CAPIF_Security_API service based interface: 
Table 8.5.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DurationSec
	3GPP TS 29.122 [14]
	Indicates the Dduration in seconds.
	

	SecurityMethod
	Clause 8.2.4.3.6
	Indicates the Ssecurity method (e.g. PKI).
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.5.6-1.
	




* * * Next Change * * * *
[bookmark: _Toc28009992][bookmark: _Toc34062112][bookmark: _Toc36036868][bookmark: _Toc43285116][bookmark: _Toc45132895][bookmark: _Toc51193589][bookmark: _Toc51760788][bookmark: _Toc59015238][bookmark: _Toc59015754][bookmark: _Toc68165796][bookmark: _Toc83229892][bookmark: _Toc90649092][bookmark: _Toc105593992][bookmark: _Toc114209706]8.6.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.6.4.1-1 specifies the data types defined specifically for the CAPIF_Access_Control_Policy_API service.
Table 8.6.4.1-1: CAPIF_Access_Control_Policy_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AccessControlPolicyList
	Clause 8.6.4.2.2
	Represents the access control policy list for a published service API.Access control policy list.
	

	ApiInvokerPolicy
	Clause 8.6.4.2.3
	Represents Tthe policy of an API Invoker.
	

	TimeRangeList
	Clause 8.6.4.2.4
	Represents the time range during which the invocation of a service API is allowed by the API invoker.A time range during which the invocations (by an API invoker) of a service API are allowed.
	



Table 8.6.4.1-2 specifies data types re-used by the CAPIF_Access_Control_Policy_API service. 
Table 8.6.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DateTime
	3GPP TS 29.122 [14]
	Used to indicate start and end times.
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.6.6-1.Contains the features supported by an API.
	



* * * Next Change * * * *
[bookmark: _Toc28010000][bookmark: _Toc34062120][bookmark: _Toc36036876][bookmark: _Toc43285124][bookmark: _Toc45132903][bookmark: _Toc51193597][bookmark: _Toc51760796][bookmark: _Toc59015246][bookmark: _Toc59015762][bookmark: _Toc68165804][bookmark: _Toc83229900][bookmark: _Toc90649100][bookmark: _Toc105594000][bookmark: _Toc114209714]8.6.6	Feature negotiation
General feature negotiation procedures are defined in clause 7.8.
Table 8.6.86-1: Supported Features
	Feature number
	Feature Name
	Description

	n/a
	
	




* * * Next Change * * * *
[bookmark: _Toc28010013][bookmark: _Toc34062133][bookmark: _Toc36036889][bookmark: _Toc43285137][bookmark: _Toc45132916][bookmark: _Toc51193610][bookmark: _Toc51760809][bookmark: _Toc59015259][bookmark: _Toc59015775][bookmark: _Toc68165817][bookmark: _Toc83229913][bookmark: _Toc90649113][bookmark: _Toc105594013][bookmark: _Toc114209727]8.7.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.7.4.1-1 specifies the data types defined specifically for the CAPIF_Logging_API_Invocation_API service.
Table 8.7.4.1-1: CAPIF_Logging_API_Invocation_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	DurationMs
	Clause 8.7.4.3.2
	Represents the period of time in units of milliseconds.
	

	InvocationLog
	Clause 8.7.4.2.2
	Represents the set of Service API invocation logs to be stored on CAPIF core function.
	

	Log
	Clause 8.7.4.2.3
	Represents the individual service API invocation log entry.
	

	InvocationLog
	Clause 8.7.4.2.2
	Set of Service API invocation logs to be stored on CAPIF core function
	

	Log
	Clause 8.7.4.2.3
	Individual log entries
	

	DurationMs
	Clause 8.7.4.3.2
	Identifies a time period in milliseconds.
	



Table 8.7.4.1-2 specifies data types re-used by the CAPIF_Logging_API_Invocation_API service.
Table 8.7.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DateTime
	3GPP TS 29.122 [14]
	Used to indicate the invocation time.
	

	Operation
	Clause 8.2.4.3.7
	Used to indicate the HTTP operation
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.7.6-1.
	

	DateTime
	3GPP TS 29.122 [14]
	
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.7.6-1.
	

	Operation
	Clause 8.2.4.3.7
	HTTP operation
	




* * * Next Change * * * *
[bookmark: _Toc28010033][bookmark: _Toc34062153][bookmark: _Toc36036911][bookmark: _Toc43285159][bookmark: _Toc45132938][bookmark: _Toc51193632][bookmark: _Toc51760831][bookmark: _Toc59015281][bookmark: _Toc59015797][bookmark: _Toc68165839][bookmark: _Toc83229935][bookmark: _Toc90649135][bookmark: _Toc105594035][bookmark: _Toc114209749]8.8.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.8.4.1-1 specifies the data types defined specifically for the CAPIF_Auditing_API service.
Table 8.8.4.1-1: CAPIF_Auditing_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	n/a
	
	
	



Table 8.8.4.1-2 specifies data types re-used by the CAPIF_Auditing_API service: 
Table 8.8.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DateTime
	3GPP TS 29.122 [14]
	Used to indicate the start and end times.
	

	InvocationLog
	Clause 8.7.4.2.2
	Used to represent Llogs of service API invocations stored on the CAPIF core function.
	

	Operation
	Clause 8.2.4.3.7
	Used to indicate the HTTP operation.
	

	ProblemDetails
	3GPP TS 29.122 [14]
	Used to represent the problem details in an error message.
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.8.6-1.Contains the supported features.
	




* * * Next Change * * * *
[bookmark: _Toc28010057][bookmark: _Toc34062177][bookmark: _Toc36036935][bookmark: _Toc43285183][bookmark: _Toc45132962][bookmark: _Toc51193656][bookmark: _Toc51760855][bookmark: _Toc59015305][bookmark: _Toc59015821][bookmark: _Toc68165863][bookmark: _Toc83229959][bookmark: _Toc90649159][bookmark: _Toc105594060][bookmark: _Toc114209774]8.9.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.9.4.1-1 specifies the data types defined specifically for the CAPIF_API_Provider_Management_API service.
Table 8.9.4.1-1: CAPIF_API_Provider_Management_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	APIProviderEnrolmentDetails
	Clause 8.9.4.2.2
	Represents the API provider domain's enrolment details.
	

	APIProviderEnrolmentDetailsPatch
	Clause 8.9.4.2.5
	Represents the list of modifications for the API provider domain's enrolment details.
	PatchUpdate

	ApiProviderFuncRole
	Clause 8.9.4.3.3
	Indicates the role (e.g. AEF, APF, etc.) of an API provider domain function.
	

	APIProviderFunctionDetails
	Clause 8.9.4.2.3
	Represents the API provider domain function's details.
	

	RegistrationInformation
	Clause 8.9.4.2.4
	Represents registration information of an individual API provider domain function.
	

	APIProviderEnrolmentDetails
	Clause 8.9.4.2.2
	API provider domain's enrolment details.
	

	ApiProviderFuncRole
	Clause 8.9.4.3.3
	The role (e.g. AEF, APF, etc.) of an API provider domain function.
	

	APIProviderFunctionDetails
	Clause 8.9.4.2.3
	API Provider domain function's details.
	

	RegistrationInformation
	Clause 8.9.4.2.4
	Registration information of the individual API provider domain function. 
	

	APIProviderEnrolmentDetailsPatch
	Clause 8.9.4.2.5
	API provider domain's enrolment parameter list for modification.
	PatchUpdate



Table 8.9.4.1-2 specifies data types re-used by the CAPIF_API_Provider_Management_API service. 
Table 8.9.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.49.6-1.
	




* * * Next Change * * * *
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This clause specifies the application data model supported by the API. Data types listed in clause 7.2 also apply to this API.
Table 8.10.4.1-1 specifies the data types defined specifically for the CAPIF_Routing_Info_API service.
Table 8.10.4.1-1: CAPIF_Routing_Info_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	Ipv6AddressRange
	Clause 8.10.4.2.4
	Represents IPv6 address range.
	

	RoutingInfo
	Clause 8.10.4.2.2
	Represents API routing information.
	

	RoutingRule
	Clause 8.10.4.2.3
	Represents API routing rule.
	

	Ipv6AddressRange
	Clause 8.10.4.2.4
	IPv6 address range.
	



Table 8.10.4.1-2 specifies data types re-used by the CAPIF_Routing_Info_API service. 
Table 8.10.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AefProfile
	Clause 8.2.4.2.4
	Used to indicate the AEF profile.
	

	Ipv4AddressRange
	3GPP TS 29.510 [28]
	Used to indicate the IPv4 address range.
	

	Ipv6Addr
	3GPP TS 29.122 [14]
	Used to indicate the IPv6 address.
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 8.10.6-1.
	




* * * Next Change * * * *
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This clause specifies the application data model supported by the API. Data types listed in clause 7.2 apply to this API.
Table 9.1.4.1-1 specifies the data types defined specifically for the AEF_Security_API service.
Table 9.1.4.1-1: AEF_Security_API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	CheckAuthenticationReq
	Clause 9.1.4.2.2
	Represents aAuthentication check request data.
	

	CheckAuthenticationRsp
	Clause 9.1.4.2.3
	Represents aAuthentication check response data.
	

	RevokeAuthorizationReq
	Clause 9.1.4.2.4
	Represents aAuthorization revocation request data.
	

	RevokeAuthorizationRsp
	Clause 9.1.4.2.5
	Represents aAuthorization revocation response data.
	



Table 9.1.4.1-2 specifies data types re-used by the AEF_Security_API service. 
Table 9.1.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	SecurityNotification
	Clause 8.5.4.2.5
	Used to indicate Iinformation about the revoked APIs.
	

	SupportedFeatures
	3GPP TS 29.571 [19]
	Used to negotiate the applicability of optional features defined in table 9.1.6-1.
	




* * * End of changes * * * *
