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[bookmark: _Toc51771600][bookmark: _Toc51771684][bookmark: _Toc59196167][bookmark: _Hlk65742997]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
[bookmark: _Hlk64393179]native identity: identity used by the UE (e.g. MSISDN, tel URI or SIP URI) that is associated to the IMSI which is currently used by the device for IMS registration.
[bookmark: _Hlk65738799]native identity: an identity of form tel URI or SIP URI, used by a UE for IMS session management, and the identity is associated with the UE's IMSI. The native identity is IMS registered by the UE.
[bookmark: _Hlk64393236]alternative identity: identity used by the UE (e.g. MSISDN, tel URI or SIP URI) that is not associated to the IMSI which is currently used by the device for IMS registration and which is associated to a different IMSI for the same IMS subscription owned by the same IMS network.alternative identity: an identity of form tel URI or SIP URI, used by a UE for IMS session management and is not associated with the UE's IMSI but is associated with a different IMSI for the same IMS subscription in the same IMS network. The alternative identity can be IMS registered by the UE or can be as a part configured in the transparent service configuration of the UE's IMS subscription.
[bookmark: _Hlk64393387]external alternative identity: identity used by the UE (e.g. MSISDN, tel URI or SIP URI) that is not associated to the IMSI which is currently used by the device for IMS registration and which is associated to a different IMSI for another IMS subscription owned by the same or a different IMS network.
external alternative identity: an identity of form tel URI or SIP URI, used by a UE for IMS session management and the identity is not associated with the UE's IMSI but is associated with a different IMSI for another IMS subscription in the same or a different IMS network. The external alternative identity cannot be IMS registered by the UE but can be as a part configured in the transparent service configuration of the UE's IMS subscription.
virtual identity: identity used by the UE (e.g. MSISDN, tel URI or SIP URI) that is not associated as native identity with any IMSI that is associated with ISIM or USIM in a device. The virtual identity can be used by a single user only or by several users having IMS subscriptions in the same or different IMS networks.
virtual identity: an identity of form tel URI or SIP URI, used by a UE for IMS session management and the identity is not associated as native identity with any IMSI that is associated with ISIM or USIM in the UE. The virtual identity can be IMS registered by the UE and can be as a part configured in the transparent service configuration of the UE's IMS subscription. The virtual identity can be used by a single user or by several users having IMS subscriptions in the same or different IMS networks.
non-native identity: an identity which is not the native identity. The non-native identity may be an alternative identity, external alternative identity or a virtual identity.
federated UEs: a group of UEs which are configured to use the same public user identity.
user A: user A is the originating user, in the present document user A calls user B, where A can be using the identity C.
user B: user B is the terminating user, in the present document user A calls user B, where B can be reached under the identity D.
identity C: identity C is a non-native identity that can be used by user A and is not registered by user A.
identity D: identity D is a non-native identity that can be used by user B and is not registered by user B.
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