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K.2.1.2.4
User-initiated re-registration

The procedures described in subclause 5.1.1.4 apply with the additional procedures described in the present subclause.

On sending a REGISTER request that does not contain a challenge response, the UE shall populate the header fields as indicated in subclause 5.1.1.4 with the exception of subitems d) and e) which are modified as follows. 

The UE shall populate:

d)
a Contact header set to include SIP URI(s) that contain(s) in the hostport parameter the private IP address of the UE or FQDN the protected server port value bound to the security association, its instance ID (sip.instance) along with the same reg-id used for the initial, successful, registration for the given P-CSCF public identity combination as described in -ietf-sip-outbound [92]. The UE shall include all supported ICSI values (coded as specified in subclause 7.2A.8.2), and IARI values (coded as specified in subclause 7.2A.9.2), for the IMS communication services and IMS applications it intends to use in a g.3gpp.app_ref feature tag as defined in subclause 7.9.2 and RFC 3840 [62]; and
e)
a Via header according to the following rules: 

-
For UDP, the UE shall include the public IP address or FQDN and the protected server port value in the sent-by field. The UE shall also include the rport parameter as defined in RFC 3581 [56A]. The UE shall only use an FQDN, if it is ensured that the FQDN resolves to the public IP address of the NAT; or

-
For TCP, the UE shall include the public IP address or FQDN of the UE in the sent-by field. The UE shall only use an FQDN, if it is ensured that the FQDN resolves to the public IP address of the NAT;

When the timer F expires at the UE, the UE shall: 

1)
stop processing of all ongoing dialogs and transactions associated with that flow and silently discard them locally; and

2)
after releasing all IP-CAN bearers used for the transport of media according to the procedures in subclause 9.2.2, the UE shall follow the procedures in Section 4.1 to form a new flow to replace the failed one. When registering to create a new flow to replace the failed one, procedures in subclause 5.1.1.2 apply.

NOTE:
These actions may also be triggered as a result of the failure of a STUN keep-alive. It is an implementation option whether these actions are also triggered by other means than expiration of timer F, e.g., based on ICMP messages.

If failed registration attempts occur in the process of creating a new flow, the flow recovery procedures defined in draft-ietf-sip-outbound [86] shall apply.
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