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17.3.2
Procedures for controller UE initiated media transfer from controllee UE to another controllee UE

When the SCC AS maintaining a collaborative session and transferring media as a result of receiving a SIP REFER request from one controllee UE to another controllee UE, the SCC AS shall send: 

1)
a SIP 202 (Accepted)  response to the SIP REFER request and a SIP NOTIFY request containing a sipfrag "SIP 100 Trying" to the controller UE as speciifed in RFC3515 [13] for the dialog on which the SIP REFER request was received; and

2)
a SIP re-INVITE request to controllee UE, to which the media component(s) is to be transferred, containing:

a)
the P-Asserted-Identity header field containing the identity of the remote UE as received in the P-Asserted-Identity header field from the remote UE at the original session establishment; and
b)
the SDP information for the media component to be transferred as follows

-
the media (m=) lines from the body parameter in the Refer-To header field of the received SIP REFER request; 
-
the a= line for those media lines set to inactive; and
-
for media lines which have non zero port numbers the SDP parameters from the corresponding media lines as received during the last successful SDP offer-answer exchange from the remote party.
Upon receiving a final response from that controllee UE, the SCC AS shall send, a SIP NOTIFY request containing the received final response code in the sipfrag body and if the received response was a SIP 200 (OK) response containing an SDP answer then also include in the sipfrag the Content-Type header field from the received 200 (OK) response along with the media (m=) lines from the SDP answer.
Editor's note:
It is still FFS whether the SIP NOTIFY request is sent after the media component(s) is added to the controllee UE, to which the media component(s) is to be transferred or after the whole transfer proccess from one controllee UE to the other controllee UE is completted. 
If the final response was a non 2xx response then the SCC AS shall consider the transfer operation failed and abort the media transfer and establishment of the collaborative session.
The SCC AC shall send a SIP re-INVITE request on the dialog for the remote leg to the remote UE as specified in 3GPP TS 24.229 [2]. The SCC AS shall:

1)
send a SIP re-INVITE request containing SDP information as follows:

a)
for the transferred media component(s), set the SDP information as from the SDP answer received in the SIP 200 (OK) response from the controllee UE to which the media component is to be transferred with the difference that the a-line is not set to inactive;

b)
for all other media components in the collaborative session, include the SDP information as from the original session to the remote leg. 

2)
send a SIP re-INVITE request to the controllee UE, to which the media was transferred following the procedures described in 3GPP TS 24.229 [2] to set the a=line to its previous status before the inter-UE Transfer operation for the transferred media component.

Upon receiving a SIP 200 (OK) response with the SDP answer on the remote leg, the SCC AS shall send an ACK response on remote leg.

If the final response was a SIP 200 (OK) response containing a SDP answer, the SCC AC shall populate a SIP re-INVITE request on the dialog towards the controllee UE, form which the media component is to be transferred to release that media line, as specified in 3GPP TS 24.229 [2].
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