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7.2.1
I1-protocol messages
7.2.1.1
General
This subclause provides the list of I1-protocol messages (see table 7.2.1) and brief description of each I1-protocol message. Based on their function the I1-protocol messages can be grouped into five categories: 

-
I1-Session establishment messages;

-
I1-Stable Session messages;

-
I1-Session clearing messages;
-
I1-Error messages; 

-
I1- Supplementary Service -Invocation messages;and

-
I1-Other messages.
Editor's note:
a definition of the term stable I1 session is FFS

Table 7.2.1.1: I1-protocol messages

	Message type
	Description and content
(subclause)

	Session establishment messages:
	7.2.1.2

	
I1 Invite message
	

	
I1 Progress message
	

	
I1 Success message
	

	
	

	Stable Session messages:
	7.2.1.3

	
I1 Refer message
	

	

	

	Session clearing messages:
	7.2.1.4

	
I1 Bye message 
	

	
I1 Success message
	

	
	

	Error messages:
	7.2.1.5

	
I1 Failure message
	

	
	

	Supplementary Service Invocation messages:
	7.2.1.6

	
I1 Mid Call Request message
	

	
I1 Redirection message
	

	
I1 Notify message
	

	
	

	Other messages:
	

	
I1 Dummy message
	7.2.1.7


7.3.3.5
SCC AS PSI DN

This information element shall be included; it uniquely identifies the SCC AS and session on that AS. For the coding of this information element please see subclause 7.4.2.5.
7.3.3.6
Timestamp

This information element shall be included; it provides the SCC AS local time to the ICS UE. For the coding of this information element please see subclause 7.4.2.14
7.3.8.3
To

This information element may optionally be included and can appear multiple times. It identifies alternative address’s that the UE should attempt to use It is the same as the contact header field that is defined in sections 21.3 of RFC 3261 [6]. For the coding of this information element please see subclause 7.4.2.3.
7.3.8.4
Reason Phrase

This information element may optionally be included and can appear multiple time. It is the same as the Reason-Phrase header field that is defined in RFC 3261 [6]. For the coding of this information element please see subclause 7.4.2.13.
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