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PROPOSED CHANGE

3A
Interoperability with different IP-CAN

The IM CN subsystem can be accessed by UEs resident in different types of IP-CAN. The main body of this document, and annex A, are general to UEs and IM CN subsystems that are accessed using any type of IP-CAN. Requirements that are dependent on the type of IP-CAN are covered in annexes B, D, E, H, L, M, O and Q.

At any given time, for a given SIP transaction or dialog, the UE sees only one type of IP-CAN, as reported to it by the lower layers. The UE follows the procedures of the IP-CAN specific annex related to the last type of IP-CAN reported, even if it is different to one used previously. In particular, handover at the radio layers between two different access technologies can result in such a change while the dialog or transaction proceeds.

At any given time, for a given SIP transaction or dialog, the P-CSCF sees only one type of IP-CAN, as determined by interface to a particular resource architecture, e.g. policy and charging control, and by the access technology reported to it over that interface, or in the absence of this, by preconfiguration in the system. The P-CSCF follows the procedures of the IP-CAN specific annex related to the last type of IP-CAN determined, even if it is different to one used previously. In particular, handover at the radio layers between two different access technologies can result in such a change while the dialog or transaction proceeds.

It is the responsibility of the IP-CAN to ensure that usage of different bearer resources are synchronised on the handover from one IP-CAN to another, e.g. so that a signalling bearer provided by one IP-CAN is a signalling bearer (if provided by that IP-CAN) after handover, and that the appropriate QoS and resource reservation exists after handover. There is no SIP signalling associated with handover at the IP-CAN, and therefore no change in SIP state at one entity is signalled to the peer SIP entity when handover occurs.

In particular the following constraints exist that can have an impact on P-CSCF usage:

1)
some IP-CANs can explicitly label a bearer as a signalling bearer, while others provide a bearer that has appropriate QoS, but no explicit labelling. Therefore if handover occurs from an IP-CAN with explicit labelling, to an IP-CAN with no explicit labelling, and then back to an IP-CAN with explicit labelling, the signalling will then be on a bearer that is not explicitly labelled; and

2)
some IP-CANs support signalling of grouping of media within particular bearers, while others do not. Therefore if handover occurs from an IP-CAN with grouping, to an IP-CAN with no grouping, and then back to an IP-CAN with grouping, the signalled grouping can have been lost.

When a UE supports multiple IP-CANs, but does not support handover between those IP-CANs, the annex specific to that IP-CAN applies unmodified.

Where handover between IP-CANs occurs without a reregistration in the IM CN subsystem, the same identies and security credentials for access to the IM CN subsystem are used before and after the handover.
PROPOSED CHANGE

O.2.2.6
Emergency service

Emergency bearers are defined for use in emergency calls in cdma2000® HRPD wireless IP network specified in 3GPP2 X.P0057 [86C]. Where the UE recognises that a call request is an emergency call, the UE shall use these emergency bearer contexts for both signalling and media for emergency calls made using the IM CN subsystem.

Some jurisdictions allow emergency calls to be made when the UE does not contain an ISIM, or where the credentials are not accepted. Additionally where the UE is in state EMM-REGISTERED.LIMITED-SERVICE and EMM-REGISTERED.PLMN-SEARCH, a normal ATTACH has been attempted and it can also be assumed that a registration in the IM CN subsystem will also fail. In such cases, the procedures for emergency calls without registration apply, as defined in subclause 5.1.6.8.2.
When activating an emergency bearer context to perform emergency registration, based on the conditions in subclause 5.1.6.1 of this specification, the UE shall request a PDN connection for emergency bearer services as described in 3GPP TS 24.301 [8J]. The procedures for EPS bearer context activation and P-CSCF discovery, as described in subclause O.2.2.1 of this specification apply accordingly.
In order to find out whether the UE is attached to the home PLMN or to the visited PLMN, the UE shall compare the MCC values derived from its IMSI with the MCC of the PLMN the UE is attached to. If the MCC of the PLMN the UE is attached to does not match with the MCC derived from the IMSI, then for the purpose of emergency calls in the IM CN subsystem the UE is considered to be attached to a VPLMN.

If the emergency attach associated with creating an emergency bearer fails (see 3GPP2 X.P0057 [86C]), the UE will need to establish the emergency call by other mechanisms. The following rules are followed in order by the UE, as a minimum:

1)
If the UE is currently attached to another IP-CAN, as well as the one for which the emergency attach failed, then the UE shall follow the procedures for establishing an emergency call using that IP-CAN; and
2)
If the UE has access to a CS domain for making an emergency call, and the emergency call has not already been attempted on that CS domain in accordance with the procedures specified in 3GPP TS 23.167, then the UE shall attempt the emergency call using the CS domain.
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