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1 Overall description
CT3 is specifying the Historical Analytics Exposure via DCCF in 3GPP TS 29.552. CT3 noticed that clause 6.1.4.3 of 3GPP TS 23.288 indicates that the historical analytics may be computed and stored in an NWDAF. Clause 5A.1 of 3GPP TS 23.288 indicates that the Nnwdaf_AnalyticsSubscription service can be used to collect analytics and the Nnwdaf_DataManagement service can be used to collect historical data or runtime data. CT3 would like to kindly ask SA2 to answer the questions below:
Question 1: Whether the Nnwdaf_AnalyticsSubscription service can be used to collect historical analytics?
Question 2: If the answer to Question 1 is NO, then how will the consumer collect the historical analytics from the NWDAF?
CT3 also noticed that in S2-2208248 it is proposed to provide the time when the threshold is met or crossed. CT3 would like to kindly ask SA2 to answer the questions below:
Question 3: What is the difference between the time when the threshold is met or crossed and the Resource usage threshold crossings time period which is specified by a start time and an end time?
2	Actions
To SA2:
ACTION: 	CT3 kindly asks SA2 to answer above questions and amend the SA2 specifications accordingly.
3	Dates of next TSG CT WG 3 meetings
3GPP TSG CT3#126	27th – 03rd March 2023	Athens, GR
