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*** 1st Change ***

4.5.1.5
Provisioning and validation of Default EPS Bearer authorized QoS

The default EPS Bearer QoS handling only applies to case 2b in HR scenario, and case 1 and case 2b in the VA scenario.
For IP-CAN types that support multiple IP-CAN bearers, the V-PCRF may provide the Default-EPS-Bearer-QoS AVP in the Subsession-Enforcement-Info AVP within the CCR command to the H-PCRF.

The H-PCRF may provision the authorized QoS for the default EPS bearer within the corresponding S9 subsession in the CCA command including the Subsession-Decision-Info AVP for the S9 subsession within the S9 session. The S9 Subsession-Decision-Info AVP contains the Default-EPS-Bearer-QoS AVP.
Besides the H-PCRF may provision the authorized QoS for the default EPS bearer without receiving a request from the V-PCRF, e.g. in response to an internal trigger within the H-PCRF or upon interaction with the SPR. The H-PCRF shall send a RAR command including the Subsession-Decision-Info AVP with the Default-EPS-Bearer-QoS AVP for the S9 subsession within the S9 session.

The V-PCRF shall validate the Default-EPS-Bearer-QoS AVP in case it is received in the CCA or RAR command. If the QoS validation fails, the V-PCRF shall reject the request using a CCR/RAA command respectively to the H-PCRF. The CCR/RAA shall include the Subsession-Enforcement-Info AVP for the affected S9 subsession that includes the S9 subsession identifier within the Subsession-Id AVP, the QoS-Information AVP to indicate the acceptable QoS, and either the Charging-Rule-Report (VA scenario) or the QoS-Rule-Report (HR scenario) with the Rule-Failure-Code AVP set to UNSUCCESSFUL-QOS-VALIDATION value. 
*** 2nd Change ***

5.3.1
Subsession-Decision-Info

The Subsession-Decision-Info AVP (AVP code xxxx) is of type Grouped, and it is used to manage PCC/QoS rules and event information within an S9 subsession from the H-PCRF to the V-PCRF.

The information contained within this grouped AVP pertains only to the subsession identified by the Subsession-Id AVP.

The Session-Release-Cause AVP and Event-Report-Indication AVP are only applicable when the Subsession-Decision-Info AVP is provided in a RAR.

The Result-Code AVP and Experimental-Result-Code AVP are only applicable when the Subsession-Decision-Info AVP is provided in a CCA. The Result-Code AVP or Experimental-Result-Code AVP may be provided to inform the V-PCRF of possible errors when processing subsession information that was provided in a corresponding CCR command.

AVP Format:

Subsession-Decision-Info ::= < AVP Header: xxxx >

                             { Subsession-Id }

                          0*2[ AN-GW-Address ]

                             [ Result-Code ]

                             [ Experimental-Result-Code ]

                            *[ Charging-Rule-Remove ]

                            *[ Charging-Rule-Install ]

                            *[ QoS-Rule-Install ]

                            *[ QoS-Rule-Remove ]







 [ Default-EPS-Bearer-QoS ]







 [ Session-Release-Cause ]

                            *[ Event-Trigger ]







     [ Event-Report-Indication ]

                             [ Online ]

                             [ Offline ]

                            *[ QoS-Information ]

                            *[ AVP ]

*** 3rd Change ***

5.3.2
Subsession-Enforcement-Info

The Subsession-Enforcement-Info AVP (AVP code xxxx) is of type Grouped, and it is used to set up and tear down  subsessions, provide information about the subsession, request PCC/QoS rules and report on PCC/QoS rules and related events. This information is sent from the V-PCRF to the H-PCRF.The information contained within this grouped AVP pertains only to the subsession identified by the Subsession-Id AVP.

The following AVPs are only applicable when the Subsession-Enforcement-Info AVP is provided within a CCR: Subsession-Operation AVP, Bearer-Identifier AVP, Bearer-Operation AVP, QoS-Information AVP, Framed-IP-Address AVP, Framed-IPv6-Prefix AVP, Called-Station-ID AVP, Bearer-Usage AVP, TFT-Packet-Filter-Information AVP, Online AVP and Offline AVP.

The following AVPs are only applicable when the Subsession-Enforcement-Info AVP is provided within an RAA: Result-Code AVP and Experimental-Result-Code AVP. 

The other AVPs are applicable when the Subsession-Enforcement-Info AVP is provided in either a CCR or RAA.

The Result-Code AVP or Experimental-Result-Code AVP may be provided to inform the H-PCRF of possible errors when processing subsession information that was provided in a corresponding RAR command.

Subsession-Enforcement-Info ::= < AVP Header: xxxx >

               
                { Subsession-Id }

                                [ Subsession-Operation ]

                             0*2[ AN-GW-Address ]

                                [ Bearer-Identifier ]

                                [ Bearer-Operation ]

                                [ QoS-Information ]

                                [ Framed-IP-Address ]

                                [ Framed-IPv6-Prefix ]

                               *[ CoA-Information ]

                                [ Called-Station-ID ]

                                [ Bearer-Usage ]

                               *[ TFT-Packet-Filter-Information ]

                                [ Online ]

                                [ Offline ]

                                [ Result-Code ]

                                [ Experimental-Result-Code ]

                               *[ Charging-Rule-Report ]

                               *[ QoS-Rule-Report ]








[ Default-EPS-Bearer-QoS ]
                               *[ Event-Trigger ]

                               *[ Access-Network-Charging-Identifier-Gx ] 






           *[ AVP ]

Editor’s note: 
It is FFS which AVPs will be used to indicate UE requested resources (e.g. Resource-Identifier, Resource-Operation).
*** End of Changes ***
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