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	It’s currently defined that the PCRF will perform PCC rule authorization after AF provisioning service information and the PCRF shall indicate in the AA-Answer the cause for the rejection when the service information is rejected. The PCRF may additionally provide the acceptable bandwidth within the Acceptable-Service-Info AVP.
However, TS 23.203 Annex K defines that in roaming scenario in which the PCC is deployed in the HPLMN but not the VPLMN, and PMIP based S8, the dynamically allocated resources associated with specific EPS Bearers no longer apply after this transition for the HR roaming case. The H-PCRF can not be informed the acceptable VPLMN QoS information when a request has been denied since lack of V-PCRF (referring to TS 23.203 clause 6.2.1.3.2).  Then the H-PCRF can not provide the VPLMN acceptable bandwidth to AF. So in this scenario there has no suitable reason code to indicate the condition which is caused by limited PCC capability according to current specification. Thus will result in incorrect procedure.
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Annex X (informative):
Limited PCC Deployment
X.1      Specific-Action AVP
The following values are defined:
INDICATION_OF_LIMITED_PCC_DEPLOYMENT (X)
Within a RAR, this value shall be used when the server reports the limited PCC deployment (i.e. dynamically allocated resources is not appicable) as specified at Annex K in 3GPP TS 23.203 [2] to the AF. In the AAR, this value indicates that the AF requests the server to provide a notification for the limited PCC deployment.
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