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*** 1st Change ***

4.6.2
TDF Session termination
This procedure is applicable both for solicited reporting and unsolicited reporting.
In the following procedures, the PCRF is the H-PCRF for the roaming UE with home routed access and the V-PCRF for the roaming UE with visited access.
This procedure applies in any of the following cases:

·  the corresponding IP-CAN session is terminated;
·  the IPv4 address of a dual stack IP-CAN session is released and there is an active IPv4 address related TDF session for the IP-CAN session (only for unsolicited application reporting);
· at any point of time when the PCRF decides that the session with TDF is to be terminated (e.g. subscriber profile changes).
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Figure 4.6.2.1: TDF Session Termination
1.
The PCRF sends a RAR including the Session-Release-Cause AVP to request that the TDF terminates the TDF session. 
2.
For the solicited application reporting, the TDF removes/deactivates all the ADC Rules which are applied to the TDF session.
3.
The TDF sends a RAA to acknowledge the RAR. 
4.
The TDF sends a CCR to the PCRF, indicating the TDF Session termination. The TDF requests the termination of the Sd session using the CC-Request-Type AVP set to the value TERMINATION_REQUEST. For solicited application reporting, if the usage monitoring is enabled, the TDF informs the PCRF about the resources that have been consumed by the user since the last report in the same request.
5.  The PCRF acknowledges the TDF session termination by sending a CCA to the TDF.
*** End of Changes ***
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