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	1st Modified Section


4.5.22
Reporting Access Network Information
If the AF requests the PCRF to report the access network information, the PCRF shall provide the requested access network information indication (e.g. user location and/or user timezone information) to the PCEF within the Required-Access-Info AVP included within the Charging-Rule-Definition AVP; the PCRF shall also provide the ACCESS_NETWORK_INFO_REPORT event trigger within Event-Trigger AVP. The PCEF shall configure the IP-CAN bearer to report access network information. 
When new/updated access network information is available, the PCEF shall provide the corresponding access network information to the PCRF within the 3GPP-User-Location-Info AVP and/or 3GPP-MS-TimeZone AVP as requested by the PCRF. The PCEF shall also provide the ACCESS_NETWORK_INFO_REPORT event trigger within Event-Trigger AVP.
When the PCRF receives a termination request of an Rx session that requested the PCRF to report the access network information, and if there are no more Rx sessions, bound to the same Gx session, that have requested the PCRF to report the access network information, the PCRF shall cancel the reporting of the access network information from the PCEF by removing the ACCESS_NETWORK_INFO_REPORT event trigger as per subclause 4.5.3. The PCEF shall configure the IP-CAN bearer to stop/cancel reporting the corrresponding access network information. 
If the PCRF requested user location as part of the Required-Access-Info AVP and it is not available in the PCEF, the PCEF shall provide the serving PLMN identifier within the 3GPP-SGSN-MCC-MNC AVP.
	End of Modifications
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