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6.1.3
Network initiated de-registration by the HSS, administrative

In case of network initiated de-registration of by the HSS, the HSS change the state of the Public Identities to Not Registered and send a notification to the S-CSCF indicating the identities that shall be de-registered. The procedure is invoked by the HSS, corresponds to the functional level operation Cx-Deregister (see 3GPP TS 23.228 [1]).

This procedure is mapped to the commands Registration-Termination-Request/Answer in the Diameter application specified in 3GPP TS 29.229 [5]. Tables 6.1.3.1 and 6.1.3.2 describe the involved information elements.

Table 6.1.3.1: Network Initiated Deregistration by HSS request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Public User Identity / Public Service Identity

(See 7.2 and 7.2a)
	Public-Identity
	C
	It contains the list of Public Identities that are de-registered, in the form of SIP URL or TEL URL.

Public-Identity AVP shall be present if the de-registration reason code is NEW_SERVER_ASSIGNED. It may be present with the other reason codes.

	Private User Identity / Private Service Identity

(See 7.3 and 7.3a)
	User-Name
	M
	It contains the Private Identity in the form of a NAI. The HSS shall always send a Private  Identity that is known to the S-CSCF based on an earlier SAR/SAA procedure.

	Reason for de-registration

(See 7.11)
	Deregistration-Reason
	M
	The HSS shall send to the S-CSCF a reason for the de-registration. The de-registration reason is composed of two parts: one textual message (if available) that is intended to be forwarded to the user that is de-registered, and one reason code (see 3GPP TS 29.229 [5]) that determines the behaviour of the S-CSCF.

	Routing Information (See 7.13)
	Destination-Host
	M
	It contains the name of the S-CSCF which originated the last update of the name of the multimedia server stored in the HSS for a given IMS Subscription. The address of the S-CSCF is the same as the Origin-Host AVP in the message sent from the S-CSCF.

	Associated Private Identities
	Associated-Identities
	O
	This AVP contains Private Identities, which belong to the same IMS subscription as the Private Identity in the User-Name AVP and should be de-registered together with that one.

If the IMS subscription contains only a single Private Identity, this AVP shall not be present.

	<< End of first modification >>


	< Start of second modification>>


6.2.2
HSS initiated update of User Profile

This procedure is initiated by the HSS to update user profile information and/or charging information in the S-CSCF. This procedure corresponds to the functional level operation Cx-Update_Subscr_Data (see 3GPP TS 23.228 [1]).

This procedure is mapped to the commands Push-Profile-Request/Answer in the Diameter application specified in 3GPP TS 29.229 [5].  Tables 6.2.2.1 and 6.2.2.2 describe the involved information elements.

Table 6.2.2.1: User Profile Update request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Private User Identity / Private Service Identity

(See 7.3 and 7.3a)
	User-Name


	M
	Private Identity.

The HSS shall always send a Private Identity that is known to the S-CSCF based on an earlier SAR/SAA procedure.

	User profile

(See 7.7)
	User-Data


	C
	Updated user profile (see sections 6.5.2.1 and 6.6.1), with the format defined in chapter 7.7.

It shall be present if the user profile is changed in the HSS. If the User-Data AVP is not present, the Charging-Information AVP shall be present.

	Charging Information (See 7.12)
	Charging-Information
	C
	Addresses of the charging functions.

It shall be present if the charging addresses are changed in the HSS. If the Charging-Information AVP is not present, the User-Data AVP shall be present.

When this parameter is included, either the Primary-Charging-Collection-Function-Name AVP or the Primary-Event-Charging-Function-Name AVP shall be included. All other charging information shall be included if it is available.

	Routing Information (See 7.13)
	Destination-Host
	M
	It contains the name of the S-CSCF which originated the last update of the name of the multimedia server stored in the HSS for a given IMS Subscription. The address of the S-CSCF is the same as the Origin-Host AVP in the message sent from the S-CSCF.


	<< End of second modification >>
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