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1
Scope

The present document defines the principal purpose and use of International Mobile station Equipment Identities (IMEI) within the digital cellular telecommunications system and the 3GPP system.

The present document defines:

a)
an identification plan for mobile subscribers in the GSM system;

b)
principles of assigning telephone and ISDN numbers to MSs in the country of registration of the MS;

c)
principles of assigning Mobile Station (MS) roaming numbers to visiting MSs;

d)
an identification plan for location areas, routing areas, and base stations in the GSM system;

e)
an identification plan for MSCs, SGSNs, GGSNs, and location registers in the GSM system;

f)
principles of assigning international mobile equipment identities;

g)
principles of assigning zones for regional subscription;

h)
an identification plan for groups of subscribers to the Voice Group Call Service (VGCS) and to the Voice Broadcast Service (VBS); and identification plan for voice group calls and voice broadcast calls; an identification plan for group call areas;

i)
principles for assigning Packet Data Protocol (PDP) addresses to mobile stations;

j)
an identification plan for point-to-multipoint data transmission groups;

k)
an identification plan for CN domain, RNC and service area in the UTRAN system.

l)
an identification plan for mobile subscribers in the WLAN system.

1.1
References

1.1.1
Normative references

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 21.905: "3G Vocabulary".
[2]
3GPP TS 23.008: "Organization of subscriber data".

[3]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2"

[4]
3GPP TS 23.070: "Routeing of calls to/from Public Data Networks (PDN)".

[5]
3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core Network Protocols; Stage 3".

[6]
3GPP TS 29.060: "GPRS Tunnelling protocol (GTP) across the Gn and Gp interface".

[7]
3GPP TS 43.020: "Digital cellular telecommunications system (Phase 2+); Security related network functions".

[8]
void 

[9]
3GPP TS 51.011: " Specification of the Subscriber Identity Module - Mobile Equipment (SIM - ME) interface".

[10]
ITU-T Recommendation E.164: "The international public telecommunication numbering plan".

[11]
ITU-T Recommendation E.212: "The international identification plan for mobile terminals and mobile users".

[12]
ITU-T Recommendation E.213: "Telephone and ISDN numbering plan for land Mobile Stations in public land mobile networks (PLMN)".

[13]
ITU-T Recommendation X.121: "International numbering plan for public data networks".

[14]
IETF RFC 791: "Internet Protocol".

[15]
IETF RFC 2373: "IP Version 6 Addressing Architecture".

[16]
3GPP TS 25.401: "UTRAN Overall Description".

[17]
3GPP TS 25.413: "UTRAN Iu Interface RANAP Signalling".

[18]
IETF RFC 2181: "Clarifications to the DNS Specification".

[19]
IETF RFC 1035: "Domain Names - Implementation and Specification".

[20]
IETF RFC 1123: "Requirements for Internet Hosts -- Application and Support".

[21]
IETF RFC 2462: "IPv6 Stateless Address Autoconfiguration".

[22]
IETF RFC 3041: "Privacy Extensions for Stateless Address Autoconfiguration in IPv6".

[23]
3GPP TS 23.236: "Intra Domain Connection of RAN Nodes to Multiple CN Nodes".

[24]
3GPP TS 23.228: "IP Multimedia (IM) Subsystem – Stage 2"

[25]
Void

[26]
IETF RFC 3261: "SIP: Session Initiation Protocol"

[27]
3GPP TS 31.102: "Characteristics of the USIM Application."

[28]
Void

[29]
3GPP TS 44.118: "Radio Resource Control (RRC) Protocol, Iu Mode".

[30]
3GPP TS 23.073: "Support of Localised Service Area (SoLSA); Stage 2"

[31]
3GPP TS 29.002: "Mobile Application Part (MAP) specification"

[32]
3GPP TS 22.016: "International Mobile Equipment Identities (IMEI)"

[33]
Void

[34]
Void

[35]
3GPP TS 45.056: "CTS-FP Radio Sub-system"

[36]
3GPP TS 42.009: "Security aspects" [currently not being raised to rel‑5 – Pete H. looking into it]

[37]
3GPP TS 25.423: "UTRAN Iur interface RNSAP signalling"

[38]
3GPP TS 25.419: "UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)"

[39]
3GPP TS 25.410: "UTRAN Iu Interface: General Aspects and Principles"

[40]
ISO/IEC 7812: "Identification cards - Numbering system and registration procedure for issuer identifiers"

[41]
Void

[42]
3GPP TS 33.102 "3G security; Security architecture"

[43]
3GPP TS 43.130: "Iur‑g interface; Stage 2"

[45]
IETF RFC 3966: "The tel URI for Telephone Numbers"

 [46]
3GPP TS 44.068: "Group Call Control (GCC) protocol".

[47]
3GPP TS 44.069: "Broadcast Call Control (BCC) Protocol ".

[48]
3GPP TS 24.234: "3GPP System to WLAN Interworking; UE to Network protocols; Stage 3".

[49]
Void

[50]
IETF RFC 4187: "EAP AKA Authentication".

[51]
IETF RFC 4186: "EAP SIM Authentication".

[52]
3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description"

[53]
IETF RFC 4282: 'The Network Access Identifier'.

[54]
IETF RFC 2279: "UTF-8, a transformation format of ISO 10646".

[55]
3GPP TS 33.234: "Wireless Local Area Network (WLAN) interworking security".

[56]
Void
[58]
3GPP TS 33.221 "Generic Authentication Architecture (GAA); Support for Subscriber Certificates".

[60]
IEEE 1003.1-2004, Part 1: Base Definitions

[61]
3GPP TS 43.318: "Generic Access to the A/Gb interface; Stage 2"

[62]
3GPP TS 44.318: "Generic Access (GA) to the A/Gb interface; Mobile GA interface layer 3 specification"
[XX]
3GPP TS 29.163: "Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks"
1.1.2
Informative references

[44]
"COMPLEMENT TO ITU-T RECOMMENDATION E.212 (11/98)", Annex to ITU Operational Bulletin No. 741 – 1.VI.200; This is published on the ITU‑T website, whose home page is at http://www.itu.int/ITU-T/

[57]
GSMA PRD IR.34 "Inter‑PLMN Backbone Guidelines"

[59]
Void

1.2
Abbreviations

For the purposes of the present document, the abbreviations defined in 3GPP TS 21.905 apply.

1.3
General comments to references

The identification plan for mobile subscribers defined below is that defined in ITU-T Recommendation E.212.

The ISDN numbering plan for MSs and the allocation of mobile station roaming numbers is that defined in ITU-T Recommendation E.213. Only one of the principles for allocating ISDN numbers is proposed for PLMNs. Only the method for allocating MS roaming numbers contained in the main text of ITU-T Recommendation E.213 is recommended for use in PLMNs. If there is any difference between the present document and the ITU-T Recommendations, the former shall prevail.

For terminology, see also ITU-T Recommendations E.164 and X.121.

1.4
Conventions on bit ordering

The following conventions hold for the coding of the different identities appearing in the present document and in other GSM Technical Specifications if not indicated otherwise:

-
the different parts of an identity are shown in the figures in order of significance;

-
the most significant part of an identity is on the left part of the figure and the least significant on the right.

When an identity appears in other Technical Specifications, the following conventions hold if not indicated otherwise:

-
digits are numbered by order of significance, with digit 1 being the most significant;

-
bits are numbered by order of significance, with the lowest bit number corresponding to the least significant bit.

**** Last Modified Section ****
13 
Numbering, addressing and identification within the IP multimedia core network subsystem

13.1
Introduction

This clause describes the format of the parameters needed to access the IP multimedia core network subsystem. For further information on the use of the parameters see 3GPP TS 23.228 [24] and 3GPP TS 29.163 [X]. For more information on the ".3gppnetwork.org" domain name and its applicability, see Annex D of the present document.

13.2
Home network domain name

The home network domain name shall be in the form of an Internet domain name, e.g. operator.com, as specified in IETF RFC 1035 [19].

If there is no ISIM application, the UE shall derive the home network domain name from the IMSI as described in the following steps:

1.
take the first 5 or 6 digits, depending on whether a 2 or 3 digit MNC is used (see 3GPP TS 31.102 [27]) and separate them into MCC and MNC; if the MNC is 2 digits then a zero shall be added at the beginning;

2.
use the MCC and MNC derived in step 1 to create the "mnc<MNC>.mcc<MCC>.3gppnetwork.org" domain name;

3.
add the label "ims." to the beginning of the domain. 

An example of a home network domain name is:


IMSI in use: 234150999999999;

Where:


MCC = 234;


MNC = 15;


MSIN = 0999999999,

Which gives the home network domain name: ims.mnc015.mcc234.3gppnetwork.org
13.3
Private user identity
The private user identity shall take the form of an NAI, and shall have the form username@realm as specified in clause 2.1 of IETF RFC 4282 [53]. 

NOTE:
It is possible for a representation of the IMSI to be contained within the NAI for the private identity.

If there is no ISIM application, the private user identity is not known. If the private user identity is not known, the private user identity shall be derived from the IMSI.

The following steps show how to build the private user identity out of the IMSI:
1.
use the whole string of digits as the username part of the private user identity; 

2.
convert the leading digits of the IMSI, i.e. MNC and MCC, into a domain name, as described in subclause 13.2.

The result will be a private user identity of the form "<IMSI>@ims.mnc<MNC>.mcc<MCC>.3gppnetwork.org". For example: If the IMSI is 234150999999999 (MCC = 234, MNC = 15), the private user identity then takes the form 234150999999999@ims.mnc015.mcc234.3gppnetwork.org
13.4
Public User Identity

The Public User Identity shall take the form of either a SIP URI (see IETF RFC 3261 [26]) or a tel URL (see IETF RFC 3966 [45]). A SIP URI for a Public User Identity shall take the form "sip:user@domain". SIP URI comparisions shall be performed as defined in IETF RFC 3261 [26], section 19.1.4.

If there is no ISIM application to host the public user identity, a temporary public user identity shall be derived, based on the IMSI. The temporary public user identity shall be of the form "user@domain" and shall therefore be equal to the private user identity. The private user identity is derived as described in subclause 13.2. That is, the private user identity will be appended to the string "sip:" 

EXAMPLE:
"sip:234150999999999@ims.mnc015.mcc234.3gppnetwork.org".

13.5
Public service identity (PSI)

The public service identity shall take the form of either a SIP URI (see IETF RFC 3261 [26]) or a Tel URI (see IETF RFC 3966 [45]). A public service identity identifies a service, or a specific resource created for a service on an application server. The domain part is pre-defined by the IMS operators and the IMS system provides the flexibility to dynamically create the user part of the PSIs.

The PSIs are stored in the HSS either as a distinct PSI or as a wildcarded PSI. A distinct PSI contains the PSI that is used in routing , whilst a wildcarded PSI represents a collection of PSIs. Wildcarded PSIs enable optimisation of the operation and maintenance of the nodes. A wildcarded PSI consists of a delimited regular expression located either in the userinfo portion of the SIP URI or in the telephone-subscriber portion of the Tel URI. The regular expression in the wildcarded PSI shall take the form of Extended Regular Expressions (ERE) as defined in chapter 9 in IEEE 1003.1-2004 Part 1 [60]. The delimiter shall be the exclamation mark character ("!").

When stored in the HSS, the wildcarded PSI shall include the delimiter character to indicate the extent of the part of the PSI that is wildcarded.  It is used  to separate the regular expression from the fixed part of the wildcarded PSI.

Example: The following PSI could be stored in the HSS - "sip:chatlist!.*!@example.com".

When used on an interface, the PSI may include the delimiter character.  The inclusion of the delimiter character within the PSI may allow the HSS to perform the matching of the PSI with the wildcarded PSIs stored in the HSS more rapidly and hence process messages faster (this potential optimisation is dependent upon HSS implementation).  However, if the delimiter character is not included in the PSI in the interface message, the matching of the PSI to the  PSIs stored in the HSS shall still be completed.

Example: The following PSIs communicated in interface messages to the HSS will match to the wildcarded PSI of "sip:chatlist!.*!@example.com" stored in the HSS:

sip:chatlist1@example.com

sip:chatlist2@example.com

sip:chatlist42@example.com

sip:chatlistAbC@example.com

sip:chatlist!1@example.com
13.X
Anonymous User Identity

The Anonymous User Identity shall take the form of a SIP URI (see IETF RFC 3261 [26]). A SIP URI for an Anonymous User Identity shall take the form "sip:user@domain". The user part shall be the string "anonymous" and the domain part shall be the string "unreachable.3gppnetwork.org". The full SIP URI for Anonymous User Identity is thus:
"sip:anonymous@unreachable.3gppnetwork.org"
For more information on the Anonymous User Identity and when it is used, see 3GPP TS 29.163 [XX].
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