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B.1
General description

The following picture gives an outline of the UML model of the user profile, which is downloaded from HSS to S-CSCF:
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Figure B.1.1: User Profile

IMS Subscription class contains as a parameter the private user identity of the user in NAI format.

Each instance of the IMS Subscription class contains one or several instances of the class Service Profile. 

B.2
Service profile

The following picture gives an outline of the UML model of the Service Profile class:
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Figure B.2.1: Service Profile
Each instance of the Service Profile class consists of one or several instances of the class Public Identification. Public Identification class contains the Public Identities associated with that service profile. Within one Service Profile instances of the class Public Identitification shall not contain Public Identities that are not aliases of each other. If two non alias public identities share a service profile, two instances of this service profile within the IMS Subscription need to be downloaded over the Cx interface, where both instances contain identical Core Network Service Authorization, Initial Filter Criteria, and Shared iFC Set information but differ in the Public Identifications. The information in the Core Network Service Authorization, Initial Filter Criteria, and Shared iFC Set classes apply to all Public Identification instances, which are included in one Service profile class.

Each instance of the Service Profile class contains zero or one instance of the class Core Network Service Authorization. If no instance of the class Core Network Service Authorization is present, no filtering related to subscribed media or restriction on IMS Communication Service Identifiers applies in S-CSCF.

Each instance of the class Service Profile contains zero or several instances of the class Initial Filter Criteria. 

Each instance of the class Service Profile contains zero or more instances of the class Shared iFC Set. A Shared iFC Set points to a set of Initial Filter Criteria locally administered and stored at the S-CSCF. Shared iFC Sets may be shared by several Service Profiles.
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