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Discussion
According to step 12 of section 5.3.3.2.2 of the latest TS 23.402 (v1.2.1) describing “E-UTRAN to UTRAN Iu Mode Routeing Area Update”:

12.
The HSS sends a Cancel Location (IMSI, Cancellation Type) message to the old MME with the Cancellation Type set to Update Procedure. 

If the timer started in step 3 is not running, the old MME removes the MM context. Otherwise, the contexts are removed when the timer expires. It also ensures that the MM context is kept in the old MME for the case the UE initiates another TAU procedure before completing the ongoing TAU procedure to the new SGSN. The old MME acknowledges with a Cancel Location Ack (IMSI) message.
However, section 6.1.4.1.7.4 of the latest TR 29.803 (v0.4.0) describing “Cancel Location Acknowledge” states that “The parameters for Cancel Location Acknowledge message are FFS.”
Proposed change
This contribution proposes to align TR 29.803 on TS 23.401 by specifying the parameter of the Cancel Location Ack message. 
Proposed modification

*** Beginning of 1st Change ***
6.1.4
MME – HSS (S6a) Interface

6.1.4.1 Requirements

[…]
6.1.4.1.7 E-UTRAN to UTRAN Iu Mode Routing Area Update procedure
6.1.4.1.7.1 Update Location

The parameters for Update Location message are, but not exclusively, listed as below:

-  MME Id;

-  IMSI;

6.1.4.1.7.2 Update Location Acknowledge

The parameters for Update Location Acknowledge message are, but not exclusively, listed as below:

-  IMSI;

-  Cause;

6.1.4.1.7.3 Cancel Location

The parameters for Cancel Location message are, but not exclusively, listed as below:

-  IMSI;

-  Cancellation Type;

6.1.4.1.7.4 Cancel Location Acknowledge
The parameters for Cancel Location Acknowledge message are, but not exclusively, listed as below:

-  IMSI;

*** End of of 1st Change ***
End of modification

