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1. INTRODUCTION
It was discussed in SA2 in the Kobe meeting whether the support for PDP Type “PPP” is required in SAE. Based on the LS from SA1 (S1-070830/S2-072275) it was concluded that the PDP Type PPP shall not be supported in EPC Rel 8, even though SAE must “continue the support of legacy PPP service with minimal impact to EPS specifications”.

The following text was introduced in stage 2 (S2-074747):

· The network does not support PPP bearer type in this version of the specification.  Pre-Release 8 PPP functionality of a GGSN may be implemented in the PDN GW.
It concluded that support for the PDP Type PPP can be removed from the TR 29.803.
2. PROPOSAL
It proposed to do the following changes to the TR 29.803.
___________________________First Change_______________________

6.1.3.3.1.2 Create Default Bearer Response

The Information Elements for Create Default Bearer Response message based on GTP-C protocol are listed as below:
-  Cause;

-  PDN Gateway Address for user plane;

-  S5/S8a TEID for user plane;

-  S5/S8a TEID for control plane;
-  PDN Gateway Address for control plane
-  PDN Address for the UE;

-  Quality of Service Profile
Editor’s notes: It is FFS whether there is more Information Element for this message.
A Create Default Bearer Response shall be sent from a PDN GW node to a Serving GW node as a response of a Create Default Bearer Request.

The PDN GW shall include Cause IE in the message. The parameter indicates if a Bearer context has been created in the PDN GW or not.
The S5/S8b Tunnel Endpoint Identifier for Control Plane field specifies an uplink Tunnel Endpoint Identifier for control plane messages, which is chosen by the PDN GW. The Serving GW shall include this Tunnel Endpoint Identifier in the GTP header of all subsequent uplink control plane messages which are related to the requested bearer context. 

The S5/S8b Tunnel Endpoint Identifier for user plane field specifies an uplink Tunnel Endpoint Identifier for G-PDUs that is chosen by the PDN GW. The Serving GW shall include this Tunnel Endpoint Identifier in the GTP header of all uplink G-PDUs which are related to the requested bearer context.
PDN GW address for user plane shall be included in Create Default Bearer Response message. The Serving GW shall store the PDN GW address and use it when sending uplink G-PDUs on this GTP tunnel.

PDN GW address for control plane may be included in Create Default Bearer Response message. The Serving GW shall store the PDN GW address and use it when sending subsequent control plane message on this GTP tunnel.

Editor’s note: It is FFS whether an IPv4/IPv6 capable PDN GW should include both IPv4 and IPv6 addresses for control plane and user plane in this message if IPv6 is also supported by the Serving GW.

If the UE requests a dynamic PDP address and a dynamic PDP address is allowed, then the End User Address for UE information element shall be included to contain the dynamic PDP Address allocated by the PDN GW. 
    Editor’s notes: It is FFS whether static PDN address for UE will be supported in EPS.
PPP type bearer shall not be supported in EPS.

The QoS values supplied in the Create Default Bearer Request message may be negotiated downwards or upwards by the PDN GW. Quality of Service Profile information element may be included in Create Default Bearer Response message to contain the negotiated value of QoS used by the default bearer. It is FFS what parameters are included in the IE
___________________________Next Change_______________________

6.1.7.3.1.2 Create Default Bearer Response
The Information Elements for Create Default Bearer Response message based on GTP-C protocol are listed as below:

-  Cause;

-  Serving GW Address for user plane;

-  S11 TEID for user plane;

-   Serving GW Address for control plane;

-   S11 TEID for control plane;

-   PDN GW Address for user plane;

-   S5/S8a TEID for user plane;

-   PDN GW Address for control plane;

-   S5/S8a TEID for control plane;

-  End User Address;

-   Quality of Service Profile
 Editor’s notes: It is FFS whether there is more Information Element for this message.

A Create Default Bearer Response shall be sent from a GW node to a MME node as a response of a Create Default Bearer Request.

The GW shall include Cause IE in the message. The parameter indicates if a Bearer context has been created in the GW or not.
The S11 Tunnel Endpoint Identifier for Control Plane field specifies an uplink Tunnel Endpoint Identifier for control plane messages, which is chosen by the Serving GW The MME shall include this Tunnel Endpoint Identifier in the GTP header of all subsequent uplink control plane messages which are related to the requested bearer context. 

The S11 Tunnel Endpoint Identifier for user plane field specifies an uplink Tunnel Endpoint Identifier for G-PDUs that is chosen by the Serving GW.. The eNodeB shall include this Tunnel Endpoint Identifier in the GTP header of all uplink G-PDUs which are related to the requested bearer context.
Serving GW address for user plane shall be included in Create Default Bearer Response message. The eNodeB shall store the Serving GW address and use it when sending uplink G-PDUs on this GTP tunnel.

Serving GW address for control plane may be included in Create Default Bearer Response message. The MME shall store the Serving GW address and use it when sending subsequent control plane on this GTP tunnel.

PDN GW address for control plane and PDN GW address for user plane shall be included in Create Default Bearer Response message. S5/S8a Tunnel Endpoint Identifier for control plane and S5/S8b Tunnel Endpoint Identifier for user plane chosen by the PDN GW also shall be included in Create Default Bearer Response message.

Editor’s notes: It is FFS whether an IPv4/IPv6 capable Serving GW should include both IPv4 and IPv6 addresses for control plane and user plane in this message.
If the UE requests a dynamic PDP address and a dynamic PDP address is allowed, then the End User Address for UE information element shall be included to contain the dynamic PDP Address allocated by the PDN GW.
    Editor’s notes: It is FFS whether static PDN address for UE will be supported in EPS.
PPP type bearer shall not be supported in EPS.

Quality of Service Profile information element should be included in Create Default Bearer Response message if it is included in corresponding Create Default Bearer Response message from PDN GW to Serving GW. It is FFS what parameters are included in the IE.
______________________________End of Changes______________________

