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5.8.1
Add

Table 5.8.1.1: Descriptors used by Add request

	Descriptors used by Add request:
	Events, Signals, Media (TerminationState, LocalControl, Local and Remote)


Table 5.8.1.2: Descriptors used by Add reply

	Descriptors used by Add reply:
	Events, Signals, Media (TerminationState, LocalControl, Local and Remote)Error
When command request excludes an Audit Descriptor, the MGW response shall only include descriptors which contained underspecified or overspecified properties in the command request. Furthermore, only those properties that were underspecified or overspecified in the request shall be sent in the reply. Exceptions to this rule are:

- The Error Descriptor
- SDP properties returned in "Reserve IMS Resources"  and "Reserve and Configure IMS Resources" procedures, as specified in 15.17.2.2 and 15.17.2.4


5.8.2
Modify

Table 5.8.2.1: Descriptors used by Modify request

	Descriptors used by Modify request:
	Events, Signals, Media (TerminationState, LocalControl, Local and Remote)


Table 5.8.2.2: Descriptors used by Modify reply

	Descriptors used by Modify reply:
	Events, Signals, Media (TerminationState, LocalControl, Local and Remote),Error
When command request excludes an Audit Descriptor, the MGW response shall only include descriptors which contained underspecified or overspecified properties in the command request. Furthermore, only those properties that were underspecified or overspecified in the request shall be sent in the reply. Exceptions to this rule are:

-The Error Descriptor
- SDP properties returned in "Configure IMS Resources" procedure as specified in 15.17.2.3.


5.8.4
Move

Table 5.8.4.1: Command Move

	Move command used:
	Yes


Table 5.8.4.2: Descriptor used by Move command

	Descriptors used by Move Request:
	Events, Signals, Media (TerminationState, LocalControl, Local and Remote)

	Descriptors used by Move Reply:
	Events, Signals, Media (TerminationState, LocalControl, Local and Remote), Error
When command request excludes an Audit Descriptor, the MGW response shall only include descriptors which contained underspecified or overspecified properties in the command request. Furthermore, only those properties that were underspecified or overspecified in the request shall be sent in the reply. Exceptions to this rule are:

-The Error Descriptor
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