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	6.9
	P-CR
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	Alcatel-Lucent
	
	
	
	
	
	Revised in 3079
	

	C4-082633
	
	6.9
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	Revised in 3081
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	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082636
	
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.8 RTCP Forwarding
	Alcatel-Lucent
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	C4-082637
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	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.9 Media Inactivity
	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082638
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	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.10 IP Realm/Domain Indication
	Alcatel-Lucent
	
	
	
	
	
	Revised in 3082
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	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.11 MG Resource Reservation
	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082640
	
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.12 Hanging Termination Detection
	Alcatel-Lucent
	
	
	
	
	
	Revised in 3083
	

	C4-082641
	
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.13 Real Time Statistics Reporting
	Alcatel-Lucent
	
	
	
	
	
	Noted
	

	C4-082642
	
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.14 Transcoding Support of Hosted NAT Traversal
	Alcatel-Lucent
	
	
	
	
	
	Noted
	

	C4-082643
	
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.15 Media-path coupled QoS signalling
	Alcatel-Lucent
	
	
	
	
	
	Noted
	

	C4-082644
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	P-CR
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	Alcatel-Lucent
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	Pseudo-CR on H.248 Ix Profile (Transition Gateway) Annex B: Comparison between Ix Profile Version 1 and Ia Profile Version 2
	Alcatel-Lucent
	
	
	
	
	
	Revised in 3085
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	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.4 Connection Model & 5.7.9 Topology Descriptor
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	P-CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.6 Termination Naming
	Alcatel-Lucent
	
	
	
	
	
	Postponed
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	6.10
	P-CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.7.2 Streams-per-Termination
	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082652
	
	6.10
	P-CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.7.1 TerminationState Descriptor
	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082653
	
	6.10
	P-CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.9 Message Encoding
	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082654
	
	6.10
	P-CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.11 Message Identifier
	Alcatel-Lucent
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	C4-082655
	
	6.10
	P-CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.12 H.248 Transport Mode
	Alcatel-Lucent
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	C4-082656
	
	6.10
	P-CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.13 Security
	Alcatel-Lucent
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	C4-082657
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	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082658
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	Alcatel-Lucent
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	Alcatel-Lucent
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	Alcatel-Lucent
	
	
	
	
	
	Postponed
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	6.3
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	Nortel Networks
	NcSIPI
	29.231
	0009
	F
	Rel-8
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	C4-082677
	
	6.13.1
	CR
	Correction to Call Forwarding procedures
	Nortel Networks
	TEI8
	23.205
	0220
	F
	Rel-8
	Revised in 3098
	

	C4-082678
	
	6.10
	Draft CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.17.1.1 Gate Control
	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082679
	
	6.1.1
	CR
	RegSub feature
	Alcatel-Lucent
	SAES
	29.272
	0002
	B
	Rel-8
	Revised in 3018
	

	C4-082680
	
	6.1.1
	CR
	Notification Procedures and SWx Push-Profile-Request
	Alcatel-Lucent
	SAES
	29.272
	0003
	B
	Rel-8
	Rejected
	

	C4-082681
	
	6.1.1
	CR
	Immediate-Response-Preferred
	Alcatel-Lucent
	SAES
	29.272
	0004
	B
	Rel-8
	Withdrawn
	

	C4-082682
	
	6.1.3
	P-CR
	Pseudo-CR on Non-3GPP-User-Data AVP and APN-Authorized BNF
	Alcatel-Lucent
	SAES
	
	
	
	
	Revised in 3105
	

	C4-082683
	
	6.1.5
	CR
	Adding references to the GTP-C specification for S101
	Alcatel-Lucent
	SAES
	29.276
	0001
	B
	Rel-8
	Agreed
	

	C4-082684
	
	6.1.5
	CR
	Echo Request Heartbeat Interval
	Alcatel-Lucent
	SAES
	29.276
	0002
	B
	Rel-8
	Withdrawn
	

	C4-082685
	
	6.1.5
	CR
	Private Extension IE in the Direct Transfer Request
	Alcatel-Lucent
	SAES
	29.276
	0003
	B
	Rel-8
	Agreed
	

	C4-082686
	
	6.1.5
	CR
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	Alcatel-Lucent
	SAES
	29.276
	0004
	B
	Rel-8
	Postponed
	

	C4-082687
	
	6.1.2
	P-CR
	Indirect data forwarding message
	CATT
	
	
	
	
	
	Postponed
	

	C4-082688
	
	6.1.2
	P-CR
	Update on Delete bearer message
	CATT
	
	
	
	
	
	Revised in 3134
	Merged with 2896

	C4-082689
	
	6.5
	P-CR
	Update on IWF message routing mechanisms
	CATT, Huawei, ZTE
	
	
	
	
	
	Revised in 3088
	

	C4-082690
	
	6.1.8
	Discussion
	Discussion on TA List allocation
	Huawei
	SAE
	
	
	
	
	Noted
	

	C4-082691
	
	6.1.1
	CR
	Clarification on Immediate-Response-Preferred
	Huawei, Nokia Siemens Networks, Alcatel-Lucent
	SAE
	29.272
	0005
	F
	Rel-8
	Agreed
	

	C4-082692
	
	6.1.1
	CR
	Correction of the Reference of Supported Features
	Huawei, Nokia Siemens Networks
	SAE
	29.272
	0006
	F
	Rel-8
	Revised in 3021
	

	C4-082693
	
	6.1.1
	CR
	Definition of RAT-Frequency-Selection-Priority
	Huawei, Nokia Siemens Networks, Telecom Italia
	SAE
	29.272
	0007
	F
	Rel-8
	Agreed
	

	C4-082694
	
	6.1.1
	CR
	ME Identity Check
	Huawei, Nokia Siemens Networks
	SAE
	29.272
	0008
	B
	Rel-8
	Revised in 3022
	

	C4-082695
	
	6.1.1
	CR
	Diameter Protocol Codes Assignments for S6a/S6d/S13
	Huawei, Nokia Siemens Networks, Alcatel-Lucent
	SAE
	29.230
	0127
	B
	Rel-8
	Revised in 3024
	

	C4-082696
	
	6.1.2
	P-CR
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	Huawei
	SAE
	
	
	
	
	Noted
	

	C4-082697
	
	6.1.2
	P-CR
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	Huawei
	SAE
	
	
	
	
	Revised in 3136
	

	C4-082698
	
	6.1.3
	P-CR
	29.273 Pseudo-CR on Information Elements on SWm
	Huawei
	SAE
	
	
	
	
	Revised in 3106
	

	C4-082699
	
	6.1.4
	CR
	Proxy Mobile IPv6 Supporting DHCPv4
	Huawei
	SAE
	29.275
	0001
	F
	Rel-8
	Withdrawn
	

	C4-082700
	
	6.1.7
	Discussion
	Discussion on the CLI for CS fallback
	Huawei
	SAE
	
	
	
	
	Noted
	

	C4-082701
	
	6.1.8
	P-CR
	29.303 Pseudo-CR on PDN GW selection procedure for non-3GPP access
	Huawei
	SAE
	
	
	
	
	Revised in 3123
	

	C4-082702
	
	6.2
	CR
	Multiple Services and Executing Order Indication in iFC
	Huawei
	IMS
	29.228
	0429
	B
	Rel-8
	Revised in 3035
	

	C4-082703
	
	6.2.1
	CR
	IMS Restoration for UNREGISTERED_USER
	Huawei
	IMS_RP
	29.228
	0430
	B
	Rel-8
	Withdrawn
	

	C4-082704
	
	6.2.1
	CR
	Trigger Service According to Users Registration State
	Huawei
	IMS_RP
	23.380
	0001
	F
	Rel-8
	Withdrawn
	

	C4-082705
	
	6.3
	CR
	Non-Support of SIP forking in SIPI CSCN
	Huawei
	SIP-I
	23.231
	0016
	F
	Rel-8
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	C4-082706
	
	6.3
	Discussion
	Discussion on SCTP association models
	Huawei
	SIP-I
	
	
	
	
	Noted
	

	C4-082707
	
	6.3
	CR
	SCTP association in SIP-I CSCN
	Huawei
	SIP-I
	29.231
	0001
	F
	Rel-8
	Withdrawn
	

	C4-082708
	
	6.3
	CR
	Correction on definition of MGW identifier
	Huawei
	SIP-I
	29.231
	0002
	F
	Rel-8
	Agreed
	

	C4-082709
	
	6.4
	CR
	Support of CS CAT in CSCN
	Huawei
	CAT
	23.205
	0221
	F
	Rel-8
	Noted
	

	C4-082710
	
	6.4
	CR
	Support of CS CAT in CSCN
	Huawei
	CAT
	23.231
	0017
	F
	Rel-8
	Noted
	

	C4-082711
	
	6.5
	P-CR
	29.305 IWF TS update
	Huawei
	IWF
	
	
	
	
	Agreed
	

	C4-082712
	
	6.5
	P-CR
	29.805 Clean up of the IWF TR
	Huawei
	IWF
	
	
	
	
	Revised in 3089
	

	C4-082713
	
	6.5
	P-CR
	29.805 Proposed Conclusion for IWF TR
	Huawei
	IWF
	
	
	
	
	Revised in 3090
	

	C4-082714
	
	6.5
	P-CR
	29.805 Summary of the email discussion
	Huawei
	IWF
	
	
	
	
	Revised in 3091
	

	C4-082715
	2422
	6.2.1
	CR
	Service Restoration for Registered IMPU
	Huawei, Orange
	IMS
	29.228
	0427r1
	B
	Rel-8
	Revised in 3040
	

	C4-082716
	
	6.13.2
	CR
	Mona H.248 package definitions update
	Nokia Siemens Networks
	MIW-IMS
	29.332
	0135
	F
	Rel-8
	Revised in 3095
	

	C4-082717
	
	6.13.3
	CR
	Enhanced SRNS relocation
	Nokia Siemens Networks
	TEI8
	23.205
	0222
	F
	Rel-8
	Revised in 3097
	

	C4-082718
	
	6.13.3
	CR
	Enhanced SRNS relocation
	Nokia Siemens Networks
	TEI8
	23.153
	0108
	F
	Rel-8
	Agreed
	

	C4-082719
	
	6.13.1
	Discussion
	IANA registration of 3GPP H.248 profiles
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 3099
	

	C4-082720
	
	6.4
	CR
	MAP ATI for CAT
	Nokia Siemens Networks
	CAT
	29.002
	0893
	F
	Rel-8
	Postponed
	

	C4-082721
	
	6.5
	CR
	Gr alignment
	Nokia Siemens Networks,Huawei
	SAES
	29.002
	0894
	F
	Rel-8
	Agreed
	

	C4-082722
	
	6.5
	CR
	Gr alignment
	Nokia Siemens Networks, Huawei
	SAES
	29.272
	0009
	F
	Rel-8
	Agreed
	

	C4-082723
	
	6.5
	P-CR
	29.305 Parameter Mapping Completion
	Nokia Siemens Networks, Huawei
	
	
	
	
	
	Agreed
	

	C4-082724
	
	6.1
	CR
	Closed Subscriber Group
	Nokia Siemens Networks
	SAES
	23.003
	0163
	B
	Rel-8
	Postponed
	

	C4-082725
	
	6.1
	CR
	Closed Subscriber group
	Nokia Siemens Networks
	SAES
	23.008
	0233
	B
	Rel-8
	Postponed
	

	C4-082726
	
	6.1
	CR
	Closed Subscriber group
	Nokia Siemens Networks
	SAES
	29.002
	0895
	B
	Rel-8
	Postponed
	

	C4-082727
	
	6.1
	CR
	Closed Subscriber group
	Nokia Siemens Networks
	SAES
	29.272
	0010
	B
	Rel-8
	Postponed
	

	C4-082728
	
	6.1.1
	CR
	AVP codes
	NSN, Huawei, ALU
	SAES
	29.272
	0011
	F
	Rel-8
	Agreed
	

	C4-082729
	
	6.8
	CR
	Definition of Instance Id for IMS Centralized Services
	Nokia Siemens Networks
	ICS-RA
	23.003
	0164
	B
	Rel-8
	Withdrawn
	

	C4-082730
	
	6.1.1
	CR
	MSISDN AVP
	Nokia Siemens Networks
	SAES
	29.272
	0012
	F
	Rel-8
	Revised in 3025
	

	C4-082731
	
	6.1
	P-CR
	29.273 Access Network Identity
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 3107
	

	C4-082732
	
	6.1.1
	CR
	Result codes
	NSN, Huawei, ALU
	SAES
	29.272
	0013
	F
	Rel-8
	Agreed
	

	C4-082733
	
	6.1.1
	CR
	Removal of Editor's note in ULA Flag
	Nokia Siemens Networks
	SAES
	29.272
	0014
	F
	Rel-8
	Agreed
	

	C4-082734
	
	6.1.7
	Discussion
	"CLI" in CSFB
	Nokia Siemens Networks
	
	
	
	
	
	Noted
	

	C4-082735
	
	6.3
	CR
	SDP Media Parameters For RTP Terminations
	LM Ericsson
	SIP_Nc
	29.232
	0610
	B
	Rel-8
	Revised in 3059
	

	C4-082736
	
	6.3
	CR
	Unspecified Connection Address
	LM Ericsson
	SIP_Nc
	29.231
	0003
	B
	Rel-8
	Withdrawn
	

	C4-082737
	
	6.3
	CR
	Editorial Clean-up
	LM Ericsson
	SIP_Nc
	29.231
	0004
	D
	Rel-8
	Revised in 3060
	

	C4-082738
	
	6.3
	CR
	SCTP Usage for SIP-I on Nc
	LM Ericsson
	SIP_Nc
	29.231
	0005
	B
	Rel-8
	Revised in 3015
	

	C4-082739
	
	6.3
	CR
	Call Release
	LM Ericsson
	SIP_Nc
	23.231
	0018
	B
	Rel-8
	Revised in 3062
	

	C4-082740
	
	6.7
	CR
	BSS Internal Handover for AoIP
	LM Ericsson
	AoIP-CN
	23.205
	0223
	B
	Rel-8
	Revised in 3056
	Merged with 2745 in 3056

	C4-082741
	
	6.7
	CR
	OoBTC clarifications for AoIP
	LM Ericsson
	AoIP-CN
	23.153
	0109
	B
	Rel-8
	Withdrawn
	

	C4-082742
	
	6.13.1
	CR
	OoBTC BICC Codec List
	LM Ericsson
	TEI8
	23.153
	0110
	B
	Rel-8
	Revised in 3155
	

	C4-082743
	
	6.13.1
	CR
	IP Transport Address
	LM Ericsson
	TEI8
	29.232
	0611
	B
	Rel-8
	Postponed
	

	C4-082744
	
	6.7
	CR
	Call Clearing for A Interface on IP
	Alcatel-Lucent
	AoIP-CN
	23.231
	0019
	B
	Rel-8
	Agreed
	

	C4-082745
	
	6.7
	CR
	BSS Internal Handover procedure
	Alcatel-Lucent
	AoIP-CN
	23.205
	0224
	B
	Rel-8
	Revised in 3056
	Merged with 2745 in 3056

	C4-082746
	
	6.7
	CR
	BSS Internal Handover procedure
	Alcatel-Lucent
	AoIP-CN
	23.231
	0020
	B
	Rel-8
	Revised in 3057
	

	C4-082747
	
	6.7
	CR
	AoIP impacts on subclause 'Interworking with GERAN A interface'
	Alcatel-Lucent
	AoIP-CN
	23.205
	0225
	B
	Rel-8
	Agreed
	

	C4-082748
	
	6.3
	CR
	Format of the unspecified connection address
	Alcatel-Lucent
	NcSIP
	29.231
	0006
	B
	Rel-8
	Revised in 3058
	

	C4-082749
	
	6.4
	CR
	Multimedia CAT in CS domain
	Alcatel-Lucent
	CAT-3G_CS
	23.205
	0226
	B
	Rel-8
	Revised in 3157
	

	C4-082750
	
	6.4
	CR
	Multimedia CAT in CS domain
	Alcatel-Lucent
	CAT-3G_CS
	23.231
	0021
	B
	Rel-8
	Revised in 3158
	

	C4-082751
	
	6.13.4
	CR
	TMSI re-allocation in case of Location Updating Reject with cause #13 or #15
	Alcatel-Lucent
	TEI8
	23.012
	0029
	F
	Rel-8
	Agreed
	

	C4-082752
	
	6.13.4
	INFO
	Roaming restrictions issues with cause #13 or #15
	Alcatel-Lucent
	TEI8
	
	
	
	
	Noted
	

	C4-082753
	
	6.1.1
	CR
	Duplicated AMBR AVP and Use of Called-Station-Id
	Alcatel-Lucent
	SAES
	29.272
	0015
	B
	Rel-8
	Revised in 3027
	

	C4-082754
	
	6.1.1
	CR
	Redundant RAT Check
	Alcatel-Lucent
	SAES
	29.272
	0016
	B
	Rel-8
	Revised in 3028
	

	C4-082755
	
	6.1.5
	CR
	Path Management Messages and Version Not Supported Cause
	Alcatel-Lucent
	SAES
	29.276
	0005
	B
	Rel-8
	Agreed
	

	C4-082756
	
	6.1.5
	CR
	Reliable Delivery of Signalling Messages
	Alcatel-Lucent
	SAES
	29.276
	0006
	B
	Rel-8
	Agreed
	

	C4-082757
	
	6.1.5
	CR
	Source to Target for the Sector ID of the Direct Transfer Request message
	Alcatel-Lucent
	SAES
	29.276
	0007
	B
	Rel-8
	Postponed
	

	C4-082758
	
	6.5
	CR
	RAT Frequency Selection Priority
	Nokia Siemens Networks
	SAES
	29.002
	0896
	F
	Rel-8
	Agreed
	

	C4-082759
	
	6.2.2
	Discussion
	Service Content for the binary option of AS Service Data description
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Noted
	

	C4-082760
	
	6.2.2
	P-CR
	P-CR on the scope of TS 29.364 
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Revised in 3045
	

	C4-082761
	
	6.2.2
	P-CR
	P-CR on a new skeleton for TS 29.364 section 5
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Revised in 3047
	

	C4-082762
	
	6.2.2
	P-CR
	P-CR on service content for binary option
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Revised in 3048
	

	C4-082763
	
	6.2.2
	P-CR
	P-CR on Service Data binary coding
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Revised in 3049
	

	C4-082764
	
	6.13.5
	CR
	MAP support of white list
	Qualcomm Europe
	TEI8
	29.002
	0897
	B
	Rel-8
	Withdrawn
	

	C4-082765
	
	6.1.3
	Discussion
	Discussion on AAA support for PMIPv6 and DSMIPv6
	Qualcomm Europe
	SAES-St3-impacts
	
	
	
	
	Noted
	

	C4-082766
	
	6.1.3
	P-CR
	29.273 Clarification of trusted non-3GPP access authentication and authorization procedures
	Qualcomm Europe
	SAES-St3-impacts
	
	
	
	
	Revised in 3108
	

	C4-082767
	
	6.1.3
	P-CR
	29.237 Clarification of untrusted non-3GPP access authentication and authorization procedures
	Qualcomm Europe
	SAES-St3-impacts
	
	
	
	
	Revised in 3109
	

	C4-082768
	
	6.1.2
	P-CR
	29.274 Support for selecting a PGW in the HPLMN or VPLMN
	Qualcomm Europe
	SAES-St3-impacts
	
	
	
	
	Withdrawn
	

	C4-082769
	
	6.1.2
	P-CR
	29.274 Supporting EPS multiple bearer set up in GTPv2
	Qualcomm Europe
	SAES-St3-impacts
	
	
	
	
	Withdrawn
	

	C4-082770
	
	6.1.3
	P-CR
	Pseudo-CR to include support for EAP-AKA
	Nokia Siemens Networks, Ericsson
	
	
	
	
	
	Revised in 3110
	

	C4-082771
	
	6.1.3
	P-CR
	Pseudo-CR on 3GPP AAA Proxy detailed behaviour
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 3111
	

	C4-082772
	
	6.1.3
	P-CR
	Pseudo-CR on SWd interface
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 3112
	

	C4-082773
	
	6.3
	CR
	Delay of MGW Selection whilst performing Service Based Handover
	Vodafone
	SIP_Nc
	23.231
	0022
	F
	Rel-8
	Withdrawn
	

	C4-082774
	
	6.7
	CR
	AoIP Impacts for Call Clearing
	Vodafone
	SIP_Nc
	23.231
	0023
	F
	Rel-8
	Withdrawn
	

	C4-082775
	
	6.7
	CR
	AoIP Impacts for Handover/Relocation
	Vodafone
	SIP_Nc
	23.231
	0024
	F
	Rel-8
	Agreed
	

	C4-082776
	
	6.3
	CR
	Telephone Numbering Schemes for a SIP-I based Nc Network
	Vodafone
	SIP_Nc
	23.231
	0025
	F
	Rel-8
	Revised in 3064
	

	C4-082777
	
	6.3
	CR
	(G)MSC Server Identity for a SIP-I based Nc network
	Vodafone
	SIP_Nc
	23.231
	0026
	F
	Rel-8
	withdrawn
	

	C4-082778
	
	6.3
	CR
	Usage of SIP Resource-Priority header for eMLPP service
	Vodafone
	SIP_Nc
	23.231
	0027
	F
	Rel-8
	Agreed
	

	C4-082779
	
	6.3
	CR
	Usage of re-INVITE without SDP for ECT Service
	Vodafone
	SIP_Nc
	23.231
	0028
	F
	Rel-8
	Agreed
	

	C4-082780
	
	6.3
	CR
	Impacts for MSP, VGCS, VBS within a SIP-I based Nc network
	Vodafone
	SIP_Nc
	23.231
	0029
	F
	Rel-8
	Revised in 3065
	

	C4-082781
	
	6.7
	CR
	Usage of IP Interface Type within a SIP-I based Nc Network
	Vodafone
	SIP_Nc
	23.231
	0030
	F
	Rel-8
	Agreed
	

	C4-082782
	
	6.3
	CR
	Support of Bearer Redirect within a SIP-I based Nc network
	Vodafone
	SIP_Nc
	23.231
	0031
	F
	Rel-8
	Agreed
	

	C4-082783
	
	6.2
	CR
	Support for IMS Service Level Trace
	Vodafone
	OAM8-Trace
	29.228
	0431
	B
	Rel-8
	Revised in 3036
	

	C4-082784
	
	6.2
	CR
	Support for IMS Service Level Trace
	Vodafone
	OAM8-Trace
	29.229
	0161
	B
	Rel-8
	Withdrawn
	

	C4-082785
	
	6.2
	CR
	Support for IMS Service Level Trace
	Vodafone
	OAM8-Trace
	29.328
	0259
	B
	Rel-8
	Postponed
	

	C4-082786
	
	6.2
	CR
	Support for IMS Service Level Trace
	Vodafone
	OAM8-Trace
	29.329
	0129
	B
	Rel-8
	Withdrawn
	

	C4-082787
	
	6.1.2
	P-CR
	29.274 EUTRAN eHRPD Handovers
	Starent
	SAE
	
	
	
	
	Revised in 2986
	

	C4-082788
	
	6.1.2
	P-CR
	29.274 Optional Recovery IE in GTPv2 Messages
	Starent
	SAE
	
	
	
	
	Revised in 2987
	

	C4-082789
	
	6.1.2
	P-CR
	29.274 Clarification of GTPv2-C Tunnel Granularity
	Starent
	SAE
	
	
	
	
	Revised in 2988
	

	C4-082790
	
	6.1
	P-CR
	29.274 Partial Failure Handling Discussion
	Starent
	SAE
	
	
	
	
	Noted
	

	C4-082791
	
	6.1.4
	CR
	IPv4 Address Acknowledgement option in PBA
	Starent
	SAE
	29.275
	0002
	
	Rel-8
	Agreed
	

	C4-082792
	
	6.1.4
	CR
	Differentiating Re-transmitted PBU from PBU for a new PDN Connection
	Starent
	SAE
	29.275
	0003
	
	Rel-8
	Revised in 2989
	

	C4-082793
	
	6.1
	CR
	Clarify the mapping between M-TMSI and P-TMSI
	ZTE
	SAES
	23.003
	0165
	F
	Rel-8
	Agreed
	

	C4-082794
	
	6.1
	CR
	RNC failure aligns with TS23.060
	ZTE
	SAES
	23.007
	0027
	F
	Rel-8
	Revised in 3016
	

	C4-082795
	
	6.1.2
	P-CR
	Operation Indication IE
	ZTE
	
	
	
	
	
	Withdrawn
	

	C4-082796
	
	6.1.2
	P-CR
	Failure Indication for command messages
	ZTE
	
	
	
	
	
	Revised in 3140
	

	C4-082797
	
	6.1.2
	P-CR
	IEs in Create Session messages
	ZTE
	
	
	
	
	
	Revised in 3141
	

	C4-082798
	
	6.1.2
	P-CR
	IEs in Update Bearer messages
	ZTE
	
	
	
	
	
	Revised in 3142
	

	C4-082799
	
	6.1.4
	Discussion
	The interworking between PMIPv6 and DSMIPv6 
	ZTE
	
	
	
	
	
	Noted
	

	C4-082800
	
	6.1.4
	CR
	Pseudo-CR on the interworking between PMIPv6 and DSMIPv6
	ZTE
	
	
	
	
	
	Withdrawn
	

	C4-082801
	
	6.1.4
	CR
	Pseudo-CR on PMIPv6 PDN Connection Handover procedure
	ZTE
	
	
	
	
	
	Withdrawn
	

	C4-082802
	
	6.5
	P-CR
	Pseudo-CR on mapping of parameters for Update Location Procedure
	ZTE
	
	
	
	
	
	Withdrawn
	

	C4-082803
	
	6.5
	P-CR
	Pseudo-CR on mapping of parameters for Authentication Procedure
	ZTE
	
	
	
	
	
	Withdrawn
	

	C4-082804
	
	6.5
	P-CR
	Pseudo-CR on messages mapping
	ZTE
	
	
	
	
	
	Withdrawn
	

	C4-082805
	2149
	6.2
	CR
	Usage of Public Identity Deleted Notification
	ZTE
	TEI-8
	29.328
	0258r1
	C
	Rel-8
	Revised in 3038
	

	C4-082806
	
	6.1.11
	P-CR
	29.281 Pseudo-CR on Extension header for PDCP SN
	Fujitsu
	SAE
	
	
	
	
	Revised in 3128
	

	C4-082807
	
	6.1.11
	LS out
	Draft LS on Extension header for PDCP SN
	Fujitsu
	SAE
	
	
	
	
	Revised in 3129
	

	C4-082808
	
	6.1.7
	CR
	Restoration procedures for SGs interface
	NEC
	CSFB
	23.007
	0028
	B
	Rel-8
	Agreed
	

	C4-082809
	
	6.1.7
	CR
	Introduction of new subscriber related data for CS fallback
	NEC
	CSFB
	23.008
	0234
	B
	Rel-8
	Revised in 3042
	

	C4-082810
	
	6.1.7
	CR
	Clarification of Network Access Mode for both GPRS access and EPS access
	NEC
	CSFB
	23.009
	0122
	B
	Rel-8
	Withdrawn
	

	C4-082811
	
	6.12
	Discussion
	Protocol selection for SBc interface
	NEC
	ETWS
	
	
	
	
	Withdrawn
	

	C4-082812
	
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 2 References & 3 Definitions, Abbreviations
	Alcatel-Lucent
	
	
	
	
	
	Revised in 3086
	

	C4-082813
	
	6.10
	P-CR
	Pseudo-CR on H.248 Iq Profile (IMS Access Gateway) 2 References & 3 Definitions, Abbreviations
	Alcatel-Lucent
	
	
	
	
	
	Postponed
	

	C4-082814
	
	6.1.4
	CR
	Deferred IPv4 Address Allocation
	Samsung
	SAES-St3-EPC
	29.275
	0004
	C
	Rel-8
	Revised in 3010
	

	C4-082815
	
	6.1.4
	CR
	IPv4 Address Allocation using DHCP
	Samsung
	SAES-St3-EPC
	29.275
	0005
	C
	Rel-8
	Revised in 3011
	

	C4-082816
	
	6.1.4
	CR
	IPv4 Address Deletion
	Samsung
	SAES-St3-EPC
	29.275
	0006
	C
	Rel-8
	Revised in 3012
	

	C4-082817
	
	6.1.4
	CR
	PDN-GW Initiated Resource Allocation Deactivation
	Samsung
	SAES-St3-EPC
	29.275
	0007
	D
	Rel-8
	Agreed
	

	C4-082818
	
	6.1.4
	CR
	PDNType-IP Address Option
	Samsung
	SAES-St3-EPC
	29.275
	0008
	C
	Rel-8
	Revised in 3013
	

	C4-082819
	
	6.1.3
	P-CR
	Removal of CUI in STa
	TeliaSonera
	SAES
	
	
	
	
	Revised in 3113
	

	C4-082820
	
	6.1.3
	P-CR
	Removal of CUI in SWm
	TeliaSonera
	SAES
	
	
	
	
	Revised in 3114
	

	C4-082821
	
	6.1.3
	P-CR
	Change of AVP to carry the APN information
	TeliaSonera
	SAES
	
	
	
	
	Agreed
	

	C4-082822
	
	6.1.3
	P-CR
	Corrections to S6b
	TeliaSonera
	SAES
	
	
	
	
	Agreed
	

	C4-082823
	
	6.1.8
	P-CR
	General document cleanup
	TeliaSonera
	SAES-DEPS
	
	
	
	
	Revised in 3124
	

	C4-082824
	
	6.1.8
	P-CR
	Removel of unused subclauses 
	TeliaSonera
	SAES-DEPS
	
	
	
	
	Revised in 3125
	

	C4-082825
	
	6.1.1
	CR
	Change of AVP to carry the APN information
	TeliaSonera
	SAES
	29.272
	0017
	F
	Rel-8
	Agreed
	

	C4-082826
	
	6.1.8
	P-CR
	Discovery and Selection fo SGW and PSN GW
	Nortel
	
	
	
	
	
	Agreed
	

	C4-082827
	
	6.1.10
	P-CR
	Key Derivation for SRVCC procedures
	Nortel
	
	
	
	
	
	Withdrawn
	

	C4-082828
	
	6.1.11
	P-CR
	End Marker solution
	Nortel
	
	
	
	
	
	Withdrawn
	

	C4-082829
	
	6.1
	Discussion
	Partial Node Failure Requirement
	Nortel
	
	
	
	
	
	Noted
	

	C4-082830
	
	6.1
	CR
	Partial Node Failure in EPS
	Nortel
	SAES
	23.007
	0029
	B
	Rel-8
	Postponed
	

	C4-082831
	
	6.1.2
	P-CR
	Bearer Resource Command
	Nortel
	
	
	
	
	
	Withdrawn
	Merged with 2898 in 3007

	C4-082832
	
	6.1.2
	P-CR
	Modify Bearer Failure/ Deactivate Failure Indication
	Nortel
	
	
	
	
	
	Withdrawn
	

	C4-082833
	
	6.1.2
	P-CR
	Deactivate Bearer Command
	Nortel, Huawei
	
	
	
	
	
	Revised in 3135
	

	C4-082834
	
	6.1.2
	P-CR
	Missing IE definitions 
	Nortel
	
	
	
	
	
	Withdrawn
	

	C4-082835
	
	6.1.3
	P-CR
	STa requirements for HSGW
	Nortel
	
	
	
	
	
	Revised in 3115
	

	C4-082836
	
	6.1.1
	CR
	Reference to 3GPP-Charging-Characteristics
	Alcatel-Lucent
	SAES
	29.272
	0018
	B
	Rel-8
	Revised in 2978
	

	C4-082837
	
	6.1.2
	P-CR
	29.274 Pseudo-CR on Adding a Reference to IPv6
	Alcatel-Lucent
	SAES
	
	
	
	
	Revised in 
	

	C4-082838
	
	6.1.5
	CR
	GRE Tunnel Keys
	Alcatel-Lucent
	SAES
	29.276
	0008
	B
	Rel-8
	Revised in 2998
	

	C4-082839
	
	6.1.1
	CR
	Access Restriction Data Definition
	Ericsson
	SAES
	29.272
	0019
	B
	Rel-8
	Agreed
	

	C4-082840
	
	6.1.1
	CR
	AMBR Definition
	Ericsson
	SAES
	29.272
	0020
	B
	Rel-8
	Agreed
	

	C4-082841
	
	6.1.1
	CR
	AVPs Encoding
	Ericsson
	SAES
	29.272
	0021
	B
	Rel-8
	Revised in 3030
	

	C4-082842
	
	6.1.1
	CR
	PDN-GW Delete
	Ericsson
	SAES
	29.272
	0022
	B
	Rel-8
	Revised in 3031
	

	C4-082843
	
	6.1.1
	CR
	Requesting Node Type Clarification
	Ericsson
	SAES
	29.272
	0023
	B
	Rel-8
	Revised in 3032
	

	C4-082844
	
	6.1.1
	CR
	Authn Session State AVP
	Ericsson
	SAES
	29.272
	0024
	B
	Rel-8
	Agreed
	

	C4-082845
	
	6.1.3
	P-CR
	Clarification of S6b Authorization 
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-082846
	
	6.1.3
	P-CR
	Diameter Session Handling
	Ericsson
	
	
	
	
	
	Revised in 3116
	

	C4-082847
	
	6.1.3
	P-CR
	SWx PDN-GW Delete
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-082848
	
	6.1.3
	P-CR
	ABNF Cleanup
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-082849
	
	6.1.3
	P-CR
	S6b Re-Authorization ABNF
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-082850
	
	6.1.3
	P-CR
	Visited Netwok Identifier AVP
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-082851
	
	6.1.3
	P-CR
	SWm Session Handling
	Ericsson
	
	
	
	
	
	Revised in 3117
	

	C4-082852
	
	6.1.4
	CR
	Bulk revocation support
	Ericsson
	SAES
	29.275
	0009
	C
	Rel-8
	Postponed
	

	C4-082853
	
	6.1.4
	CR
	Link local address
	Ericsson
	SAES
	29.275
	0010
	C
	Rel-8
	Revised in 2985
	

	C4-082854
	
	6.1.4
	CR
	Service selection option in the PBA message
	Ericsson
	SAES
	29.275
	0011
	C
	Rel-8
	Agreed
	

	C4-082855
	
	6.1.4
	CR
	PMIP IPv4 address allocation
	Ericsson
	SAES
	29.275
	0012
	C
	Rel-8
	Revised in 2982
	

	C4-082856
	
	6.1.4
	CR
	PMIP IPv4 address release procedure
	Ericsson
	SAES
	29.275
	0013
	C
	Rel-8
	Withdrawn
	

	C4-082857
	
	6.1.4
	CR
	S5/S8 description re-organization 
	Ericsson
	SAES
	29.275
	0014
	C
	Rel-8
	Withdrawn
	

	C4-082858
	
	6.1.4
	CR
	PMIPv6 Link Model
	Ericsson
	SAES
	29.275
	0015
	C
	Rel-8
	Revised in 3009
	

	C4-082859
	
	6.1.4
	CR
	S2a description re-organization
	Ericsson
	SAES
	29.275
	0016
	D
	Rel-8
	Withdrawn
	

	C4-082860
	
	6.1.4
	CR
	S2a description re-organization
	Ericsson
	SAES
	29.275
	0017
	D
	Rel-8
	Withdrawn
	

	C4-082861
	
	6.1.4
	CR
	Chaining-case description re-organization
	Ericsson
	SAES
	29.275
	0018
	D
	Rel-8
	Withdrawn
	

	C4-082862
	
	6.1.4
	CR
	Interface Id in PBA at HO case
	Ericsson
	SAES
	29.275
	0019
	C
	Rel-8
	agreed
	

	C4-082863
	
	6.1.5
	CR
	S101 sector ID
	Ericsson
	SAES
	29.276
	0009
	C
	Rel-8
	Postponed
	

	C4-082864
	
	6.1.2
	P-CR
	TS 29.274 cleanup
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 2980
	

	C4-082865
	
	6.1.2
	P-CR
	S101 and Sv interface specific amendments to GTPv2
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-082866
	
	6.1
	P-CR
	Moving the description of the restoration procedures from 29.274 (to 23.007)
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-082867
	
	6.1
	CR
	Moving the description of the restoration procedures (from 29.274) to 23.007
	Nokia Siemens Networks
	TEI8
	23.007
	0030
	
	Rel-8
	Revised in 3190
	

	C4-082868
	
	6.1.10
	P-CR
	Sv interface spec cleanup
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 3041
	

	C4-082869
	
	6.1.10
	P-CR
	Resolving CS Security in Sv spec
	Nokia Siemens Networks
	
	
	
	
	
	Withdrawn
	

	C4-082870
	
	6.1.10
	P-CR
	Timer Consideration for Sv spec
	Nokia Siemens Networks
	
	
	
	
	
	Withdrawn
	

	C4-082871
	
	6.1.11
	P-CR
	Adding End Marker message to GTPv1-U
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-082872
	
	6.1.11
	P-CR
	Adding PDCP sequence numbers to GTPv1-U for X2 interface
	Nokia Siemens Networks
	
	
	
	
	
	Withdrawn
	

	C4-082873
	
	6.1.11
	P-CR
	Enforcing backward compatibility for R8 GTPv1-U
	Nokia Siemens Networks, Starent
	
	
	
	
	
	Revised in 3130
	

	C4-082874
	
	7
	CR
	Essential correction to RAT Type handling in Update PDP Context Request message
	Nokia Siemens Networks
	TEI7
	29.060
	0698
	F
	Rel-7
	Postponed
	

	C4-082875
	
	7
	CR
	Essential correction to RAT Type handling in Update PDP Context Request message
	Nokia Siemens Networks
	TEI8
	29.060
	0699
	A
	Rel-8
	Postponed
	

	C4-082876
	
	6.1.1
	CR
	APN Restriction sent over S6a
	Motorola
	SAES
	29.272
	0025
	B
	Rel-8
	Withdrawn
	

	C4-082877
	
	6.1.2
	P-CR
	Pseudo-CR on Update Bearer Request IEs
	Motorola
	SAES
	
	
	
	
	Withdrawn
	

	C4-082878
	
	6.1.2
	P-CR
	Pseudo-CR on Missing Message Types for Commands
	Motorola
	SAES
	
	
	
	
	Withdrawn
	

	C4-082879
	
	6.1.2
	P-CR
	Pseudo-CR on PDN Address IE
	Motorola
	SAES
	
	
	
	
	Revised in 3004
	

	C4-082880
	
	6.1.2
	P-CR
	Pseudo-CR on Correct comment for Create Bearer Response IE
	Motorola
	SAES
	
	
	
	
	Revised in 3005
	

	C4-082881
	
	6.1.2
	P-CR
	Pseudo-CR on Causes for Failure Indication commands
	Motorola
	SAES
	
	
	
	
	Withdrawn
	

	C4-082882
	
	6.1.2
	P-CR
	Pseudo-CR on Modify Bearer Response S1 SGW F-TEID
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-082883
	
	6.1.2
	P-CR
	Pseudo-CR on Update User Plane Response S1 SGW F-TEID
	Motorola
	SAES
	
	
	
	
	Revised in 3006
	

	C4-082884
	
	6.1.2
	P-CR
	Pseudo-CR on Corrections to ULI IE
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-082885
	
	6.1.2
	P-CR
	Pseudo-CR on APN Restriction IE
	Motorola
	SAES
	
	
	
	
	Revised in 3143
	

	C4-082886
	
	6.1.2
	P-CR
	Pseudo-CR on Downlink Data Notification Failure
	Motorola
	SAES
	
	
	
	
	Revised in 3149
	

	C4-082887
	
	6.1.2
	P-CR
	Pseudo-CR on New Cause Value for Downlink Data Notification Acknowledgement
	Motorola
	SAES
	
	
	
	
	Revised in 3150
	

	C4-082888
	
	6.1.2
	P-CR
	Pseudo-CR on GTP-C Echo Request time interval
	Motorola
	SAES
	
	
	
	
	Postponed
	

	C4-082889
	
	6.1.11
	P-CR
	Pseudo-CR on GTP-U Echo Request time interval
	Motorola
	SAES
	
	
	
	
	Postponed
	

	C4-082890
	
	6.1.2
	P-CR
	Pseudo-CR on Message Types for S101 messages
	Motorola
	SAES
	
	
	
	
	Withdrawn
	

	C4-082891
	
	6.1.2
	P-CR
	Pseudo-CR on Create Session Response changes
	Motorola
	SAES
	
	
	
	
	Withdrawn
	

	C4-082892
	
	6.1.2
	P-CR
	Pseudo-CR on Indication to include CGI/SAI/RAI Change Report Required bit
	Motorola
	SAES
	
	
	
	
	Withdrawn
	

	C4-082893
	
	6.1.2
	P-CR
	Pseudo-CR on Delete SDF Level QoS IE
	Motorola
	SAES
	
	
	
	
	Withdrawn
	

	C4-082894
	
	6.1.2
	P-CR
	Pseudo-CR on Define Bearer Level QoS IE
	Motorola
	SAES
	
	
	
	
	Revised in 3151
	

	C4-082895
	
	6.1.2
	P-CR
	Pseudo-CR on Update-Modify Bearer Request APN-AMBR
	Motorola
	SAES
	
	
	
	
	Revised in 3152
	

	C4-082896
	
	6.1.2
	P-CR
	Pseudo-CR on Delete Session/Bearer Request & Response
	Motorola
	SAES
	
	
	
	
	Revised in 3134
	

	C4-082897
	
	6.1.2
	P-CR
	Pseudo-CR on Delete SDF TFT IE
	Motorola
	SAES
	
	
	
	
	Withdrawn
	

	C4-082898
	
	6.1.2
	P-CR
	Pseudo-CR on Release TFT Filter Command
	Motorola
	SAES
	
	
	
	
	Revised in 3007
	

	C4-082899
	
	6.1.5
	CR
	Message Types for S101 messages
	Motorola
	SAES
	29.276
	0010
	B
	Rel-8
	Revised in 3043
	

	C4-082900
	
	6.1.5
	CR
	S101 Session ID
	Motorola
	SAES
	29.276
	0011
	B
	Rel-8
	Agreed
	

	C4-082901
	
	6.11
	Discussion
	Proposed skeleton for TS 23.142
	China mobile
	
	
	
	
	
	Revised in 3092
	

	C4-082902
	
	6.11
	Discussion
	Overview of service requirements for Value-Added Services for SMS
	China mobile
	
	
	
	
	
	Revised in 3161
	

	C4-082903
	
	6.1.2
	P-CR
	Transmission Order and Bits
	Nortel
	
	
	
	
	
	Withdrawn
	

	C4-082904
	
	6.1.1
	CR
	Trace Session Activation and Deactivation
	Huawei
	SAE
	29.272
	0026
	B
	Rel-8
	Revised in 3033
	

	C4-082905
	
	6.2.1
	CR
	Sending Registration State in SAA
	Huawei
	IMS_RP
	29.229
	0162
	B
	Rel-8
	Withdrawn
	

	C4-082906
	
	6.6
	CR
	Update stage 3 profile for Message conference
	Huawei
	eMp
	29.333
	0028
	F
	Rel-8
	Revised in 3162
	

	C4-082907
	
	6.6
	CR
	Update stage 3 profile for Floor control
	Huawei
	eMp
	29.333
	0029
	F
	Rel-8
	Revised in 3094
	

	C4-082908
	
	6.13.1
	Discussion
	Discussion on solution for IP transport package properties handling
	Huawei
	TEI8
	
	
	
	
	Noted
	

	C4-082909
	2265
	6.13.1
	CR
	IP transport package properties handling with SDP
	Huawei
	TEI8
	29.232
	0609r1
	F
	Rel-8
	Revised in 3063
	

	C4-082910
	
	6.3
	Discussion
	Discussion on problems of supportting SIP forking in SIP-I CSCN
	Huawei
	SIP-I
	
	
	
	
	Noted
	

	C4-082911
	
	6.3
	CR
	Non-Support of SIP forking in SIP-I CSCN
	Huawei
	SIP-I
	29.231
	0007
	F
	Rel-8
	Revised in 3066
	

	C4-082912
	
	6.2.2
	P-CR
	Pseudo-CR on Addition of Architecture chapter
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-082913
	
	6.2.2
	P-CR
	Pseudo-CR on skeleton structure; ch 5.3 as level 1
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-082914
	
	6.2.2
	P-CR
	Pseudo-CR on Addition of Data Synchronization Procedures chapter
	Ericsson
	
	
	
	
	
	Noted
	

	C4-082915
	
	6.2.2
	P-CR
	Structure of chapter 6, XML specification
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-082916
	
	6.2.2
	P-CR
	XML Specification for OIP/OIR services
	Ericsson
	
	
	
	
	
	Revised in 3051
	

	C4-082917
	
	6.2.2
	P-CR
	XML Specification for TIP/TIR services
	Ericsson
	
	
	
	
	
	Revised in 3053
	

	C4-082918
	
	6.2.2
	P-CR
	General Principles for the XML specification
	Ericsson
	
	
	
	
	
	Revised in 3050
	

	C4-082919
	
	6.2.2
	P-CR
	XML schema for the MMTel services document
	Ericsson
	
	
	
	
	
	Revised in 3052
	

	C4-082920
	
	6.2.2
	Discussion
	CDIV service example
	Ericsson
	
	
	
	
	
	Revised in 3054
	

	C4-082921
	
	6.1.9
	P-CR
	MIPv4 Registration
	Samsung
	
	
	
	
	
	Agreed
	

	C4-082922
	
	6.1.9
	P-CR
	MIPv4 Revocation
	Samsung
	
	
	
	
	
	Agreed
	

	C4-082923
	
	6.1.4
	CR
	Rearranging sections of TS 29.275
	Orange
	SAES-St3-EPC
	29.275
	0020
	D
	Rel-8
	Postponed
	

	C4-082924
	
	6.1.4
	CR
	Reorganisation of section 8, 9 and 10 of 3GPP TS 29.275
	Orange
	SAES-St3-EPC
	29.275
	0021
	D
	Rel-8
	Withdrawn
	

	C4-082925
	
	6.1.4
	CR
	Clarification to subclause PMIP6 LMA Initiated PDN Connection Deletion Procedure
	Orange 
	SAES-St3-EPC
	29.275
	0022
	F
	Rel-8
	Agreed
	

	C4-082926
	
	6.1.2
	P-CR
	P-CR 29.274 IPv6 Support
	Orange
	SAES-St3-EPC
	
	
	
	
	Revised in 2981
	

	C4-082927
	
	6.1.4
	CR
	Update references to latest version of IETF documents
	NTT DOCOMO
	SAES-St3-EPC
	29.275
	0023
	F
	Rel-8
	Agreed
	

	C4-082928
	
	6.1.4
	CR
	PMIPv6 Link Model
	NTT DOCOMO
	SAES-St3-EPC
	29.275
	0024
	C
	Rel-8
	Revised in 2983
	

	C4-082929
	
	6.1.4
	CR
	Putting back GSM logo on front page
	NTT DOCOMO
	SAES-St3-EPC
	29.275
	0025
	D
	Rel-8
	Agreed
	

	C4-082930
	
	6.1.4
	CR
	PMIPv6 Heartbeat/Path Management Update
	NTT DOCOMO
	SAES-St3-EPC
	29.275
	0026
	F
	Rel-8
	Agreed
	

	C4-082931
	
	6.1.4
	CR
	S2a & S2b Chaining
	NTT DOCOMO
	SAES-St3-EPC
	29.275
	0027
	F
	Rel-8
	Withdrawn
	

	C4-082932
	
	6.1.4
	CR
	Editorial Clean-up
	NTT DOCOMO
	SAES-St3-EPC
	29.275
	0028
	D
	Rel-8
	Withdrawn
	

	C4-082933
	
	6.12
	Discussion
	SBc protocol choice
	NTT DOCOMO
	
	
	
	
	
	Agreed
	

	C4-082934
	
	6.13.2
	LS out
	Draft LS on ITU-T SG16 MONA related questions to be answered by CT3
	Nokia Siemens Networks
	
	
	
	
	
	Approved
	

	C4-082935
	
	6.13.2
	Discussion
	Considerations regarding MONA comments by ITU-T SG16
	Nokia Siemens Networks
	
	
	
	
	
	Noted
	

	C4-082936
	
	6.3
	Discussion
	SCTP usage considerations
	Nokia Siemens Networks
	
	
	
	
	
	Noted
	

	C4-082937
	
	6.3
	CR
	SCTP usage
	Nokia Siemens Networks
	NcSIP
	29.231
	0008
	F
	Rel-8
	Withdrawn
	

	C4-082938
	
	6.13.2
	LS in
	LS to 3GPP CT WG4 on new H.248 work items
	ITU-T Q3/16
	
	
	
	
	
	Noted
	to:

	C4-082939
	
	4
	LS in
	ITU-T SG11 work on CRBT
	ITU-T Study Group 11, Working Party 1/11
	
	
	
	
	
	Noted
	cc:

	C4-082940
	
	6.1
	LS in
	LS on access control for CSG cells
	TSG CT WG1
	
	
	
	
	
	Noted
	to:

	C4-082941
	
	6.2
	LS in
	LS on Status of Emergency IMPU removal
	TSG CT WG1
	IMS emergency
	
	
	
	
	Noted
	cc:

	C4-082942
	
	6.1
	LS in
	LS on NAS message concatenation and multiple EPS bearer setup
	TSG CT WG1
	
	
	
	
	
	Noted
	cc:

	C4-082943
	
	4
	LS in
	LS on “CLI issue” with CS Fallback
	TSG CT WG1
	SAE
	
	
	
	
	Noted
	to:

	C4-082944
	
	6.7
	LS in
	Reply LS on A-Interface User Plane over IP
	TSG CT WG3
	
	
	
	
	
	Noted
	cc:

	C4-082945
	
	6.1
	LS in
	Terminology alignment for Home Node B and Home eNode B
	TSG CT
	
	
	
	
	
	Noted
	to:

	C4-082946
	
	4
	LS in
	Response LS on documentation of TISPAN Rel-2 in 3GPP
	TSG CT
	IMS-Corp
	
	
	
	
	Noted
	cc:

	C4-082947
	
	6.1.2
	LS in
	Response LS on 2G parameters on S3 interface for EPS 
	TSG GERAN WG2
	SAE/ LTE
	
	
	
	
	Noted
	to:

	C4-082948
	
	6.7
	LS in
	LS answer on support of GSM codecs on CS over IP
	TSG GERAN
	AoIP-CSoIP
	
	
	
	
	Noted
	to:

	C4-082949
	
	4
	LS in
	Response to 3GPP on Messaging Support for Network Based Location Technologies on User Plane
	LOCATION WG of the Open Mobile Alliance
	
	
	
	
	
	Noted
	to:

	C4-082950
	
	6.1.8
	LS in
	Reply LS on Request for sub-domain of .3gppnetwork.org for HA-APN
	GSMA IREG Packet
	
	
	
	
	
	Noted
	to:

	C4-082951
	
	6.1
	LS in
	LS on SAE Bearer/ E-RAB definition for E-UTRAN specification
	TSG RAN WG3
	LTE
	
	
	
	
	Noted
	to:

	C4-082952
	
	6.13.3
	LS in
	Reply LS on Enhancements for SRNS Relocation
	TSG RAN WG3
	Enhancements for SRNS Relocation
	
	
	
	
	Noted
	to:

	C4-082953
	
	4
	LS in
	Reply LS on Status of Emergency IMPU removal
	TSG SA WG2
	EMC1
	
	
	
	
	Noted
	cc:

	C4-082954
	
	4
	LS in
	Reply LS on PMIP U-plane Link Model
	TSG SA WG2
	
	
	
	
	
	Noted
	to:

	C4-082955
	
	6.1.1
	LS in
	Reply-LS on ME Identity Check
	TSG SA WG2
	SAE/LTE
	
	
	
	
	Noted
	to:

	C4-082956
	
	6.1
	LS in
	Reply LS on Definition of Globally Unique Temporary UE Identity
	TSG SA WG2
	SAES
	
	
	
	
	Noted
	to:

	C4-082957
	
	4
	LS in
	Reply LS on “CLI issue” with CS Fallback
	TSG SA WG2
	SAE
	
	
	
	
	Noted
	to:

	C4-082958
	
	6.7
	LS in
	LS answer to “LS on support of GSM codecs on CS over IP”
	TSG SA WG4
	CSoIP
	
	
	
	
	Noted
	to: Presented in CT4#40 as C4-082558

	C4-082959
	
	4
	LS in
	SG 11 work on CRBT and CRT
	ITU Rapporteur for Q.2, Q.3/11
	
	
	
	
	
	Noted
	to:

	C4-082960
	
	4
	LS in
	LS answer to “LS on support of GSM codecs on CS over IP”
	TSG SA WG4
	CSoIP
	
	
	
	
	Withdrawn
	Double allocation. C4-082958 already allocated for LS.

	C4-082961
	
	6.1.7
	CR
	Clarification of Network Access Mode for both GPRS access and EPS access
	NEC
	CSFB
	29.002
	0898
	B
	Rel-8
	Postponed
	

	C4-082962
	
	6.1
	Discussion
	Partial Reset alternatives
	Nokia Siemens Networks
	
	
	
	
	
	Postponed
	

	C4-082963
	
	6.13.3
	CR
	Enhanced SRNS relocation
	Nokia Siemens Networks
	RANimp-SrnsReloc
	23.009
	0123
	B
	Rel-8
	Revised in 3131
	

	C4-082964
	
	6.1.5
	CR
	S101 interface messages and UEs
	Nokia Siemens Networks
	
	29.276
	0012
	B
	Rel-8
	Revised in 2994
	

	C4-082965
	
	6.9
	CR
	Addition of EPS authentication and ciphering related data
	T-Mobile
	SAES
	23.008
	0235
	B
	Rel-8
	Revised in 3159
	

	C4-082966
	
	6.1.5
	CR
	Removal of APN Editor's Notes
	Alcatel-Lucent
	SAES
	29.276
	0013
	B
	Rel-8
	Agreed
	

	C4-082967
	
	6.1.2
	P-CR
	29.274 Removal of Sequence Number Flag from GTP Header
	Starent
	SAE
	
	
	
	
	Agreed
	

	C4-082968
	
	6.1.2
	P-CR
	29.274 Information Element Ordering in Messages
	Starent
	SAE
	
	
	
	
	Revised in 2990
	

	C4-082969
	
	6.1.2
	P-CR
	Pseudo-CR on ISR Indication
	Huawei
	SAE
	
	
	
	
	Agreed
	

	C4-082970
	
	6.3
	LS in
	IETF MMUSIC Response to 3GPP LS on .invalid TLD
	IETF MMUSIC working group
	
	
	
	
	
	Noted
	

	C4-082971
	
	4
	LS in
	LS on aligning work on Advice of Charge (AOC) 
	TSG SA WG5
	IMSTSS
	
	
	
	
	Noted
	

	C4-082972
	
	6.1.5
	CR
	Sorting of Type Fields
	Alcatel-Lucent
	SAES
	29.276
	0014
	B
	Rel-8
	Agreed
	

	C4-082973
	
	6.1.5
	CR
	DTR and NR IE restriction
	Alcatel-Lucent
	SAES
	29.276
	0015
	B
	Rel-8
	Agreed
	

	C4-082974
	
	6.1.2
	Discussion
	Supporting Multiple EPS Bearer Setup in GTPv2
	Qualcomm
	
	
	
	
	
	Noted
	

	C4-082975
	
	6.1.4
	CR
	CR on the interworking between PMIPv6 and DSMIPv6
	ZTE
	
	29.275
	0029
	B
	Rel-8
	Withdrawn
	

	C4-082976
	
	6.1.4
	CR
	CR on PMIPv6 PDN Connection Handover procedure
	ZTE
	
	29.275
	0030
	B
	Rel-8
	Withdrawn
	

	C4-082977
	
	6.9
	LS in
	LS to 3GPP CT4 on H.248 Profiles for IP-to-IP Gateways (Alignment between 3GPP 29.238 H.248 Ix Profile and 3GPP 29.334 H.248 Iq Profile with TISPAN H.248 Ia Profile)
	ETSI TISPAN WG3
	
	
	
	
	
	Noted
	

	C4-082978
	2836
	6.1.1
	CR
	Reference to 3GPP-Charging-Characteristics
	Alcatel-Lucent
	SAES
	29.272
	0018r1
	B
	Rel-8
	Agreed
	

	C4-082979
	
	6.1.1
	CR
	Context-Identifier in APN-Configuration-Profile
	Alcatel-Lucent
	SAES
	29.272
	0027
	B
	Rel-8
	Revised in 3034
	

	C4-082980
	2864
	6.1.2
	P-CR
	TS 29.274 cleanup
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 3144
	

	C4-082981
	2926
	6.1.2
	P-CR
	P-CR 29.274 IPv6 Support
	Orange
	SAES-St3-EPC
	
	
	
	
	Agreed
	

	C4-082982
	2855
	6.1.4
	CR
	PMIP IPv4 address allocation
	Ericsson
	SAES
	29.275
	0012r1
	C
	Rel-8
	Revised in 3039
	

	C4-082983
	2928
	6.1.4
	CR
	PMIPv6 Link Model
	NTT DOCOMO
	SAES-St3-EPC
	29.275
	0024r1
	C
	Rel-8
	Revised in 3019
	

	C4-082984
	
	6.1.4
	Discussion
	Draft Reply LS on PMIP U-plane Link Model
	NTT DOCOMO
	SAES-St3-EPC
	
	
	
	
	Revised in 3020
	

	C4-082985
	2853
	6.1.4
	CR
	Link local address
	Ericsson, NTT DOCOMO
	SAES
	29.275
	0010r1
	C
	Rel-8
	Agreed
	

	C4-082986
	2787
	6.1.2
	P-CR
	29.274 EUTRAN eHRPD Handovers
	Starent
	SAE
	
	
	
	
	Noted
	

	C4-082987
	2788
	6.1.2
	P-CR
	29.274 Optional Recovery IE in GTPv2 Messages
	Starent
	SAE
	
	
	
	
	Revised in 3137
	

	C4-082988
	2789
	6.1.2
	P-CR
	29.274 Clarification of GTPv2-C Tunnel Granularity
	Starent
	SAE
	
	
	
	
	Revised in 3138
	

	C4-082989
	2792
	6.1.4
	CR
	Differentiating Re-transmitted PBU from PBU for a new PDN Connection
	Starent
	SAE
	29.275
	0003r1
	
	Rel-8
	Withdrawn
	

	C4-082990
	2968
	6.1.2
	P-CR
	29.274 Information Element Ordering in Messages
	Starent
	SAE
	
	
	
	
	Revised in 3154
	

	C4-082991
	2610
	6.1.1
	CR
	S6a Vendor-Specific-Application-Id AVP
	Bridgewater Systems
	SAES
	29.272
	0001r1
	C
	Rel-8
	Agreed
	Revised before the meeting because P-CR template was used.

	C4-082992
	
	6.1
	CR
	Revising the GUTI Definition
	Alcatel-Lucent
	SAES
	23.003
	0166
	B
	Rel-8
	Agreed
	

	C4-082993
	
	6.1
	LS in
	LS on preventing inter-RAT HO for UE with SIM access
	TSG SA WG3
	SAES
	
	
	
	
	Noted
	

	C4-082994
	2964
	6.1.5
	CR
	S101 interface messages and UEs
	Nokia Siemens Networks
	
	29.276
	0012r1
	B
	Rel-8
	Revised in 3146
	

	C4-082995
	
	
	LS in
	LS Response on Use of Public IMS identities in GBA Push
	TSG SA WG3
	GBAPush
	
	
	
	
	Noted
	

	C4-082996
	
	
	LS in
	LS on UE-Aggregate Maximum Bit Rate for GERAN/UTRAN
	TSG GERAN WG2
	TEI9
	
	
	
	
	Noted
	

	C4-082997
	
	6.1
	LS in
	LS on security capabilities of SGSN capable of mobility between GERAN and E-UTRAN
	TSG SA WG3
	
	
	
	
	
	Noted
	

	C4-082998
	2838
	6.1.5
	CR
	GRE Tunnel Keys
	Alcatel-Lucent
	SAES
	29.276
	0008r1
	B
	Rel-8
	Revised in 3145
	

	C4-082999
	
	4
	LS in
	Reply LS on UE-AMBR support in UTRAN
	TSG RAN WG2
	TEI9
	
	
	
	
	Noted
	

	C4-083000
	
	6.1
	LS in
	Reply LS on NAS message concatenation and multiple EPS bearer setup
	TSG RAN WG2
	
	
	
	
	
	Noted
	

	C4-083001
	
	6.12
	LS in
	LS on Duplicate detection for ETWS
	TSG RAN WG2
	LTE
	
	
	
	
	Noted
	

	C4-083002
	
	6.1
	LS in
	LS on maximum PDCP SDU size 
	TSG RAN WG2
	LTE
	
	
	
	
	Noted
	

	C4-083003
	
	6.1
	LS in
	Reply LS on access control for CSG cells
	TSG RAN WG3
	
	
	
	
	
	Noted
	

	C4-083004
	2879
	6.1.2
	P-CR
	Pseudo-CR on PDN Address IE
	Motorola
	SAES
	
	
	
	
	Revised in 3147
	

	C4-083005
	2880
	6.1.2
	P-CR
	Pseudo-CR on Correct comment for Create Bearer Response IE
	Motorola
	SAES
	
	
	
	
	Revised in 3104
	

	C4-083006
	2883
	6.1.2
	P-CR
	Pseudo-CR on Update User Plane Response S1 SGW F-TEID
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-083007
	2898
	6.1.2
	P-CR
	Pseudo-CR on Release TFT Filter Command
	Motorola, Nortel
	SAES
	
	
	
	
	Revised in 3139
	

	C4-083008
	
	6.12
	LS out
	LS on SBc protocol choice
	NEC
	
	
	
	
	
	Revised in 3195
	

	C4-083009
	2858
	6.1.4
	CR
	PMIPv6 Link Model
	Ericsson
	SAES
	29.275
	0015r1
	C
	Rel-8
	Withdrawn
	Combined with 2983 in C4-083019.

	C4-083010
	2814
	6.1.4
	CR
	Deferred IPv4 Address Allocation
	Samsung
	SAES-St3-EPC
	29.275
	0004r1
	C
	Rel-8
	Revised in 3039
	

	C4-083011
	2815
	6.1.4
	CR
	IPv4 Address Allocation using DHCP
	Samsung
	SAES-St3-EPC
	29.275
	0005r1
	C
	Rel-8
	Revised in 3039
	

	C4-083012
	2816
	6.1.4
	CR
	IPv4 Address Deletion
	Samsung
	SAES-St3-EPC
	29.275
	0006r1
	C
	Rel-8
	Revised in 3023
	

	C4-083013
	2818
	6.1.4
	CR
	PDNType-IP Address Option
	Samsung
	SAES-St3-EPC
	29.275
	0008r1
	C
	Rel-8
	Revised in 3026
	

	C4-083014
	
	6.1
	LS out
	LS on maximum PDCP SDU size
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 3164
	

	C4-083015
	2738
	6.3
	CR
	SCTP Usage for SIP-I on Nc
	LM Ericsson
	SIP_Nc
	29.231
	0005r1
	B
	Rel-8
	Revised in 3061
	

	C4-083016
	2794
	6.1
	CR
	RNC failure aligns with TS23.060
	ZTE
	SAES
	23.007
	0027r1
	F
	Rel-8
	Revised in 3165
	

	C4-083017
	
	6.1.1
	LS out
	Reply-LS on ME Identity Check
	Huawei
	
	
	
	
	
	Approved
	

	C4-083018
	2679
	6.1.1
	CR
	RegSub feature
	Alcatel-Lucent
	SAES
	29.272
	0002r1
	B
	Rel-8
	Agreed
	

	C4-083019
	3009
	6.1.4
	CR
	PMIPv6 Link Model
	Ericsson
	SAES
	29.275
	0024r2
	C
	Rel-8
	Agreed
	

	C4-083020
	2984
	6.1.4
	LS out
	Reply LS on PMIP U-plane Link Model
	NTT DOCOMO
	SAES-St3-EPC
	
	
	
	
	Approved
	

	C4-083021
	2692
	6.1.1
	CR
	Correction of the Reference of Supported Features
	Huawei, Nokia Siemens Networks
	SAE
	29.272
	0006r1
	F
	Rel-8
	Agreed
	

	C4-083022
	2694
	6.1.1
	CR
	ME Identity Check
	Huawei, Nokia Siemens Networks
	SAE
	29.272
	0008r1
	B
	Rel-8
	Agreed
	

	C4-083023
	3012
	6.1.4
	CR
	IPv4 Address Deletion
	Samsung
	SAES-St3-EPC
	29.275
	0006r2
	C
	Rel-8
	Agreed
	

	C4-083024
	2695
	6.1.1
	CR
	Diameter Protocol Codes Assignments for S6a/S6d/S13
	Huawei, Nokia Siemens Networks, Alcatel-Lucent
	SAE
	29.230
	0127r1
	B
	Rel-8
	Agreed
	

	C4-083025
	2730
	6.1.1
	CR
	MSISDN AVP
	Nokia Siemens Networks
	SAES
	29.272
	0012r1
	F
	Rel-8
	Agreed
	

	C4-083026
	3013
	6.1.4
	CR
	PDNType-IP Address Option
	Samsung
	SAES-St3-EPC
	29.275
	0008r2
	C
	Rel-8
	Agreed
	

	C4-083027
	2753
	6.1.1
	CR
	Duplicated AMBR AVP and Use of Called-Station-Id
	Alcatel-Lucent
	SAES
	29.272
	0015r1
	B
	Rel-8
	Revised in 3166
	

	C4-083028
	2754
	6.1.1
	CR
	Redundant RAT Check
	Alcatel-Lucent
	SAES
	29.272
	0016r1
	B
	Rel-8
	Agreed
	

	C4-083029
	
	6.1.1
	CR
	AMBR definition
	Nokia Siemens Networks
	
	29.002
	0899
	B
	Rel-8
	Agreed
	

	C4-083030
	2841
	6.1.1
	CR
	AVPs Encoding
	Ericsson
	SAES
	29.272
	0021r1
	B
	Rel-8
	Agreed
	

	C4-083031
	2842
	6.1.1
	CR
	PDN-GW Delete
	Ericsson
	SAES
	29.272
	0022r1
	B
	Rel-8
	Agreed
	

	C4-083032
	2843
	6.1.1
	CR
	Requesting Node Type Clarification
	Ericsson
	SAES
	29.272
	0023r1
	B
	Rel-8
	Agreed
	

	C4-083033
	2904
	6.1.1
	CR
	Trace Session Activation and Deactivation
	Huawei
	SAE
	29.272
	0026r1
	B
	Rel-8
	Agreed
	

	C4-083034
	2979
	6.1.1
	CR
	Context-Identifier in APN-Configuration-Profile
	Alcatel-Lucent
	SAES
	29.272
	0027r1
	B
	Rel-8
	Agreed
	

	C4-083035
	2702
	6.2
	CR
	Multiple Services and Executing Order Indication in iFC
	Huawei
	IMS
	29.228
	0429r1
	B
	Rel-8
	Postponed
	

	C4-083036
	2783
	6.2
	CR
	Support for IMS Service Level Trace
	Vodafone
	OAM8-Trace
	29.228
	0431r1
	B
	Rel-8
	Revised in 3174
	

	C4-083037
	
	6.2
	CR
	Support for IMS Service Level Trace
	Vodafone
	OAM8-Trace
	23.008
	0236
	B
	Rel-8
	Agreed
	

	C4-083038
	2805
	6.2
	CR
	Usage of Public Identity Deleted Notification
	ZTE
	TEI-8
	29.328
	0258r2
	C
	Rel-8
	Agreed
	

	C4-083039
	2982
	6.1.4
	CR
	PMIP IPv4 address allocation
	Ericsson
	SAES
	29.275
	0012r2
	C
	Rel-8
	Revised in 3180
	

	C4-083040
	2715
	6.2.1
	CR
	Service Restoration for Registered IMPU
	Huawei, Orange
	IMS
	29.228
	0427r2
	B
	Rel-8
	Agreed
	

	C4-083041
	2868
	6.1.10
	P-CR
	Sv interface spec cleanup
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-083042
	2809
	6.1.7
	CR
	Introduction of new subscriber related data for CS fallback
	NEC
	CSFB
	23.008
	0234r1
	B
	Rel-8
	Agreed
	

	C4-083043
	2899
	6.1.5
	CR
	Message Types for S101 messages
	Motorola
	SAES
	29.276
	0010r1
	B
	Rel-8
	Withdrawn
	

	C4-083044
	
	6.2.2
	LS out
	LS on IMS AS Service Data description for AS interoperability
	Alcatel-Lucent
	
	
	
	
	
	Revised in 3160
	

	C4-083045
	2760
	6.2.2
	P-CR
	P-CR on the scope of TS 29.364 
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Agreed
	

	C4-083046
	
	6.1.7
	LS out
	LS out "CLI" in CSFB
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 3171
	

	C4-083047
	2761
	6.2.2
	P-CR
	P-CR on a new skeleton for TS 29.364 section 5
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Agreed
	

	C4-083048
	2762
	6.2.2
	P-CR
	P-CR on service content for binary option
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Revised in 3175
	

	C4-083049
	2763
	6.2.2
	P-CR
	P-CR on Service Data binary coding
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Agreed
	

	C4-083050
	2918
	6.2.2
	P-CR
	General Principles for the XML specification
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083051
	2916
	6.2.2
	P-CR
	XML Specification for OIP/OIR services
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083052
	2919
	6.2.2
	P-CR
	XML schema for the MMTel services document
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083053
	2917
	6.2.2
	P-CR
	XML Specification for TIP/TIR services
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083054
	2920
	6.2.2
	Discussion
	CDIV service example
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083055
	
	6.7
	LS out
	LS OUT Reply LS on LS on support of GSM codecs on CS over IP
	Alcatel-Lucent
	
	
	
	
	
	Not approved
	

	C4-083056
	2740
	6.7
	CR
	BSS Internal Handover for AoIP
	LM Ericsson, Alcatel-Lucent
	AoIP-CN
	23.205
	0224r1
	B
	Rel-8
	Agreed
	

	C4-083057
	2746
	6.7
	CR
	BSS Internal Handover procedure
	Alcatel-Lucent
	AoIP-CN
	23.231
	0020r1
	B
	Rel-8
	Agreed
	

	C4-083058
	2748
	6.3
	CR
	Format of the unspecified connection address
	Alcatel-Lucent
	NcSIP
	29.231
	0006r1
	B
	Rel-8
	Agreed
	

	C4-083059
	2735
	6.3
	CR
	SDP Media Parameters For RTP Terminations
	LM Ericsson
	SIP_Nc
	29.232
	0610r1
	B
	Rel-8
	Agreed
	

	C4-083060
	2737
	6.3
	CR
	Editorial Clean-up
	LM Ericsson
	SIP_Nc
	29.231
	0004r1
	D
	Rel-8
	Agreed
	

	C4-083061
	3015
	6.3
	CR
	SCTP Usage for SIP-I on Nc
	LM Ericsson
	SIP_Nc
	29.231
	0005r2
	B
	Rel-8
	Agreed
	

	C4-083062
	2739
	6.3
	CR
	Call Release
	LM Ericsson
	SIP_Nc
	23.231
	0018r1
	B
	Rel-8
	Postponed
	

	C4-083063
	2909
	6.13.1
	CR
	IP transport package properties handling with SDP
	Huawei
	TEI8
	29.232
	0609r2
	F
	Rel-8
	Postponed
	

	C4-083064
	2776
	6.3
	CR
	Telephone Numbering Schemes for a SIP-I based Nc Network
	Vodafone
	SIP_Nc
	23.231
	0025r1
	F
	Rel-8
	Agreed
	

	C4-083065
	2780
	6.3
	CR
	Impacts for MSP, VGCS, VBS within a SIP-I based Nc network
	Vodafone
	SIP_Nc
	23.231
	0029r1
	F
	Rel-8
	Agreed
	

	C4-083066
	2911
	6.3
	CR
	Non-Support of SIP forking in SIP-I CSCN
	Huawei
	SIP-I
	29.231
	0007r1
	F
	Rel-8
	Revised in 3176
	

	C4-083067
	2621
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.1 Gate Control
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083068
	2622
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.4 Connection Model & 5.7.9 Topology Descriptor
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083069
	2623
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.6 Termination Naming
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083070
	2624
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.7.2 Streams-per-Termination
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083071
	2625
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.7.1 TerminationState Descriptor
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083072
	2626
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.9 Message Encoding
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083073
	2627
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.11 Message Identifier
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083074
	2628
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.12 H.248 Transport Mode
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083075
	2629
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.13 Security
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083076
	2630
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.2 Allocation and translation of IP addresses, ports and versions
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083077
	
	5
	WID
	WID update wid on Ix
	Alcatel-Lucent
	
	
	
	
	
	Revised in 3156
	

	C4-083078
	
	5
	WID
	WID Updated WID on IMS Application Level Gateway Control Function (ALGCF) – IMS Access Media Gateway (IMA-MGW); Iq Interface; Stage 3
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083079
	2632
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.4 QoS marking
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083080
	2633
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.5 Bandwidth control - Reservation, Allocation and Policing
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083081
	2634
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.6 Usage metering and statistics reporting
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083082
	2638
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.10 IP Realm/Domain Indication
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083083
	2640
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.1.12 Hanging Termination Detection
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083084
	2647
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 5.17.2.3 MG Overload Control
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083085
	2648
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) Annex B: Comparison between Ix Profile Version 1 and Ia Profile Version 2
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083086
	2812
	6.9
	P-CR
	Pseudo-CR on H.248 Ix Profile (Transition Gateway) 2 References & 3 Definitions, Abbreviations
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083087
	2658
	6.10
	P-CR
	Pseudo-CR on H.248 Iq Profile (Transition Gateway) 5.17.1.3 Support of Hosted NAT Traversal
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083088
	2689
	6.5
	P-CR
	Update on IWF message routing mechanisms
	CATT, Huawei, ZTE
	
	
	
	
	
	Agreed
	

	C4-083089
	2712
	6.5
	P-CR
	29.805 Clean up of the IWF TR
	Huawei
	IWF
	
	
	
	
	Agreed
	

	C4-083090
	2713
	6.5
	P-CR
	29.805 Proposed Conclusion for IWF TR
	Huawei
	IWF
	
	
	
	
	Revised in 3177
	

	C4-083091
	2714
	6.5
	LS out
	29.805 Summary of the email discussion
	Huawei
	IWF
	
	
	
	
	Approved
	

	C4-083092
	2901
	6.11
	Discussion
	Proposed skeleton for TS 23.142
	China mobile
	
	
	
	
	
	Agreed
	

	C4-083093
	2902
	6.11
	Discussion
	Overview of service requirements for Value-Added Services for SMS
	China mobile
	
	
	
	
	
	Withdrawn
	Numbewrwas allocated for 2 documents

	C4-083094
	2907
	6.6
	CR
	Update stage 3 profile for Floor control
	Huawei
	eMp
	29.333
	0029r1
	F
	Rel-8
	Agreed
	

	C4-083095
	2716
	6.13.2
	CR
	Mona H.248 package definitions update
	Nokia Siemens Networks
	MIW-IMS
	29.332
	0135r1
	F
	Rel-8
	Agreed
	

	C4-083096
	2952
	6.13.3
	LS out
	Reply LS on Enhancements for SRNS Relocation
	Alcatel-Lucent
	Enhancements for SRNS Relocation
	
	
	
	
	Approved
	to:

	C4-083097
	2717
	6.13.3
	CR
	Enhanced SRNS relocation
	Nokia Siemens Networks
	TEI8
	23.205
	0222r1
	F
	Rel-8
	Agreed
	

	C4-083098
	2677
	6.13.1
	CR
	Correction to Call Forwarding procedures
	Nortel Networks
	TEI8
	23.205
	0220r1
	F
	Rel-8
	Agreed
	

	C4-083099
	2719
	6.13.1
	Discussion
	IANA registration of 3GPP H.248 profiles
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-083100
	2611
	6.1.3
	P-CR
	STa and SWm AVP categories
	Bridgewater Systems
	SAES
	
	
	
	
	Agreed
	

	C4-083101
	2613
	6.1.3
	P-CR
	Missing redirect AVPs
	Bridgewater Systems
	SAES
	
	
	
	
	Agreed
	

	C4-083102
	
	6.1.2
	P-CR
	Pseudo-CR on Definition of EBI IE
	Motorola
	SAES
	
	
	
	
	Postponed
	

	C4-083103
	
	6.1.2
	P-CR
	Pseudo-CR on Create Session Request/Response
	Motorola
	SAES
	
	
	
	
	Postponed
	

	C4-083104
	3005
	6.1.2
	P-CR
	Pseudo-CR on Correct comment for Create Bearer Response IE
	Motorola
	SAES
	
	
	
	
	Revised in 3148
	

	C4-083105
	2682
	6.1.3
	P-CR
	Pseudo-CR on Non-3GPP-User-Data AVP and APN-Authorized BNF
	Alcatel-Lucent
	SAES
	
	
	
	
	Agreed
	

	C4-083106
	2698
	6.1.3
	P-CR
	29.273 Pseudo-CR on Information Elements on SWm
	Huawei
	SAE
	
	
	
	
	Agreed
	

	C4-083107
	2731
	6.1.3
	P-CR
	29.273 Access Network Identity
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-083108
	2766
	6.1.3
	P-CR
	29.273 Clarification of trusted non-3GPP access authentication and authorization procedures
	Qualcomm Europe
	SAES-St3-impacts
	
	
	
	
	Agreed
	

	C4-083109
	2767
	6.1.3
	P-CR
	29.237 Clarification of untrusted non-3GPP access authentication and authorization procedures
	Qualcomm Europe
	SAES-St3-impacts
	
	
	
	
	Revised in 3169
	

	C4-083110
	2770
	6.1.3
	P-CR
	Pseudo-CR to include support for EAP-AKA
	Nokia Siemens Networks, Ericsson
	
	
	
	
	
	Revised in 3119
	

	C4-083111
	2771
	6.1.3
	P-CR
	Pseudo-CR on 3GPP AAA Proxy detailed behaviour
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-083112
	2772
	6.1.3
	P-CR
	Pseudo-CR on SWd interface
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-083113
	2819
	6.1.3
	P-CR
	Removal of CUI in STa
	TeliaSonera
	SAES
	
	
	
	
	Agreed
	

	C4-083114
	2820
	6.1.3
	P-CR
	Removal of CUI in SWm
	TeliaSonera
	SAES
	
	
	
	
	Agreed
	

	C4-083115
	2835
	6.1.3
	P-CR
	STa requirements for HSGW
	Nortel
	
	
	
	
	
	Postponed
	

	C4-083116
	2846
	6.1.3
	P-CR
	Diameter Session Handling
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083117
	2851
	6.1.3
	P-CR
	SWm Session Handling
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083118
	
	6.1.3
	3GPP TS
	3GPP TS 29.273 v1.1.0
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083119
	3110
	6.1.3
	P-CR
	Pseudo-CR to include support for EAP-AKA
	Nokia Siemens Networks, Ericsson
	
	
	
	
	
	Agreed
	

	C4-083120
	
	6.13.6
	Discussion
	Clean up of TR 29.909
	Huawei
	
	
	
	
	
	Endorsed
	

	C4-083122
	
	6.1.8
	LS out
	LS on TA List allocation
	Huawei
	
	
	
	
	
	Approved
	

	C4-083123
	2701
	6.1.8
	P-CR
	29.303 Pseudo-CR on PDN GW selection procedure for non-3GPP access
	Huawei
	SAE
	
	
	
	
	Agreed
	

	C4-083124
	2823
	6.1.8
	P-CR
	General document cleanup
	TeliaSonera
	SAES-DEPS
	
	
	
	
	Agreed
	

	C4-083125
	2824
	6.1.8
	P-CR
	Removel of unused subclauses 
	TeliaSonera
	SAES-DEPS
	
	
	
	
	Agreed
	

	C4-083126
	
	6.1.11
	LS out
	LS on Error Indication Handling in GTP
	Ericsson
	
	
	
	
	
	Revised in 3173
	

	C4-083127
	2606
	6.1.11
	CR
	Reference to 29.cde as normative for User Plane
	Ericsson
	SAES
	29.060
	0697r1
	D
	Rel-8
	Agreed
	

	C4-083128
	2806
	6.1.11
	P-CR
	29.281 Pseudo-CR on Extension header for PDCP SN
	Fujitsu
	SAE
	
	
	
	
	Agreed
	

	C4-083129
	2807
	6.1.11
	LS out
	Ryply LS on Extension header for PDCP SN
	Fujitsu
	SAE
	
	
	
	
	Approved
	

	C4-083130
	2873
	6.1.11
	P-CR
	Enforcing backward compatibility for R8 GTPv1-U
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-083131
	2963
	6.13.3
	CR
	Enhanced SRNS relocation
	Nokia Siemens Networks
	RANimp-SrnsReloc
	23.009
	0123r1
	B
	Rel-8
	Endorsed
	

	C4-083132
	2600
	6.1.2
	P-CR
	Handling of IEs in GTP
	Ericsson
	SAES
	
	
	
	
	Revised in 3167
	

	C4-083133
	2609
	6.1.2
	P-CR
	Enhancement of F-TEID IE
	Ericsson
	SAES
	
	
	
	
	Agreed
	

	C4-083134
	2896
	6.1.2
	P-CR
	Pseudo-CR on Delete Session/Bearer Request & Response
	Motorola, CATT
	SAES
	
	
	
	
	Revised in 3187
	

	C4-083135
	2833
	6.1.2
	P-CR
	Deactivate Bearer Command
	Nortel
	
	
	
	
	
	Agreed
	

	C4-083136
	2697
	6.1.2
	P-CR
	29.274 Pseudo-CR on UDP port number 
	Huawei
	SAE
	
	
	
	
	Agreed
	

	C4-083137
	2987
	6.1.2
	P-CR
	29.274 Optional Recovery IE in GTPv2 Messages
	Starent
	SAE
	
	
	
	
	Revised in 3182
	

	C4-083138
	2988
	6.1.2
	P-CR
	29.274 Clarification of GTPv2-C Tunnel Granularity
	Starent
	SAE
	
	
	
	
	Agreed
	

	C4-083139
	3007
	6.1.2
	P-CR
	Pseudo-CR on Release TFT Filter Command
	Motorola, Nortel
	SAES
	
	
	
	
	Revised in 3188
	

	C4-083140
	2796
	6.1.2
	P-CR
	Failure Indication for command messages
	ZTE
	
	
	
	
	
	Revised in 3183
	

	C4-083141
	2797
	6.1.2
	P-CR
	IEs in Create Session messages
	ZTE, Motorola
	
	
	
	
	
	Revised in 3184
	

	C4-083142
	2798
	6.1.2
	P-CR
	IEs in Update Bearer messages
	ZTE
	
	
	
	
	
	Agreed
	

	C4-083143
	2885
	6.1.2
	P-CR
	Pseudo-CR on APN Restriction IE
	Motorola, Nortel
	SAES
	
	
	
	
	Agreed
	

	C4-083144
	2980
	6.1.2
	P-CR
	TS 29.274 cleanup
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-083145
	2998
	6.1.5
	CR
	GRE Tunnel Keys
	Alcatel-Lucent
	SAES
	29.276
	0008r2
	B
	Rel-8
	Agreed
	

	C4-083146
	2994
	6.1.5
	CR
	S101 interface messages and UEs
	Nokia Siemens Networks
	
	29.276
	0012r2
	B
	Rel-8
	Agreed
	

	C4-083147
	3004
	6.1.2
	P-CR
	Pseudo-CR on PDN Address IE
	Motorola
	SAES
	
	
	
	
	Revised in 3185
	

	C4-083148
	3104
	6.1.2
	P-CR
	Pseudo-CR on Correct comment for Create Bearer Response IE
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-083149
	2886
	6.1.2
	P-CR
	Pseudo-CR on Downlink Data Notification Failure
	Motorola
	SAES
	
	
	
	
	Revised in 3186
	

	C4-083150
	2887
	6.1.2
	P-CR
	Pseudo-CR on New Cause Value for Downlink Data Notification Acknowledgement
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-083151
	2894
	6.1.2
	P-CR
	Pseudo-CR on Define Bearer Level QoS IE
	Motorola
	SAES
	
	
	
	
	Revised in 3189
	

	C4-083152
	2895
	6.1.2
	P-CR
	Pseudo-CR on Update-Modify Bearer Request APN-AMBR
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-083153
	
	6.1
	Discussion
	Discussion on Diameter Command Codes for S6a and S13
	Orange, Bridgewater Systems
	
	
	
	
	
	Agreed
	

	C4-083154
	2990
	6.1.2
	P-CR
	29.274 Information Element Ordering in Messages
	Starent
	SAE
	
	
	
	
	Postponed
	

	C4-083155
	2742
	6.13.1
	CR
	OoBTC BICC Codec List
	LM Ericsson
	TEI8
	23.153
	0110r1
	B
	Rel-8
	Agreed
	

	C4-083156
	3077
	6.9
	WID
	WID update wid on Ix
	Alcatel-Lucent
	
	
	
	
	
	Revised in 
	

	C4-083157
	2749
	6.4
	CR
	Multimedia CAT in CS domain
	Alcatel-Lucent
	CAT-3G_CS
	23.205
	0226r1
	B
	Rel-8
	Agreed
	

	C4-083158
	2750
	6.4
	CR
	Multimedia CAT in CS domain
	Alcatel-Lucent
	CAT-3G_CS
	23.231
	0021r1
	B
	Rel-8
	Agreed
	

	C4-083159
	2965
	6.1
	CR
	Addition of EPS authentication and ciphering related data
	T-Mobile
	SAES
	23.008
	0235r1
	B
	Rel-8
	Withdrawn
	

	C4-083160
	3044
	6.2.2
	LS out
	LS on IMS AS Service Data description for AS interoperability
	Alcatel-Lucent
	
	
	
	
	
	Approved
	

	C4-083161
	2902
	6.11
	Discussion
	Overview of service requirements for Value-Added Services for SMS
	China mobile
	
	
	
	
	
	Agreed
	

	C4-083162
	2906
	6.6
	CR
	Update stage 3 profile for Message conference
	Huawei
	eMp
	29.333
	0028r1
	F
	Rel-8
	Postponed
	

	C4-083163
	3121
	5
	WID
	Update to WID for CT1 aspects of SRVCC to make it CT Wide
	Ericsson
	
	
	
	
	
	Endorsed
	

	C4-083164
	3014
	6.1
	LS out
	LS on maximum PDCP SDU size
	Nokia Siemens Networks
	
	
	
	
	
	Approved
	

	C4-083165
	3016
	6.1
	CR
	RNC failure aligns with TS23.060
	ZTE
	SAES
	23.007
	0027r2
	F
	Rel-8
	Agreed
	

	C4-083166
	3027
	6.1.1
	CR
	Duplicated AMBR AVP and Use of Called-Station-Id
	Alcatel-Lucent
	SAES
	29.272
	0015r2
	B
	Rel-8
	Agreed
	

	C4-083167
	3132
	6.1.2
	P-CR
	Handling of IEs in GTP
	Ericsson
	SAES
	
	
	
	
	Agreed
	

	C4-083168
	
	6.1.2
	3GPP TS
	TS 39.274 v1.3.0
	Nokia Siemens Networks
	
	
	
	
	
	Agreed
	

	C4-083169
	3109
	6.1.3
	P-CR
	29.237 Clarification of untrusted non-3GPP access authentication and authorization procedures
	Qualcomm Europe
	SAES-St3-impacts
	
	
	
	
	Agreed
	

	C4-083170
	3180
	6.1.4
	CR
	PMIP IPv4 address allocation
	Ericsson, Samsung, Huawei
	SAES
	29.275
	0012r4
	C
	Rel-8
	Agreed
	

	C4-083171
	3046
	6.1.7
	LS out
	LS out "CLI" in CSFB
	
	
	
	
	
	
	Approved
	

	C4-083172
	
	6.1.8
	3GPP TS
	3GPP TS 29.303 v1.1.0
	TeliaSonera
	
	
	
	
	
	Agreed
	

	C4-083173
	3126
	6.1.11
	LS out
	LS on Error Indication Handling in GTP
	Ericsson
	
	
	
	
	
	Approved
	

	C4-083174
	3036
	6.2
	CR
	Support for IMS Service Level Trace
	Vodafone
	OAM8-Trace
	29.228
	0431r2
	B
	Rel-8
	Agreed
	

	C4-083175
	3048
	6.2.2
	P-CR
	P-CR on service content for binary option
	Alcatel-Lucent
	IMS_ASIO
	
	
	
	
	Agreed
	

	C4-083176
	3066
	6.3
	CR
	Non-Support of SIP forking in SIP-I CSCN
	Huawei
	SIP-I
	29.231
	0007r2
	F
	Rel-8
	Agreed
	

	C4-083177
	3090
	6.5
	P-CR
	29.805 Proposed Conclusion for IWF TR
	Huawei
	IWF
	
	
	
	
	Agreed
	

	C4-083178
	
	6.5
	3GPP TS
	3GPP TR 29.805 v1.3.0
	Huawei
	
	
	
	
	
	Agreed
	

	C4-083179
	
	6.5
	3GPP TS
	3GPP TS 29.305 v0.2.0
	huawei
	
	
	
	
	
	Agreed
	

	C4-083180
	3039
	6.1.4
	CR
	PMIP IPv4 address allocation
	Ericsson, Samsung, Huawei
	SAES
	29.275
	0012r3
	C
	Rel-8
	Revised in 3170
	

	C4-083181
	
	5
	WID
	Updated WID on Overlap
	Deutsche Telekom
	
	
	
	
	
	Endorsed
	

	C4-083182
	3137
	6.1.2
	P-CR
	29.274 Optional Recovery IE in GTPv2 Messages
	Starent
	SAE
	
	
	
	
	Agreed
	

	C4-083183
	3140
	6.1.2
	P-CR
	Failure Indication for command messages
	ZTE
	
	
	
	
	
	Agreed
	

	C4-083184
	3141
	6.1.2
	P-CR
	IEs in Create Session messages
	ZTE, Motorola
	
	
	
	
	
	Agreed
	

	C4-083185
	3147
	6.1.2
	P-CR
	Pseudo-CR on PDN Address IE
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-083186
	3149
	6.1.2
	P-CR
	Pseudo-CR on Downlink Data Notification Failure
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-083187
	3134
	6.1.2
	P-CR
	Pseudo-CR on Delete Session/Bearer Request & Response
	Motorola, CATT
	SAES
	
	
	
	
	Agreed
	

	C4-083188
	3139
	6.1.2
	P-CR
	Pseudo-CR on Release TFT Filter Command
	Motorola, Nortel
	SAES
	
	
	
	
	Agreed
	

	C4-083189
	3151
	6.1.2
	P-CR
	Pseudo-CR on Define Bearer Level QoS IE
	Motorola
	SAES
	
	
	
	
	Agreed
	

	C4-083190
	2867
	6.1
	CR
	Moving the description of the restoration procedures (from 29.274) to 23.007
	Nokia Siemens Networks
	TEI8
	23.007
	0030r1
	
	Rel-8
	Postponed
	

	C4-083191
	3157
	5
	WID
	WID update wid on Ix
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083192
	
	6.7
	LS out
	LS on BSS Internal Handover procedure
	Alcatel-Lucent
	AoIP
	
	
	
	
	Approved
	

	C4-083193
	
	6.9
	3GPP TS
	TS 29.238 v0.1.0
	Ericsson
	
	
	
	
	
	Agreed
	

	C4-083194
	
	6.10
	3GPP TS
	TS 20.334 v0.1.0
	Alcatel-Lucent
	
	
	
	
	
	Agreed
	

	C4-083195
	3008
	6.12
	LS out
	LS on SBc protocol choice
	NEC
	
	
	
	
	
	Approved
	

	C4-083196
	
	6.11
	3GPP TS
	TS 23.142 v0.1.0
	China Mobile
	
	
	
	
	
	Agreed
	

	C4-083197
	
	10
	Information
	Output documents
	Chairman
	
	
	
	
	
	Noted
	


